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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk38 related to the title of this CR.

Contact:
Kalahasti, Narendra

Narendra.Kalahasti@anritsu.com
2 Corrections required

2.1 Change 1

	Function name
	fl_TC_9_1_5_1_9_Body

	Reason for change
	At Step 16, UE is still in RRC connected state so Short Message should be sent in RRC connected mode.

	Summary of change
	At Step 16, set 3rd parameter of f_NR_ModifySysinfo to RRC_CONNECTED

	TTCN module
	Initial_Registration_NR5GC

	MCC160 Comment
	Accepted.


Before change:
  function fl_TC_9_1_5_1_9_Body() runs on NR5GC_PTC

  {
    …

    //@siclog "Step 16" siclog@

    //The SS notifies the UE of change of System Information on NGC Cell A by sending Short Message on PDCCH using P-RNTI.

    f_NR_ModifySysinfo(v_NGC_NASCellA);   //@sic R5-202659 sic@

    …

  }//End of fl_TC_9_1_5_1_9_Body
After change:
function fl_TC_9_1_5_1_9_Body() runs on NR5GC_PTC

  {
    …

    //@siclog "Step 16" siclog@

    //The SS notifies the UE of change of System Information on NGC Cell A by sending Short Message on PDCCH using P-RNTI.

    f_NR_ModifySysinfo(v_NGC_NASCellA , -, RRC_CONNECTED);   //@sic R5-202659 sic@

    …

  }//End of fl_TC_9_1_5_1_9_Body
