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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk38 related to the title of this CR.

Contact:
Kalahasti, Narendra

Narendra.Kalahasti@anritsu.com
2 Corrections required

2.1 Change 1

	Function name
	f_EUTRA_RRCConnectionReconfiguration_MeasConfig()

	Reason for change
	At Step 8, while Cell 1 EARFCN is configured as above 65535 (band greater than 64), RRC Connection reconfiguration fails as message content doesn’t match with the 3GPP specs. This issue eventually leads to the test case failure as the RRCConnection reconfiguration is getting failed.

	Summary of change
	v_Frequency_IE_Cell1.UL_DL_Earfcn.dl_CarrierFreq_r9 and v_Frequency_IE_Cell28.UL_DL_Earfcn.dl_CarrierFreq_r9 are interchanged in the function f_EUTRA_RRCConnectionReconfiguration_MeasConfig() which is generating the RRCConnection reconfiguration message.


	TTCN module
	RRC_Handover.ttcn

	MCC160 Comment
	Accepted


Before change:
<<SKIPPED CODE>>

    f_EUTRA_RRCConnectionReconfiguration_MeasConfig (eutra_Cell28, //@sic R5s130649 sic@

                                                     cs_508_RRCConnectionReconfiguration_ConditionMEAS (v_RRC_TI,

                                                                                                        cs_Measurement_Config_A3_InterFreq_8_2_4_1Xa_Step8(  //@sic R5-133693 sic@

                                                                                                          v_Frequency_IE_Cell1.UL_DL_Earfcn.dl_CarrierFreq,

                                                                                                          v_ChBandDependency_Cell1.AllowedMeasBandwidth,

                                                                                                          v_Frequency_IE_Cell28.UL_DL_Earfcn.dl_CarrierFreq,

                                                                                                          v_ChBandDependency_Cell28.AllowedMeasBandwidth,

                                                                                                          cs_508_MeasGapConfig_GP1,

                                                                                                          f_ReturnMeasObjectToAddModList_2Entries_v9e0(                                                                                                            v_Frequency_IE_Cell1.UL_DL_Earfcn.dl_CarrierFreq_r9,

                                                                                                            v_Frequency_IE_Cell28.UL_DL_Earfcn.dl_CarrierFreq_r9)))); // @sic R5-171995 sic@
<<SKIPPED CODE>>

After change:
<<SKIPPED CODE>>
    f_EUTRA_RRCConnectionReconfiguration_MeasConfig (eutra_Cell28, //@sic R5s130649 sic@

                                                     cs_508_RRCConnectionReconfiguration_ConditionMEAS (v_RRC_TI,

                                                                                                        cs_Measurement_Config_A3_InterFreq_8_2_4_1Xa_Step8(  //@sic R5-133693 sic@

                                                                                                          v_Frequency_IE_Cell1.UL_DL_Earfcn.dl_CarrierFreq,

                                                                                                          v_ChBandDependency_Cell1.AllowedMeasBandwidth,

                                                                                                          v_Frequency_IE_Cell28.UL_DL_Earfcn.dl_CarrierFreq,

                                                                                                          v_ChBandDependency_Cell28.AllowedMeasBandwidth,

                                                                                                          cs_508_MeasGapConfig_GP1,

                                                                                                          f_ReturnMeasObjectToAddModList_2Entries_v9e0(//TTCN Change by Anritsu
                                                                                                            v_Frequency_IE_Cell28.UL_DL_Earfcn.dl_CarrierFreq_r9,

                                                                                                            v_Frequency_IE_Cell1.UL_DL_Earfcn.dl_CarrierFreq_r9)))); // @sic R5-171995 sic@
<<SKIPPED CODE>>

Additional change from MCC160:
<<SKIPPED CODE>>
    f_EUTRA_RRCConnectionReconfiguration_MeasConfig (eutra_Cell28, //@sic R5s130649 sic@

                                                     cs_508_RRCConnectionReconfiguration_ConditionMEAS (v_RRC_TI,

                                                                                                        cs_Measurement_Config_A3_InterFreq_8_2_4_1Xa_Step8(  //@sic R5-133693 sic@

                                                                                                          v_Frequency_IE_Cell28.UL_DL_Earfcn.dl_CarrierFreq,

                                                                                                          v_ChBandDependency_Cell28.AllowedMeasBandwidth,

                                                                                                          v_Frequency_IE_Cell1.UL_DL_Earfcn.dl_CarrierFreq,

                                                                                                          v_ChBandDependency_Cell1.AllowedMeasBandwidth,

                                                                                                          cs_508_MeasGapConfig_GP1,

                                                                                                          f_ReturnMeasObjectToAddModList_2Entries_v9e0(//TTCN Change by Anritsu
                                                                                                            v_Frequency_IE_Cell28.UL_DL_Earfcn.dl_CarrierFreq_r9,

                                                                                                            v_Frequency_IE_Cell1.UL_DL_Earfcn.dl_CarrierFreq_r9)))); // @sic R5-171995 sic@
<<SKIPPED CODE>>

