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	Reason for change:
	Currently in function f_EUTRA_Activate_SRB2_DRB_SendRrcMsg variable v_DrbConfigList is uninitialized which can cause a run-time error.
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	Initialize DrbConfigList with omit value.
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Change 1
	Function name
	f_EUTRA_Activate_SRB2_DRB_SendRrcMsg

	Reason for change
	Currently  in function f_EUTRA_Activate_SRB2_DRB_SendRrcMsg variable v_DrbConfigList is uninitialized which can cause a run-time error.



	Summary of change
	Initialize DrbConfigList with omit value.

	TTCN module
	Common\EUTRA\EUTRA_NASSteps.ttcn

	MCC160 Comment
	


Before change
  function f_EUTRA_Activate_SRB2_DRB_SendRrcMsg(EUTRA_CellId_Type p_CellId,

                                                RRC_TransactionIdentifier p_RRC_TI,

                                                NasCount_Type p_NasCountUL,

                                                UInt_Type p_NoOfAddDRBs_AM := 0,

                                                UInt_Type p_NoOfAddDRBs_UM := 0,

                                                template (value) DRB_ConfigurationAtSS_Type p_DrbConfigAtSS := tsc_DRB_ConfigurationAtSS_Default,

                                                template (omit) DRB_ToAddModList p_DRB_ToAddModList := omit,

                                                template (omit) MAC_MainConfig_Type p_MAC_MainConfig := omit,

                                                template (omit) PhysicalConfigDedicated p_PhysicalConfigDedicated := omit,

                                                template (omit) EPS_QoSList_Type p_QoS := omit,

                                                template (omit) Tft_List_Type p_Tft := omit,

                                                boolean p_PDCP_StatusReportRequired := true,

                                                template (omit) RLF_TimersAndConstants_r9 p_RLF_TimersAndConstants_r9 := omit,

                                                template (omit) DownlinkAntennaGroupConfig_Type p_DownlinkAntennaGroupConfig := omit,

                                                template (omit) DRB_Identity p_DrbFor2ndPDN := omit,

                                                template (omit) RRCConnectionReconfiguration_v890_IEs p_RRCConnectionReconfiguration_v890_IEs := omit,

                                                template (omit) UplinkDataCompression_r15_Type p_UDC_r15 := omit) runs on EUTRA_PTC

  { /* @sic R5-102180: Establishment of SRB2 and DRBs is split into 2 procedures for sending/receiving sic@ */

    /* @sic R5-144797: new parameter p_DrbFor2ndPDN sic@ */

    /* @sic R5s150338: new parameter p_DrbConfigAtSS sic@ */

    var EUTRA_SecurityParams_Type v_AuthParams := f_EUTRA_Security_Get();

    var template (omit) RadioBearerList_Type v_DrbConfigList;
    var integer n;

    if (ischosen(p_DrbConfigAtSS.Specific)) {                   /* @sic R5s150338: new parameter p_DrbConfigAtSS sic@ */

      v_DrbConfigList := p_DrbConfigAtSS.Specific;

    }

    else if (ischosen(p_DrbConfigAtSS.Default)) {               /* @sic R5s150338: new parameter p_DrbConfigAtSS sic@ */

      v_DrbConfigList := f_EUTRA_SS_GetDrbConfigList(p_NoOfAddDRBs_AM + 1, p_NoOfAddDRBs_UM, tsc_DRB1);     /* default DRB + additional AM DRBs */

      if (ispresent(p_DrbFor2ndPDN)) {

        n := lengthof(v_DrbConfigList);

        v_DrbConfigList[n] := cs_OneDRB_ConfigAM(valueof(p_DrbFor2ndPDN));

      }

    }

    /* step 6-8 of procedure in 36.508 cl. 4.5.3.3 */

    // @sic R5s160341 sic@

    v_AuthParams := f_EUTRA_RRC_ActivateSecurity(p_CellId, v_AuthParams, p_NasCountUL, v_DrbConfigList);    /* @sic R5s150338: v_DrbConfigList sic@ */

    f_EUTRA_Security_Set(v_AuthParams);

    /* Step 8 of procedure in 36.508 cl. 4.5.3.3 */

    f_EUTRA_RRCConnectionReconfiguration_Common(p_CellId,

                                                p_RRC_TI,

                                                p_NoOfAddDRBs_AM,

                                                p_NoOfAddDRBs_UM,

                                                {cs_508_SRB2_ToAddMod_DEFAULT},

                                                p_DRB_ToAddModList,

                                                p_MAC_MainConfig,

                                                p_PhysicalConfigDedicated,

                                                p_QoS,

                                                p_Tft,

                                                p_PDCP_StatusReportRequired,

                                                p_RLF_TimersAndConstants_r9,// @sic R5s120808 sic@

                                                p_DownlinkAntennaGroupConfig,

                                                p_DrbFor2ndPDN,

                                                p_RRCConnectionReconfiguration_v890_IEs,

                                                p_UDC_r15); // @sic R5-175050 sic@

  }
After change
 function f_EUTRA_Activate_SRB2_DRB_SendRrcMsg(EUTRA_CellId_Type p_CellId,

                                                RRC_TransactionIdentifier p_RRC_TI,

                                                NasCount_Type p_NasCountUL,

                                                UInt_Type p_NoOfAddDRBs_AM := 0,

                                                UInt_Type p_NoOfAddDRBs_UM := 0,

                                                template (value) DRB_ConfigurationAtSS_Type p_DrbConfigAtSS := tsc_DRB_ConfigurationAtSS_Default,

                                                template (omit) DRB_ToAddModList p_DRB_ToAddModList := omit,

                                                template (omit) MAC_MainConfig_Type p_MAC_MainConfig := omit,

                                                template (omit) PhysicalConfigDedicated p_PhysicalConfigDedicated := omit,

                                                template (omit) EPS_QoSList_Type p_QoS := omit,

                                                template (omit) Tft_List_Type p_Tft := omit,

                                                boolean p_PDCP_StatusReportRequired := true,

                                                template (omit) RLF_TimersAndConstants_r9 p_RLF_TimersAndConstants_r9 := omit,

                                                template (omit) DownlinkAntennaGroupConfig_Type p_DownlinkAntennaGroupConfig := omit,

                                                template (omit) DRB_Identity p_DrbFor2ndPDN := omit,

                                                template (omit) RRCConnectionReconfiguration_v890_IEs p_RRCConnectionReconfiguration_v890_IEs := omit,

                                                template (omit) UplinkDataCompression_r15_Type p_UDC_r15 := omit) runs on EUTRA_PTC

  { /* @sic R5-102180: Establishment of SRB2 and DRBs is split into 2 procedures for sending/receiving sic@ */

    /* @sic R5-144797: new parameter p_DrbFor2ndPDN sic@ */

    /* @sic R5s150338: new parameter p_DrbConfigAtSS sic@ */

    var EUTRA_SecurityParams_Type v_AuthParams := f_EUTRA_Security_Get();

    var template (omit) RadioBearerList_Type v_DrbConfigList := omit;
    var integer n;

    if (ischosen(p_DrbConfigAtSS.Specific)) {                   /* @sic R5s150338: new parameter p_DrbConfigAtSS sic@ */

      v_DrbConfigList := p_DrbConfigAtSS.Specific;

    }

    else if (ischosen(p_DrbConfigAtSS.Default)) {               /* @sic R5s150338: new parameter p_DrbConfigAtSS sic@ */

      v_DrbConfigList := f_EUTRA_SS_GetDrbConfigList(p_NoOfAddDRBs_AM + 1, p_NoOfAddDRBs_UM, tsc_DRB1);     /* default DRB + additional AM DRBs */

      if (ispresent(p_DrbFor2ndPDN)) {

        n := lengthof(v_DrbConfigList);

        v_DrbConfigList[n] := cs_OneDRB_ConfigAM(valueof(p_DrbFor2ndPDN));

      }

    }

    /* step 6-8 of procedure in 36.508 cl. 4.5.3.3 */

    // @sic R5s160341 sic@

    v_AuthParams := f_EUTRA_RRC_ActivateSecurity(p_CellId, v_AuthParams, p_NasCountUL, v_DrbConfigList);    /* @sic R5s150338: v_DrbConfigList sic@ */

    f_EUTRA_Security_Set(v_AuthParams);

    /* Step 8 of procedure in 36.508 cl. 4.5.3.3 */

    f_EUTRA_RRCConnectionReconfiguration_Common(p_CellId,

                                                p_RRC_TI,

                                                p_NoOfAddDRBs_AM,

                                                p_NoOfAddDRBs_UM,

                                                {cs_508_SRB2_ToAddMod_DEFAULT},

                                                p_DRB_ToAddModList,

                                                p_MAC_MainConfig,

                                                p_PhysicalConfigDedicated,

                                                p_QoS,

                                                p_Tft,

                                                p_PDCP_StatusReportRequired,

                                                p_RLF_TimersAndConstants_r9,// @sic R5s120808 sic@

                                                p_DownlinkAntennaGroupConfig,

                                                p_DrbFor2ndPDN,

                                                p_RRCConnectionReconfiguration_v890_IEs,

                                                p_UDC_r15); // @sic R5-175050 sic@

  }
