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	Reason for change:
	When testcase 12_2_1 is run then f_TC_12_2_1_EUTRA-> f_GenericProcedure_12_1_1-> f_EUTRA_LoopBackActivation_State4_12_2 is called. In this function the variable v_DrbConfigAtSS is set to value tsc_DRB_ConfigurationAtSS_Preconfigured.

This value is then passed to  f_EUTRA_LoopBackActivation_State4_12_2-> f_EUTRA_GenericRbEst_Common-> f_EUTRA_ServiceRequestAndActivate_SRB2_DRB-> f_EUTRA_Activate_SRB2_DRB_SendRrcMsg.

In this function the variable v_DrbConfigList is initialized for the values Specific and Default but not for the value Preconfigured.

Thus the variable v_DrbConfigList remains uninitialized which causes a runtime error.

This needs to be addressed.

	
	

	Summary of change:
	  Initialized template v_DrbConfigList with “omit” value.
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1 Corrections required

1.1 f_EUTRA_Activate_SRB2_DRB_SendRrcMsg
	Template name
	f_EUTRA_Activate_SRB2_DRB_SendRrcMsg

	Reason for change
	When testcase 12_2_1 is run then f_TC_12_2_1_EUTRA-> f_GenericProcedure_12_1_1-> f_EUTRA_LoopBackActivation_State4_12_2 is called. In this function the variable v_DrbConfigAtSS is set to value tsc_DRB_ConfigurationAtSS_Preconfigured.

This value is then passed  f_EUTRA_LoopBackActivation_State4_12_2-> f_EUTRA_GenericRbEst_Common-> f_EUTRA_ServiceRequestAndActivate_SRB2_DRB-> f_EUTRA_Activate_SRB2_DRB_SendRrcMsg.

In this function the variable v_DrbConfigList is initialized for the values Specific and Default but not for the value Preconfigured.

Thus the variable v_DrbConfigList remains uninitialized which causes a runtime error.

This needs to be addressed.

	Summary of change
	Assigned template v_DrbConfigList with “omit” value during template declaration.

	TTCN module
	EUTRA_NASSteps.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>
  function f_EUTRA_Activate_SRB2_DRB_SendRrcMsg(EUTRA_CellId_Type p_CellId,

                                                RRC_TransactionIdentifier p_RRC_TI,

                                                NasCount_Type p_NasCountUL,

                                                UInt_Type p_NoOfAddDRBs_AM := 0,

                                                UInt_Type p_NoOfAddDRBs_UM := 0,

                                                template (value) DRB_ConfigurationAtSS_Type p_DrbConfigAtSS := tsc_DRB_ConfigurationAtSS_Default,

                                                template (omit) DRB_ToAddModList p_DRB_ToAddModList := omit,

                                                template (omit) MAC_MainConfig_Type p_MAC_MainConfig := omit,

                                                template (omit) PhysicalConfigDedicated p_PhysicalConfigDedicated := omit,

                                                template (omit) EPS_QoSList_Type p_QoS := omit,

                                                template (omit) Tft_List_Type p_Tft := omit,

                                                boolean p_PDCP_StatusReportRequired := true,

                                                template (omit) RLF_TimersAndConstants_r9 p_RLF_TimersAndConstants_r9 := omit,

                                                template (omit) DownlinkAntennaGroupConfig_Type p_DownlinkAntennaGroupConfig := omit,

                                                template (omit) DRB_Identity p_DrbFor2ndPDN := omit,

                                                template (omit) RRCConnectionReconfiguration_v890_IEs p_RRCConnectionReconfiguration_v890_IEs := omit,

                                                template (omit) UplinkDataCompression_r15_Type p_UDC_r15 := omit) runs on EUTRA_PTC

  { /* @sic R5-102180: Establishment of SRB2 and DRBs is split into 2 procedures for sending/receiving sic@ */

    /* @sic R5-144797: new parameter p_DrbFor2ndPDN sic@ */

    /* @sic R5s150338: new parameter p_DrbConfigAtSS sic@ */

    var EUTRA_SecurityParams_Type v_AuthParams := f_EUTRA_Security_Get();

    var template (omit) RadioBearerList_Type v_DrbConfigList;

    var integer n;

<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>
  function f_EUTRA_Activate_SRB2_DRB_SendRrcMsg(EUTRA_CellId_Type p_CellId,

                                                RRC_TransactionIdentifier p_RRC_TI,

                                                NasCount_Type p_NasCountUL,

                                                UInt_Type p_NoOfAddDRBs_AM := 0,

                                                UInt_Type p_NoOfAddDRBs_UM := 0,

                                                template (value) DRB_ConfigurationAtSS_Type p_DrbConfigAtSS := tsc_DRB_ConfigurationAtSS_Default,

                                                template (omit) DRB_ToAddModList p_DRB_ToAddModList := omit,

                                                template (omit) MAC_MainConfig_Type p_MAC_MainConfig := omit,

                                                template (omit) PhysicalConfigDedicated p_PhysicalConfigDedicated := omit,

                                                template (omit) EPS_QoSList_Type p_QoS := omit,

                                                template (omit) Tft_List_Type p_Tft := omit,

                                                boolean p_PDCP_StatusReportRequired := true,

                                                template (omit) RLF_TimersAndConstants_r9 p_RLF_TimersAndConstants_r9 := omit,

                                                template (omit) DownlinkAntennaGroupConfig_Type p_DownlinkAntennaGroupConfig := omit,

                                                template (omit) DRB_Identity p_DrbFor2ndPDN := omit,

                                                template (omit) RRCConnectionReconfiguration_v890_IEs p_RRCConnectionReconfiguration_v890_IEs := omit,

                                                template (omit) UplinkDataCompression_r15_Type p_UDC_r15 := omit) runs on EUTRA_PTC

  { /* @sic R5-102180: Establishment of SRB2 and DRBs is split into 2 procedures for sending/receiving sic@ */

    /* @sic R5-144797: new parameter p_DrbFor2ndPDN sic@ */

    /* @sic R5s150338: new parameter p_DrbConfigAtSS sic@ */

    var EUTRA_SecurityParams_Type v_AuthParams := f_EUTRA_Security_Get();

    var template (omit) RadioBearerList_Type v_DrbConfigList := omit;
    var integer n;

<<SKIPPED CODE>>


