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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk11 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com

2 Corrections required

2.1 Change 1 

	Function name
	cs_NR_RadioBearer_Split_To_MCG 

	Reason for change
	As per the definition of condition ‘PDCP’ in TS 38.331, section 6.2.1, pdcp-Config needs to be present in RadioBearerConfig otherwise moreThanOneRLC configuration will not be released. This is required as bearere type is changed from Split DRB to MCG DRB
The field is mandatory present if the corresponding DRB is being setup or corresponding DRB is reconfigured with NR PDCP or corresponding SRB associated with two RLC entities is being setup or if the number of RLC bearers associated with the DRB or SRB is changed. The field is optionally present, Need S, if the corresponding SRB associated with one RLC entity is being setup or corresponding SRB is reconfigured with NR PDCP; otherwise the field is optionally present, need M
Note: A draft prose CR is associated with this change 

	Summary of change
	Template cs_NR_RadioBearer_Split_To_MCG is modified to configure PDCP config IE. A new template is defined cs_38508_PDCP_Config_ToMCG for PDCP config contents

	TTCN module
	NR_RRC_Templates.ttcn

	MCC160 Comment
	


Before Change
template (value) RadioBearerConfig cs_NR_RadioBearer_Split_To_MCG(NR_KeyToUse_Type p_KeyToUse,

                                                                  CipheringAlgorithm p_CipheringAlgorithm,

                                                                  template (omit) IntegrityProtAlgorithm p_IntegrityProtAlgorithm) :=

    /* @status    APPROVED (ENDC) */

    cs_38508_RadioBearerConfigDef(-,

                                  {cs_NR_DRB_ToAddMod_RecoverPDCP(tsc_NR_DRB2, omit)},  // @sic R5-200579 sic@

                                  -,

                                  cs_38508_SecurityConfig(cs_38508_SecurityAlgorithmConfig(p_CipheringAlgorithm, p_IntegrityProtAlgorithm), p_KeyToUse));
After Change
template (value) RadioBearerConfig cs_NR_RadioBearer_Split_To_MCG(NR_KeyToUse_Type p_KeyToUse,

                                                                  CipheringAlgorithm p_CipheringAlgorithm,

                                                                  template (omit) IntegrityProtAlgorithm p_IntegrityProtAlgorithm) :=

    /* @status    APPROVED (ENDC) */

    cs_38508_RadioBearerConfigDef(-,

                                  {cs_NR_DRB_ToAddMod_RecoverPDCP(tsc_NR_DRB2, cs_38508_PDCP_Config_ToMCG)},  // @sic R5-200579 sic@

                                  -,

                                  cs_38508_SecurityConfig(cs_38508_SecurityAlgorithmConfig(p_CipheringAlgorithm, p_IntegrityProtAlgorithm), p_KeyToUse));
New Template:
template (value) PDCP_Config cs_38508_PDCP_Config_ToMCG(template (omit) PDCP_Config.drb p_PDCP_Config_DRB := omit) :=

  { 

    drb             := p_PDCP_Config_DRB,

    moreThanOneRLC  := omit,

    t_Reordering    := omit,

    cipheringDisabled := omit          

  };
