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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk11 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com
2 Corrections required
. 2.1 Change 1

	Function name
	f_NR_Resourceallocation0_AllowedNPRB

	Reason for change
	Max bandwidth PRB 160 for band 3 highest carrier bandwidth is not included in this function.

	Summary of change
	Add the case for 160 PRB bandwidth.

A prose may needed.

	TTCN module
	MAC_TC_Common_NR

	MCC160 Comment
	


Before 

function f_NR_Resourceallocation0_AllowedNPRB(integer p_MaxNPRB_BWP,

                                                integer p_N_PRB  ) return boolean

  { // as per table 7.1.1.4.1.3.3.2-2A/7.1.1.4.1.4.3.2-2A/7.1.1.4.2.3.3.2-2A/7.1.1.4.2.4.3.2-2A

    var boolean v_Result := false;

    ......
      case (135) {

        select (p_N_PRB) {

          case (7,8,15,16,23,24,31,32,39,40,47,48,55,56,63,64,71,72,79,80,87,88,95,96, 103,104, 111,112,119,120,127,128,135) {

            v_Result := true;

          }

        }

      }

      case (216) {

        select (p_N_PRB) {

          case (8,16,24,32,40,48,56,64,72,80,88,96,104,112,120,128,136,144,152,160, 168, 176,184,192,200,208,216) {

            v_Result := true;

          }

        }

      }

      ......
    } // end of select

    return v_Result;

  }
After change

function f_NR_Resourceallocation0_AllowedNPRB(integer p_MaxNPRB_BWP,

                                                integer p_N_PRB  ) return boolean

  { // as per table 7.1.1.4.1.3.3.2-2A/7.1.1.4.1.4.3.2-2A/7.1.1.4.2.3.3.2-2A/7.1.1.4.2.4.3.2-2A

    var boolean v_Result := false;

    ......
      case (135) {

        select (p_N_PRB) {

          case (7,8,15,16,23,24,31,32,39,40,47,48,55,56,63,64,71,72,79,80,87,88,95,96, 103,104, 111,112,119,120,127,128,135) {

            v_Result := true;

          }

        }

      }

     case (160) {

        select (p_N_PRB) {

          case (16,32,48,64,80,96,112,128,144,160) {

            v_Result := true;

          }

        }

      }
      case (216) {

        select (p_N_PRB) {

          case (8,16,24,32,40,48,56,64,72,80,88,96,104,112,120,128,136,144,152,160, 168, 176,184,192,200,208,216) {

            v_Result := true;

          }

        }

      }

      ......
    } // end of select

    return v_Result;

  }

