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	Reason for change:
	According to 38.331. cipheringDisabled may only be included if the UE is connected to NR5GC.
cipheringDisabled

If included, ciphering is disabled for this DRB regardless of which ciphering algorithm is configured for the SRB/DRBs. The field may only be included if the UE is connected to 5GC. Otherwise the field is absent. The network configures all DRBs with the same PDU-session ID with same value for this field. The value for this field cannot be changed after the DRB is set up.

But for now, ENDC test cases set this IE to true.

	
	

	Summary of change:
	Change the deafult value of cipheringDisabled to omit which is the same as cs_38508_NR_PDCP_Config

	
	

	Consequences if not approved:
	Test case may fail.
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Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk11 related to the title of this CR.

Contact:
Yongsheng Ma


mayongsheng@starpointcomm.com
Corrections required

Change 1

	Template name
	cs_NR_PDCP_Config_UlPath

	Reason for change
	According to 38.331. cipheringDisabled may only be included if the UE is connected to NR5GC.
cipheringDisabled

If included, ciphering is disabled for this DRB regardless of which ciphering algorithm is configured for the SRB/DRBs. The field may only be included if the UE is connected to 5GC. Otherwise the field is absent. The network configures all DRBs with the same PDU-session ID with same value for this field. The value for this field cannot be changed after the DRB is set up. But for now, ENDC test cases set this IE to true.

	Summary of change
	Change the deafult value of cipheringDisabled to omit which is the same as cs_38508_NR_PDCP_Config

	TTCN module
	NR_PDCP_Common.ttcn

	MCC160 Comment
	


Before Change:

	      template (value) PDCP_Config cs_NR_PDCP_Config_UlPath(NR_PDCP_DiscardTimer_Type p_DiscardTimer,

                                                        NR_PDCP_SN_UL_Type p_SN_UL,

                                                        NR_PDCP_SN_DL_Type p_SN_DL,

                                                        CellGroupId p_CellGroup := tsc_NR_CellGroupId_SCG,

                                                        UL_DataSplitThreshold p_UlDataSplitThreshold := infinity_,

                                                        NR_PDCP_CipheringDisabled_Type p_CipheringDisabled := true_,

                                                        boolean p_Pdcp_Duplication := false) :=

    /* @status    APPROVED (ENDC) */

    cs_38508_NR_PDCP_Config (cs_38508_PDCP_Config_DRB(p_DiscardTimer, p_SN_UL, p_SN_DL),

                             cs_NR_PDCP_MoreThanOneRLC(cs_NR_PDCP_PrimaryPath(p_CellGroup, f_NR_LogicalChannelId_DRB(tsc_NR_DRB2)), p_UlDataSplitThreshold, p_Pdcp_Duplication),

                             -,

                             p_CipheringDisabled);


After Change:

	     template (value) PDCP_Config cs_NR_PDCP_Config_UlPath(NR_PDCP_DiscardTimer_Type p_DiscardTimer,

                                                        NR_PDCP_SN_UL_Type p_SN_UL,

                                                        NR_PDCP_SN_DL_Type p_SN_DL,

                                                        CellGroupId p_CellGroup := tsc_NR_CellGroupId_SCG,

                                                        UL_DataSplitThreshold p_UlDataSplitThreshold := infinity_,

                                                        template (omit) NR_PDCP_CipheringDisabled_Type p_CipheringDisabled := omit,
                                                        boolean p_Pdcp_Duplication := false) :=

    /* @status    APPROVED (ENDC) */

    cs_38508_NR_PDCP_Config (cs_38508_PDCP_Config_DRB(p_DiscardTimer, p_SN_UL, p_SN_DL),

                             cs_NR_PDCP_MoreThanOneRLC(cs_NR_PDCP_PrimaryPath(p_CellGroup, f_NR_LogicalChannelId_DRB(tsc_NR_DRB2)), p_UlDataSplitThreshold, p_Pdcp_Duplication),

                             -,

                             p_CipheringDisabled);


