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1 Corrections required

1.1 cs_RadioResourceConfigCommon_AllParams
	Function name
	cs_RadioResourceConfigCommon_AllParams

	Reason for change
	cs_RadioResourceConfigCommon_AllParams template has no input parameters to include information needed as specified in Table 8.2.4.5.3.3-4: RRCConnectionReconfiguration (step 5) if UE supports Cat-M.

	Summary of change
	Configured lower layers in accordance with the radioResourceConfigCommon; and therefore the CAT-M related parameters needs to be provided to UE.

	TTCN module
	EUTRA_RRC_Templates.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>

  template (value) RadioResourceConfigCommon cs_RadioResourceConfigCommon_AllParams(template (value) RadioResourceConfigCommonSIB p_RadioResourceConfigCommonSIB,

                                                                                    template (value) PRACH_Config p_PRACH_Configuration,

                                                                                    template (omit)  TDD_Config p_Tdd_Configuration,

                                                                                    template (omit)  TDD_Config_v1130 p_TDD_Config_v1130 := omit) :=

  { /* Values according to broadcast SIB2 */

    /* @status    APPROVED (LTE) */

    rach_ConfigCommon   := p_RadioResourceConfigCommonSIB.rach_ConfigCommon,

    prach_Config        := p_PRACH_Configuration,

    pdsch_ConfigCommon  := p_RadioResourceConfigCommonSIB.pdsch_ConfigCommon,

    pusch_ConfigCommon  := p_RadioResourceConfigCommonSIB.pusch_ConfigCommon,

    phich_Config        := cs_508_PHICH_Config_Default,

    pucch_ConfigCommon  := p_RadioResourceConfigCommonSIB.pucch_ConfigCommon,

    soundingRS_UL_ConfigCommon := p_RadioResourceConfigCommonSIB.soundingRS_UL_ConfigCommon,

    uplinkPowerControlCommon   := p_RadioResourceConfigCommonSIB.uplinkPowerControlCommon,

    antennaInfoCommon := cs_AntennaInfoCommon_1Port,

    p_Max := omit,

    tdd_Config := p_Tdd_Configuration,

    ul_CyclicPrefixLength := p_RadioResourceConfigCommonSIB.ul_CyclicPrefixLength,

    uplinkPowerControlCommon_v1020 := p_RadioResourceConfigCommonSIB.uplinkPowerControlCommon_v1020, /* @sic R5s120178 BASELINE MOVING 2012 sic@ */

    tdd_Config_v1130               := p_TDD_Config_v1130,                                            /* @sic R5s130195 BASELINE MOVING 2013 sic@ */

    pusch_ConfigCommon_v1270       := omit,                                                          /* @sic R5s150977 BASELINE UPGRADE to Rel-12 Sep-2015 sic@ */

    prach_Config_v1310             := omit,                                                          /* @sic R5s120178 BASELINE MOVING 2016 sic@ */

    freqHoppingParameters_r13      := omit,                                                          /* @sic R5s120178 BASELINE MOVING 2016 sic@ */

    pdsch_ConfigCommon_v1310       := omit,                                                          /* @sic R5s120178 BASELINE MOVING 2016 sic@ */

    pucch_ConfigCommon_v1310       := omit,                                                          /* @sic R5s120178 BASELINE MOVING 2016 sic@ */

    pusch_ConfigCommon_v1310       := omit,                                                          /* @sic R5s120178 BASELINE MOVING 2016 sic@ */

    uplinkPowerControlCommon_v1310 := omit,                                                          /* @sic R5s120178 BASELINE MOVING 2016 sic@ */

    highSpeedConfig_r14            := omit,                                                          /* @sic R5s170597 BASELINE MOVING 2017 sic@ */

    prach_Config_v1430             := omit,                                                          /* @sic R5s170597 BASELINE MOVING 2017 sic@ */

    pucch_ConfigCommon_v1430       := omit,                                                          /* @sic R5s170597 BASELINE MOVING 2017 sic@ */

    tdd_Config_v1430               := omit,                                                          /* @sic R5s170597 BASELINE MOVING 2017 sic@ */

    tdd_Config_v1450               := omit,                                                          /* @sic R5s180271 BASELINE MOVING 2018 Phase 1 sic@ */

    uplinkPowerControlCommon_v1530 := omit,                /* @sic R5s180552 BASELINE MOVING 2018 sic@ */

    highSpeedConfig_v1530          := omit                 /* @sic R5s180552 BASELINE MOVING 2018 sic@ */

  };
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>

  template (value) RadioResourceConfigCommon cs_RadioResourceConfigCommon_AllParams(template (value) RadioResourceConfigCommonSIB p_RadioResourceConfigCommonSIB,

                                                                                    template (value) PRACH_Config p_PRACH_Configuration,

                                                                                    template (omit)  TDD_Config p_Tdd_Configuration,

                                                                                    template (omit)  TDD_Config_v1130 p_TDD_Config_v1130 := omit,

                                                                                    template (omit) PRACH_Config_v1310 p_PRACH_Config_v1310 := omit, //@sic R5s170918 sic@

                                                                                    template (omit) FreqHoppingParameters_r13 p_FreqHoppingParameters_r13 := omit, //@sic R5s170918, R5-177062 sic@

                                                                                    template (omit) PDSCH_ConfigCommon_v1310 p_PDSCH_ConfigCommon_v1310 := omit, //@sic R5s170918 sic@

                                                                                    template (omit) PUCCH_ConfigCommon_v1310 p_PUCCH_ConfigCommon_v1310 := omit, //@sic R5s170918 sic@

                                                                                    template (omit) PUSCH_ConfigCommon_v1310 p_PUSCH_ConfigCommon_v1310 := omit,//@sic R5s170918 sic@

                                                                                    template (omit) HighSpeedConfig_r14      p_HighSpeedConfig_r14      := omit, //@sic R5-176985 sic@

                                                                                    template (omit) PRACH_Config_v1430       p_PRACH_Config_v1430       := omit) :=

  { /* Values according to broadcast SIB2 */

    /* @status    APPROVED (LTE) */

    rach_ConfigCommon   := p_RadioResourceConfigCommonSIB.rach_ConfigCommon,

    prach_Config        := p_PRACH_Configuration,

    pdsch_ConfigCommon  := p_RadioResourceConfigCommonSIB.pdsch_ConfigCommon,

    pusch_ConfigCommon  := p_RadioResourceConfigCommonSIB.pusch_ConfigCommon,

    phich_Config        := cs_508_PHICH_Config_Default,

    pucch_ConfigCommon  := p_RadioResourceConfigCommonSIB.pucch_ConfigCommon,

    soundingRS_UL_ConfigCommon := p_RadioResourceConfigCommonSIB.soundingRS_UL_ConfigCommon,

    uplinkPowerControlCommon   := p_RadioResourceConfigCommonSIB.uplinkPowerControlCommon,

    antennaInfoCommon := cs_AntennaInfoCommon_1Port,

    p_Max := omit,

    tdd_Config := p_Tdd_Configuration,

    ul_CyclicPrefixLength := p_RadioResourceConfigCommonSIB.ul_CyclicPrefixLength,

    uplinkPowerControlCommon_v1020 := p_RadioResourceConfigCommonSIB.uplinkPowerControlCommon_v1020, /* @sic R5s120178 BASELINE MOVING 2012 sic@ */

    tdd_Config_v1130               := p_TDD_Config_v1130,                                            /* @sic R5s130195 BASELINE MOVING 2013 sic@ */

    pusch_ConfigCommon_v1270       := omit,                                                          /* @sic R5s150977 BASELINE UPGRADE to Rel-12 Sep-2015 sic@ */

    prach_Config_v1310             := p_PRACH_Config_v1310,                                                          /* @sic R5s120178 BASELINE MOVING 2016 sic@ */

    freqHoppingParameters_r13      := p_FreqHoppingParameters_r13,                                                          /* @sic R5s120178 BASELINE MOVING 2016 sic@ */

    pdsch_ConfigCommon_v1310       := p_PDSCH_ConfigCommon_v1310,                                                          /* @sic R5s120178 BASELINE MOVING 2016 sic@ */

    pucch_ConfigCommon_v1310       := p_PUCCH_ConfigCommon_v1310,                                                          /* @sic R5s120178 BASELINE MOVING 2016 sic@ */

    pusch_ConfigCommon_v1310       := omit,                                                          /* @sic R5s120178 BASELINE MOVING 2016 sic@ */

    uplinkPowerControlCommon_v1310 := omit,                                                          /* @sic R5s120178 BASELINE MOVING 2016 sic@ */

    highSpeedConfig_r14            := p_HighSpeedConfig_r14,                                                          /* @sic R5s170597 BASELINE MOVING 2017 sic@ */

    prach_Config_v1430             := p_PRACH_Config_v1430,                                                          /* @sic R5s170597 BASELINE MOVING 2017 sic@ */

    pucch_ConfigCommon_v1430       := omit,                                                          /* @sic R5s170597 BASELINE MOVING 2017 sic@ */

    tdd_Config_v1430               := omit,                                                          /* @sic R5s170597 BASELINE MOVING 2017 sic@ */

    tdd_Config_v1450               := omit,                                                          /* @sic R5s180271 BASELINE MOVING 2018 Phase 1 sic@ */

    uplinkPowerControlCommon_v1530 := omit,                /* @sic R5s180552 BASELINE MOVING 2018 sic@ */

    highSpeedConfig_v1530          := omit                 /* @sic R5s180552 BASELINE MOVING 2018 sic@ */

  };
<<SKIPPED CODE>>


1.2 f_Generate_cs_MobilityControlInfo_HO
	Template name
	f_Generate_cs_MobilityControlInfo_HO

	Reason for change
	1. Small correction in v_PRACH_Config_v143 name, should be named as v_PRACH_Config_v1430.
2. In case p_RadioResourceConfigCommon is a value, functions to set needed Cat-M parameters are called but output is not used.

	Summary of change
	1. Small correction in v_PRACH_Config_v143 variable name, adding a 0 to have v_PRACH_Config_v1430.
2. Only use functions to add Cat-M parameters in case p_RadioResourceConfigCommon is a value, otherwhise functions ( seven functions marked in yellow) are going to be called with no effect as output is of no use.
Note that this changes does not affect functionality of the test case.

	TTCN module
	EUTRA_RRCSteps.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>

  function fl_Generate_cs_MobilityControlInfo_HO_AllParams_Def(EUTRA_CellId_Type p_TargetCellId) runs on EUTRA_PTC return template (value) MobilityControlInfo

  {

    var Frequency_IE_Type v_Frequency_IE := f_EUTRA_CellInfo_GetFrequencyIEs ( p_TargetCellId );

    var template(value) CarrierFreqEUTRA_v9e0  v_EUTRA_CarrierFreq_v9e0 := cs_CarrierFreqEUTRA_v9e0(v_Frequency_IE.UL_DL_Earfcn.dl_CarrierFreq_r9, v_Frequency_IE.UL_DL_Earfcn.ul_CarrierFreq_r9); //@sic R5-165892 sic@ @sic R5-171995 sic@

    var template (value) CarrierBandwidthEUTRA v_EUTRA_CarrierBandwidth := cs_CarrierBandwidthEUTRA ( v_Frequency_IE.DL_ChBandwidth, v_Frequency_IE.UL_ChBandwidth );

    var AdditionalSpectrumEmission_Type v_AdditionalSpectrumEmission := f_EUTRA_CellInfo_GetAddSpectrumEmission ( p_TargetCellId );

    var EUTRA_CellSysInfo_Type v_EUTRA_CellSysInfo_Type := f_EUTRA_CellInfo_GetSYSINFO(p_TargetCellId);

    var RadioResourceConfigCommonSIB v_RadioResourceConfigCommonSIB :=

      v_EUTRA_CellSysInfo_Type.BCCH_Info.SIs[0].message_.c1.systemInformation.criticalExtensions.systemInformation_r8.sib_TypeAndInfo[0].sib2.radioResourceConfigCommon;

    var template (omit) TDD_Config v_Tdd_Configuration :=

      v_EUTRA_CellSysInfo_Type.BCCH_Info.SIB1.message_.c1.systemInformationBlockType1.tdd_Config;

    var template (value) RadioResourceConfigCommon v_RadioResourceConfigCommon :=

      cs_RadioResourceConfigCommon_AllParams(v_RadioResourceConfigCommonSIB,

                                             cs_PRACH_Config_Def(v_RadioResourceConfigCommonSIB.prach_Config),

                                             v_Tdd_Configuration);

    return f_Generate_cs_MobilityControlInfo_HO(p_TargetCellId,

                                                v_EUTRA_CarrierFreq_v9e0,

                                                v_RadioResourceConfigCommon,

                                                v_EUTRA_CarrierBandwidth,

                                                v_AdditionalSpectrumEmission);

  }
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>

  function fl_Generate_cs_MobilityControlInfo_HO_AllParams_Def(EUTRA_CellId_Type p_TargetCellId) runs on EUTRA_PTC return template (value) MobilityControlInfo

  {

  
var template(omit) PRACH_Config_v1310 v_PRACH_Config_v1310 := omit; //@sic R5s170918 sic@

    var template(omit) FreqHoppingParameters_r13 v_FreqHoppingParameters_r13 := omit; //@sic R5s170918, R5-177062 sic@

    var template(omit) PDSCH_ConfigCommon_v1310 v_PDSCH_ConfigCommon_v1310 := omit; //@sic R5s170918 sic@

    var template(omit) PUCCH_ConfigCommon_v1310 v_PUCCH_ConfigCommon_v1310 := omit; //@sic R5s170918 sic@

    var template(omit) PUSCH_ConfigCommon_v1310 v_PUSCH_ConfigCommon_v1310 := omit; //@sic R5s170918 sic@

    var template(omit) HighSpeedConfig_r14      v_HighSpeedConfig_r14      := omit; //@sic R5-176985 sic@

    var template(omit) PRACH_Config_v1430       v_PRACH_Config_v1430        := omit;  //@sic R5-176985 sic@
    var Frequency_IE_Type v_Frequency_IE := f_EUTRA_CellInfo_GetFrequencyIEs ( p_TargetCellId );

    var template(value) CarrierFreqEUTRA_v9e0  v_EUTRA_CarrierFreq_v9e0 := cs_CarrierFreqEUTRA_v9e0(v_Frequency_IE.UL_DL_Earfcn.dl_CarrierFreq_r9, v_Frequency_IE.UL_DL_Earfcn.ul_CarrierFreq_r9); //@sic R5-165892 sic@ @sic R5-171995 sic@

    var template (value) CarrierBandwidthEUTRA v_EUTRA_CarrierBandwidth := cs_CarrierBandwidthEUTRA ( v_Frequency_IE.DL_ChBandwidth, v_Frequency_IE.UL_ChBandwidth );

    var AdditionalSpectrumEmission_Type v_AdditionalSpectrumEmission := f_EUTRA_CellInfo_GetAddSpectrumEmission ( p_TargetCellId );

    var EUTRA_CellSysInfo_Type v_EUTRA_CellSysInfo_Type := f_EUTRA_CellInfo_GetSYSINFO(p_TargetCellId);

    var RadioResourceConfigCommonSIB v_RadioResourceConfigCommonSIB :=

      v_EUTRA_CellSysInfo_Type.BCCH_Info.SIs[0].message_.c1.systemInformation.criticalExtensions.systemInformation_r8.sib_TypeAndInfo[0].sib2.radioResourceConfigCommon;

    var template (omit) TDD_Config v_Tdd_Configuration :=

      v_EUTRA_CellSysInfo_Type.BCCH_Info.SIB1.message_.c1.systemInformationBlockType1.tdd_Config;

    var template (value) RadioResourceConfigCommon v_RadioResourceConfigCommon := omit;

    v_PRACH_Config_v1310 := f_EUTRA_CellInfo_GetPRACH_Config_v1310(p_TargetCellId); //@sic R5s170918 sic@

    v_FreqHoppingParameters_r13 := f_EUTRA_CellInfo_GetFreqHoppingParameters_r13 (p_TargetCellId);

    v_PDSCH_ConfigCommon_v1310 := f_EUTRA_CellInfo_GetPDSCH_ConfigCommon_v1310(p_TargetCellId);

    v_PUCCH_ConfigCommon_v1310 := f_EUTRA_CellInfo_GetPUCCH_ConfigCommon_v1310(p_TargetCellId);

    v_PUSCH_ConfigCommon_v1310 := f_EUTRA_CellInfo_GetPUSCH_ConfigCommon_v1310(p_TargetCellId);

    v_HighSpeedConfig_r14      := f_EUTRA_CellInfo_GetHighSpeedConfig_r14(p_TargetCellId); //@sic R5-176985 sic@

    v_PRACH_Config_v1430       := f_EUTRA_CellInfo_GetPRACH_Config_v1430(p_TargetCellId); //@sic R5-176985 sic@
    v_RadioResourceConfigCommon := cs_RadioResourceConfigCommon_AllParams(v_RadioResourceConfigCommonSIB,

                                             cs_PRACH_Config_Def(v_RadioResourceConfigCommonSIB.prach_Config),

                                             v_Tdd_Configuration,

                                             -,

                                             v_PRACH_Config_v1310,

                                             v_FreqHoppingParameters_r13,

                                             v_PDSCH_ConfigCommon_v1310,

                                             v_PUCCH_ConfigCommon_v1310,

                                             v_PUSCH_ConfigCommon_v1310,

                                             v_HighSpeedConfig_r14,

                                             v_PRACH_Config_v1430);

    return f_Generate_cs_MobilityControlInfo_HO(p_TargetCellId,

                                                v_EUTRA_CarrierFreq_v9e0,

                                                v_RadioResourceConfigCommon,

                                                v_EUTRA_CarrierBandwidth,

                                                v_AdditionalSpectrumEmission);

  }
<<SKIPPED CODE>>


1.3 fl_Generate_cs_MobilityControlInfo_HO_AllParams_Def
	Template name
	fl_Generate_cs_MobilityControlInfo_HO_AllParams_Def

	Reason for change
	Current implementation is not aligned with prose, IEs required in Table 8.2.4.5.3.3-4 when UE supports Cat-M are not included in RRCConnectionReconfiguration.

	Summary of change
	Configured lower layers in accordance with the radioResourceConfigCommon; and therefore the CAT-M related parameters needs to be provided to UE.

	TTCN module
	RRC_Handover.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>

  function f_Generate_cs_MobilityControlInfo_HO(EUTRA_CellId_Type                          p_TargetCellId,

                                                template (omit) CarrierFreqEUTRA_v9e0      p_CarrierFreqEutra_v9e0 := omit,

                                                template (omit) RadioResourceConfigCommon  p_RadioResourceConfigCommon := omit,

                                                template (omit) CarrierBandwidthEUTRA      p_EUTRA_CarrierBandwidth := omit,

                                                template (omit) integer                    p_AdditionalSpectrumEmission := omit,

                                                MobilityControlInfo.t304                   p_T304 := ms1000,

                                                C_RNTI                                     p_C_RNTI := tsc_C_RNTI_Def2,

                                                template (omit) RACH_ConfigDedicated       p_RACH_ConfigDedicated := omit,

                                                boolean p_PucchConfigCommon_Needed := false)

    runs on EUTRA_PTC return template (value) MobilityControlInfo

  { /* @sic R5s120209 change 3: parameter p_PucchConfigCommon_Needed sic@ */

    // @sic R5-171150 CarrierFreqEUTRA -> CarrierFreqEUTRA_v9e0 sic@

    var template (omit) AntennaInfoCommon v_AntennaInfoCommon := f_EUTRA_CellInfo_GetAntennaInfoCommon (p_TargetCellId);

    var EUTRA_CellSysInfo_Type v_EUTRA_CellSysInfo := f_EUTRA_CellInfo_GetSYSINFO(p_TargetCellId);

    var RadioResourceConfigCommonSIB v_RadioResourceConfigCommonSIB := v_EUTRA_CellSysInfo.BCCH_Info.SIs[0].message_.c1.systemInformation.criticalExtensions.systemInformation_r8.sib_TypeAndInfo[0].sib2.radioResourceConfigCommon;

    var PhysCellId v_PhysicalCellIdentity := f_EUTRA_CellInfo_GetPhyCellId(p_TargetCellId);

    var template (value) RadioResourceConfigCommon v_RadioResourceConfigCommon;

    var template (omit) TDD_Config v_Tdd_Configuration := v_EUTRA_CellSysInfo.BCCH_Info.SIB1.message_.c1.systemInformationBlockType1.tdd_Config;

    var template (omit) PUCCH_ConfigCommon v_PUCCH_ConfigCommon := omit;

    var template(omit) PRACH_Config_v1310 v_PRACH_Config_v1310 := omit; //@sic R5s170918 sic@

    var template (omit) FreqHoppingParameters_r13 v_FreqHoppingParameters_r13 := omit; //@sic R5s170918, R5-177062 sic@

    var template(omit) PDSCH_ConfigCommon_v1310 v_PDSCH_ConfigCommon_v1310 := omit; //@sic R5s170918 sic@

    var template(omit) PUCCH_ConfigCommon_v1310 v_PUCCH_ConfigCommon_v1310 := omit; //@sic R5s170918 sic@

    var template(omit) PUSCH_ConfigCommon_v1310 v_PUSCH_ConfigCommon_v1310 := omit; //@sic R5s170918 sic@

    var template(omit) HighSpeedConfig_r14      v_HighSpeedConfig_r14      := omit; //@sic R5-176985 sic@

    var template(omit) PRACH_Config_v1430       v_PRACH_Config_v143        := omit;  //@sic R5-176985 sic@

    if (p_PucchConfigCommon_Needed) {

      v_PUCCH_ConfigCommon := v_RadioResourceConfigCommonSIB.pucch_ConfigCommon;    /* @sic R5s120209 change 3 sic@ */

    }

    v_PRACH_Config_v1310 := f_EUTRA_CellInfo_GetPRACH_Config_v1310(p_TargetCellId); //@sic R5s170918 sic@

    v_FreqHoppingParameters_r13 := f_EUTRA_CellInfo_GetFreqHoppingParameters_r13 (p_TargetCellId);

    v_PDSCH_ConfigCommon_v1310 := f_EUTRA_CellInfo_GetPDSCH_ConfigCommon_v1310(p_TargetCellId);

    v_PUCCH_ConfigCommon_v1310 := f_EUTRA_CellInfo_GetPUCCH_ConfigCommon_v1310(p_TargetCellId);

    v_PUSCH_ConfigCommon_v1310 := f_EUTRA_CellInfo_GetPUSCH_ConfigCommon_v1310(p_TargetCellId);

    v_HighSpeedConfig_r14      := f_EUTRA_CellInfo_GetHighSpeedConfig_r14(p_TargetCellId); //@sic R5-176985 sic@

    v_PRACH_Config_v143        := f_EUTRA_CellInfo_GetPRACH_Config_v1430(p_TargetCellId); //@sic R5-176985 sic@

    if (isvalue(p_RadioResourceConfigCommon)) {

      //If non default RadioResourceConfigCommon has been specified, use those values

      v_RadioResourceConfigCommon := valueof(p_RadioResourceConfigCommon);

    }

    else {

      //If no RadioResourceConfigCommon-template has been passed in to function generate default one

      v_RadioResourceConfigCommon := cs_RadioResourceConfigCommon_Def(v_RadioResourceConfigCommonSIB.rach_ConfigCommon,

                                                                      cs_PRACH_Config_Def(v_RadioResourceConfigCommonSIB.prach_Config),

                                                                      v_RadioResourceConfigCommonSIB.pusch_ConfigCommon,

                                                                      v_RadioResourceConfigCommonSIB.soundingRS_UL_ConfigCommon,

                                                                      v_Tdd_Configuration,

                                                                      v_AntennaInfoCommon,

                                                                      v_PUCCH_ConfigCommon,

                                                                      v_PRACH_Config_v1310,  //@sic R5s170918 sic@

                                                                      v_FreqHoppingParameters_r13, //@sic R5s170918, R5-177062 sic@

                                                                      v_PDSCH_ConfigCommon_v1310, //@sic R5s170918 sic@

                                                                      v_PUCCH_ConfigCommon_v1310, //@sic R5s170918 sic@

                                                                      v_PUSCH_ConfigCommon_v1310, //@sic R5s170918 sic@

                                                                      v_HighSpeedConfig_r14,    //@sic R5-176985 sic@

                                                                      v_PRACH_Config_v143);     //@sic R5-176985 sic@

<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>

  function f_Generate_cs_MobilityControlInfo_HO(EUTRA_CellId_Type                          p_TargetCellId,

                                                template (omit) CarrierFreqEUTRA_v9e0      p_CarrierFreqEutra_v9e0 := omit,

                                                template (omit) RadioResourceConfigCommon  p_RadioResourceConfigCommon := omit,

                                                template (omit) CarrierBandwidthEUTRA      p_EUTRA_CarrierBandwidth := omit,

                                                template (omit) integer                    p_AdditionalSpectrumEmission := omit,

                                                MobilityControlInfo.t304                   p_T304 := ms1000,

                                                C_RNTI                                     p_C_RNTI := tsc_C_RNTI_Def2,

                                                template (omit) RACH_ConfigDedicated       p_RACH_ConfigDedicated := omit,

                                                boolean p_PucchConfigCommon_Needed := false)

    runs on EUTRA_PTC return template (value) MobilityControlInfo

  { /* @sic R5s120209 change 3: parameter p_PucchConfigCommon_Needed sic@ */

    // @sic R5-171150 CarrierFreqEUTRA -> CarrierFreqEUTRA_v9e0 sic@

    var template (omit) AntennaInfoCommon v_AntennaInfoCommon := f_EUTRA_CellInfo_GetAntennaInfoCommon (p_TargetCellId);

    var EUTRA_CellSysInfo_Type v_EUTRA_CellSysInfo := f_EUTRA_CellInfo_GetSYSINFO(p_TargetCellId);

    var RadioResourceConfigCommonSIB v_RadioResourceConfigCommonSIB := v_EUTRA_CellSysInfo.BCCH_Info.SIs[0].message_.c1.systemInformation.criticalExtensions.systemInformation_r8.sib_TypeAndInfo[0].sib2.radioResourceConfigCommon;

    var PhysCellId v_PhysicalCellIdentity := f_EUTRA_CellInfo_GetPhyCellId(p_TargetCellId);

    var template (value) RadioResourceConfigCommon v_RadioResourceConfigCommon;

    var template (omit) TDD_Config v_Tdd_Configuration := v_EUTRA_CellSysInfo.BCCH_Info.SIB1.message_.c1.systemInformationBlockType1.tdd_Config;

    var template (omit) PUCCH_ConfigCommon v_PUCCH_ConfigCommon := omit;

    var template (omit) PRACH_Config_v1310 v_PRACH_Config_v1310 := omit; //@sic R5s170918 sic@
    var template (omit) FreqHoppingParameters_r13 v_FreqHoppingParameters_r13 := omit; //@sic R5s170918, R5-177062 sic@

    var template (omit) PDSCH_ConfigCommon_v1310 v_PDSCH_ConfigCommon_v1310 := omit; //@sic R5s170918 sic@

    var template (omit) PUCCH_ConfigCommon_v1310 v_PUCCH_ConfigCommon_v1310 := omit; //@sic R5s170918 sic@

    var template (omit) PUSCH_ConfigCommon_v1310 v_PUSCH_ConfigCommon_v1310 := omit; //@sic R5s170918 sic@

    var template (omit) HighSpeedConfig_r14      v_HighSpeedConfig_r14      := omit; //@sic R5-176985 sic@

    var template (omit) PRACH_Config_v1430       v_PRACH_Config_v1430        := omit;  //@sic R5-176985 sic@
    if (p_PucchConfigCommon_Needed) {

      v_PUCCH_ConfigCommon := v_RadioResourceConfigCommonSIB.pucch_ConfigCommon;    /* @sic R5s120209 change 3 sic@ */

    }

    if (isvalue(p_RadioResourceConfigCommon)) {

      //If non default RadioResourceConfigCommon has been specified, use those values

      v_RadioResourceConfigCommon := valueof(p_RadioResourceConfigCommon);

    }

    else {

     v_PRACH_Config_v1310 := f_EUTRA_CellInfo_GetPRACH_Config_v1310(p_TargetCellId); //@sic R5s170918 sic@

     v_FreqHoppingParameters_r13 := f_EUTRA_CellInfo_GetFreqHoppingParameters_r13 (p_TargetCellId);

     v_PDSCH_ConfigCommon_v1310 := f_EUTRA_CellInfo_GetPDSCH_ConfigCommon_v1310(p_TargetCellId);

     v_PUCCH_ConfigCommon_v1310 := f_EUTRA_CellInfo_GetPUCCH_ConfigCommon_v1310(p_TargetCellId);

     v_PUSCH_ConfigCommon_v1310 := f_EUTRA_CellInfo_GetPUSCH_ConfigCommon_v1310(p_TargetCellId);

     v_HighSpeedConfig_r14      := f_EUTRA_CellInfo_GetHighSpeedConfig_r14(p_TargetCellId); //@sic R5-176985 sic@

     v_PRACH_Config_v1430       := f_EUTRA_CellInfo_GetPRACH_Config_v1430(p_TargetCellId); //@sic R5-176985 sic@


      //If no RadioResourceConfigCommon-template has been passed in to function generate default one

      v_RadioResourceConfigCommon := cs_RadioResourceConfigCommon_Def(v_RadioResourceConfigCommonSIB.rach_ConfigCommon,

                                                                      cs_PRACH_Config_Def(v_RadioResourceConfigCommonSIB.prach_Config),

                                                                      v_RadioResourceConfigCommonSIB.pusch_ConfigCommon,

                                                                      v_RadioResourceConfigCommonSIB.soundingRS_UL_ConfigCommon,

                                                                      v_Tdd_Configuration,

                                                                      v_AntennaInfoCommon,

                                                                      v_PUCCH_ConfigCommon,

                                                                      v_PRACH_Config_v1310,  //@sic R5s170918 sic@

                                                                      v_FreqHoppingParameters_r13, //@sic R5s170918, R5-177062 sic@

                                                                      v_PDSCH_ConfigCommon_v1310, //@sic R5s170918 sic@

                                                                      v_PUCCH_ConfigCommon_v1310, //@sic R5s170918 sic@

                                                                      v_PUSCH_ConfigCommon_v1310, //@sic R5s170918 sic@

                                                                      v_HighSpeedConfig_r14,    //@sic R5-176985 sic@

                                                                      v_PRACH_Config_v1430);     //@sic R5-176985 sic@
<<SKIPPED CODE>>


