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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk38 related to the title of this CR.

Contact:
Kalahasti, Narendra

Narendra.Kalahasti@anritsu.com
2 Corrections required
2.1 Change 1
	Function name
	fl_TC_8_2_2_6_1_ENDC_NR_TestBody

	Reason for change
	1. As per prose R5-202627 at step7 RadioBearerConfig is missing condition “SRB_NR_PDCP AND Re-establish_PDCP” as PDCP entity will be reestablished for SRBS 1 & 2.


	Summary of change
	Added SRB1 and SRB2 with PDCP-reestablish 

	TTCN module
	RRCReconfig_ENDC_NR.ttcn

	MCC160 Comment
	


Before change:
  function fl_TC_8_2_2_6_1_ENDC_NR_TestBody() runs on ENDC_NR_PTC

  {

    var DRB_Identity v_DrbId := tsc_NR_DRB8;    // EUTRA38_DRB

    var template (value) RadioBearerConfig v_RadioBearerConfig;

    var template (value) SRB_ToAddModList v_SRB_ToAddModList;

    // @siclog "Step 1" siclog@

    f_EUTRA_NR_SendCoOrd(EUTRA, cms_EUTRA_NR_OctetData (bit2oct(f_NR_ConvertCiphAlg2Bitstring(f_NR_AS_CipheringAlgorithm_Get())), "NR Ciphering Alg"));

    f_EUTRA_NR_SendCoOrd(EUTRA, cms_EUTRA_NR_OctetData (bit2oct(f_NR_ConvertIntAlg2Bitstring(f_NR_AS_IntegrityAlgorithm_Get())), "NR Integrity Alg"));

    v_SRB_ToAddModList := {

      cs_NR_SRB_ToAddMod_ReestablishPDCP(tsc_SRB1),  // @sic R5-202574 sic@

      cs_NR_SRB_ToAddMod_ReestablishPDCP(tsc_SRB2)

    };

…..
    // @siclog "Step 7" siclog@

    f_EUTRA_NR_WaitForCoOrd_Trigger(EUTRA);//  // @sic R5s200650, R5s201070 sic@

    v_RadioBearerConfig := cs_NR_RadioBearer_ReleaseDRB(v_DrbId);
    // Now send octetstrings to EUTRA

    f_NR_SendRRCReconfigurationContentsToEUTRA (v_RadioBearerConfig, omit);

  }
After change:
  function fl_TC_8_2_2_6_1_ENDC_NR_TestBody() runs on ENDC_NR_PTC

  {

    var DRB_Identity v_DrbId := tsc_NR_DRB8;    // EUTRA38_DRB

    var template (value) RadioBearerConfig v_RadioBearerConfig;

    var template (value) SRB_ToAddModList v_SRB_ToAddModList;

    // @siclog "Step 1" siclog@

    f_EUTRA_NR_SendCoOrd(EUTRA, cms_EUTRA_NR_OctetData (bit2oct(f_NR_ConvertCiphAlg2Bitstring(f_NR_AS_CipheringAlgorithm_Get())), "NR Ciphering Alg"));

    f_EUTRA_NR_SendCoOrd(EUTRA, cms_EUTRA_NR_OctetData (bit2oct(f_NR_ConvertIntAlg2Bitstring(f_NR_AS_IntegrityAlgorithm_Get())), "NR Integrity Alg"));

    v_SRB_ToAddModList := {

      cs_NR_SRB_ToAddMod_ReestablishPDCP(tsc_SRB1),  // @sic R5-202574 sic@

      cs_NR_SRB_ToAddMod_ReestablishPDCP(tsc_SRB2)

    };

…
    // @siclog "Step 7" siclog@

    f_EUTRA_NR_WaitForCoOrd_Trigger(EUTRA);//  // @sic R5s200650, R5s201070 sic@

    //v_RadioBearerConfig := cs_NR_RadioBearer_ReleaseDRB(v_DrbId);

    v_RadioBearerConfig := cs_38508_RadioBearerConfigDef(v_SRB_ToAddModList,

                                                         -,

                                                         {v_DrbId},
                                                         cs_38508_SecurityConfig(cs_38508_SecurityAlgorithmConfig( f_NR_AS_CipheringAlgorithm_Get(), f_NR_AS_IntegrityAlgorithm_Get()), master));

    // Now send octetstrings to EUTRA

    f_NR_SendRRCReconfigurationContentsToEUTRA (v_RadioBearerConfig, omit);

  }
2.1 Change 2

	Function name
	fl_TC_8_2_2_6_1_ENDC_EUTRA_TestBody

	Reason for change
	In Table 8.2.2.6.1.3.2-1, as per the table at step 7, “EUTRA” radio path shall be used associated with EUTRA PDCP version. Currently, TTCN configures NR PDCP Version, hence, changed to EUTRA PDCP version.


	Summary of change
	Added new template with EURTA PDCP

	TTCN module
	RRCReconfig_ENDC_EUTRA.ttcn

	MCC160 Comment
	


Before change:
   function fl_TC_8_2_2_6_1_ENDC_EUTRA_TestBody() runs on EUTRA_5GS_PTC

  {

    var EUTRA38_SecurityParamsExtd_Type v_Security_Params := f_EUTRA38_Security_Get();

    var EUTRA_SecurityParams_Type v_EUTRA_Security_Params := f_EUTRA_Security_Get();

..    

    // @siclog "Steps 7 - 8" siclog@

    // Modify MCG DRB back to EUTRA PDCP

    // Now change security algorithms back to previously stored LTE values

    f_EUTRA_AS_CipheringAlgorithm_Set(v_EUTRA_CipheringAlg);

    f_EUTRA_AS_IntegrityAlgorithm_Set(v_EUTRA_IntegrityAlg);

    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);  // @sic R5s200650, R5s201070 sic@

    v_NR_RBConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "RB");

    v_RadioResourceConfigDedicated := f_Generate_cs_508_RadioResourceConfigDedicated_HO (eutra_Cell1,

                                                                                         -, -,

                                                                                         {v_DRBId},

                                                                                         {cds_508_DRB_ToAddMod_Common(v_DRBId, cs_508_PDCP_Config_DRB_AM, cs_508_RLC_Config_DRB_AM, cs_508_LogicalChannelConfig_DRB_AM)}); // @sic R5s200650, R5-204439 sic@

    v_ConfigDrbSS := { cs_RadioBearer_Reconfig_DRBwithNRPDCPonEUTRA(v_DRBId, cs_RLC_Configuration_AM, cs_MAC_Configuration_AM) }; //@sic R5s190554 change 4.22 sic@

    v_RRCConnectionReconfiguration_v890_IEs := f_EUTRA38_508_BuildRRCConnReconfig_NR_Config_Setup (omit,

                                                                                                   v_NR_RBConfig,

                                                                                                   v_Security_Params.SK_Counter);

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 11");

  }
After change:
    function fl_TC_8_2_2_6_1_ENDC_EUTRA_TestBody() runs on EUTRA_5GS_PTC

  {

    var EUTRA38_SecurityParamsExtd_Type v_Security_Params := f_EUTRA38_Security_Get();

    var EUTRA_SecurityParams_Type v_EUTRA_Security_Params := f_EUTRA_Security_Get();

    ...

    // @siclog "Steps 7 - 8" siclog@

    // Modify MCG DRB back to EUTRA PDCP

    // Now change security algorithms back to previously stored LTE values

    f_EUTRA_AS_CipheringAlgorithm_Set(v_EUTRA_CipheringAlg);

    f_EUTRA_AS_IntegrityAlgorithm_Set(v_EUTRA_IntegrityAlg);

    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);  // @sic R5s200650, R5s201070 sic@

    v_NR_RBConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "RB");

    v_RadioResourceConfigDedicated := f_Generate_cs_508_RadioResourceConfigDedicated_HO (eutra_Cell1,

                                                                                         -, -,

                                                                                         {v_DRBId},

                                                                                         {cds_508_DRB_ToAddMod_Common(v_DRBId, cs_508_PDCP_Config_DRB_AM, cs_508_RLC_Config_DRB_AM, cs_508_LogicalChannelConfig_DRB_AM)}); // @sic R5s200650, R5-204439 sic@
    v_ConfigDrbSS := { cs_RadioBearer_Reconfig_DRBwithEUTRAPDCPonEUTRA(v_DRBId, cs_RLC_Configuration_AM, cs_MAC_Configuration_AM) }; //@sic R5s190554 change 4.22 sic@
    v_RRCConnectionReconfiguration_v890_IEs := f_EUTRA38_508_BuildRRCConnReconfig_NR_Config_Setup (omit,

                                                                                                   v_NR_RBConfig,

                                                                                                   v_Security_Params.SK_Counter);

    v_Timing := f_EUTRA_GetNextSendOccasion(eutra_Cell1, tsc_EUTRA_DelayBeforeIntraCellHO); // @sic R5s200650 sic@

...

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 11");

  }
2.1 Change 3

	Function name
	cs_RadioBearer_Reconfig_DRBwithEUTRAPDCPonEUTRA

	Reason for change
	In Table 8.2.2.6.1.3.2-1, as per the table at step 7, “EUTRA” radio path shall be used associated with EUTRA PDCP version. Currently, TTCN configures NR PDCP Version, hence, changed to EUTRA PDCP version.


	Summary of change
	Added new template with EURTA PDCP

	TTCN module
	EUTRA38_ENDC_CommonProcedures.ttcn

	MCC160 Comment
	


New Teamplate
   template (value) RadioBearer_Type cs_RadioBearer_Reconfig_DRBwithEUTRAPDCPonEUTRA( DRB_Identity p_DRB_Id,

                                                                                  template (omit) RLC_Configuration_Type p_RlcConfig := omit,

                                                                                  template (omit) MAC_Configuration_Type p_MacConfig := omit

                                                                                  ) :=

   //@sic R5s190476 change 4.12: added p_RlcConfig and p_MacConfig sic@

   /* @status    APPROVED (ENDC) */

   cs_RadioBearer_Reconfig(cs_RadioBearerId_DRB(p_DRB_Id), cs_PDCP_Configuration_ConfigDRB(cs_508_PDCP_Config_DRB_AM),p_RlcConfig, p_MacConfig);
