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	Reason for change:
	In the current TTCN implementation of this function, the function f_BuildRRCReconfigParamsNewDRBs is called, and valueOf(v_SDAP_Config) is passed as a parameter. This causes runtime error because when v_SDAP_Config := cs_SDAP_Config is done, the IE mappedQoS_FlowsToRelease is set as OMIT.
This needs to be corrected.

	
	

	Summary of change:
	It is proposed to pass v_SDAP_Config instead of valueOf(v_SDAP_Config) to function f_BuildRRCReconfigParamsNewDRBs.

Please see below.
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1 Corrections required
1.1 Correction to f_NR5GC_PDUSessionEstablishment_InnerLoop
	Function name
	f_NR5GC_PDUSessionEstablishment_InnerLoop

	Reason for change
	In the current TTCN implementation of this function, the function f_BuildRRCReconfigParamsNewDRBs is called, and valueOf(v_SDAP_Config) is passed as a parameter. This causes runtime error because when v_SDAP_Config := cs_SDAP_Config is done, the IE mappedQoS_FlowsToRelease is set as OMIT.
This needs to be corrected.

	Summary of change
	It is proposed to pass v_SDAP_Config instead of valueOf(v_SDAP_Config) to function f_BuildRRCReconfigParamsNewDRBs.

Please see below.

	TTCN module
	Common\NR5GC\NR5GC_NASSteps.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>
if (isvalue (p_SDAP_Config)) { // @sic R5s201327 sic@
        v_SDAP_Config := p_SDAP_Config; //@sic R5-190720 sic@
    } else {
      if (v_GSM_MobilityInfo.IMS) {
        v_SDAP_Config := cs_SDAP_Config(-, -, {2});
      } else {
        v_SDAP_Config := cs_SDAP_Config;
      }
    }
    f_BuildRRCReconfigParamsNewDRBs (v_RadioBearerConfig,
                               v_CellGroupConfig,
                               v_SSConfig,
                               v_SDAP_ConfigurationList,
                               p_NR_CellId,
                               {v_GSM_MobilityInfo},
                               p_SRB,
                               valueof(v_SDAP_Config));
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>
if (isvalue (p_SDAP_Config)) { // @sic R5s201327 sic@
        v_SDAP_Config := p_SDAP_Config; //@sic R5-190720 sic@
    } else {
      if (v_GSM_MobilityInfo.IMS) {
        v_SDAP_Config := cs_SDAP_Config(-, -, {2});
      } else {
        v_SDAP_Config := cs_SDAP_Config;
      }
    }
    f_BuildRRCReconfigParamsNewDRBs (v_RadioBearerConfig,
                               v_CellGroupConfig,
                               v_SSConfig,
                               v_SDAP_ConfigurationList,
                               p_NR_CellId,
                               {v_GSM_MobilityInfo},
                               p_SRB,
                               v_SDAP_Config); //WA#IRAT valueof(v_SDAP_Config));
<<SKIPPED CODE>>


