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1 Overview

[For a Cat F CR]

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk25 related to the title of this CR.
2 Corrections required

2.1 f_Set_SIB1_eDRXAllowed
	Function name
	f_Set_SIB1_eDRXAllowed

	Reason for change
	SIB1-BR-r13 when UE under test is CAT-M1 is configured in function “f_Set_SIB1_eDRXAllowed”, when adding v1250 and v1310 nonCriticalExtension fields, v1130 is skipped during modification and 
"omit" can be replaced with structure containing "uninitialized" fields. This causes an exception when trying to convert from template to value.

	Summary of change
	Initialized v1130_IEs during SIB1-BR-r13 configuration in case this IE are not present.

	TTCN module
	EUTRA_CellInfo

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>
  function f_Set_SIB1_eDRXAllowed(EUTRA_CellId_Type p_CellId,

                                  boolean p_EDRX_Allowed := true) runs on EUTRA_PTC

  {

    var template (value) EUTRA_CellInfo_Type v_CellInfo := f_EUTRA_CellInfo_Get(p_CellId);

    var template (omit) EDRX_Allowed_r13_Type v_EDRX_Allowed := omit;

    var SysinfoType_Type v_SysinfoType := f_EUTRA_CellInfo_GetSysinfoType(p_CellId); //@sic R5-171542 sic@

    if (p_EDRX_Allowed) { v_EDRX_Allowed := true_; }

    //@sic R5s170280 sic@

    if (ispresent (v_CellInfo.Sysinfo.BCCH_Info.SIB1.message_.c1.systemInformationBlockType1.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.cellAccessRelatedInfo_v1250)) {

      v_CellInfo.Sysinfo.BCCH_Info.SIB1.message_.c1.systemInformationBlockType1.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension := cs_SystemInformationBlockType1_v1310(v_EDRX_Allowed);

    } else {

      v_CellInfo.Sysinfo.BCCH_Info.SIB1.message_.c1.systemInformationBlockType1.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension := cs_SystemInformationBlockType1_v1250(omit, omit);

      v_CellInfo.Sysinfo.BCCH_Info.SIB1.message_.c1.systemInformationBlockType1.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension := cs_SystemInformationBlockType1_v1310(v_EDRX_Allowed);

    }

    if(v_SysinfoType == sysinfoAndBR) { // UE supports category M1 or enhanced coverage TC @sic R5-171542 sic@

      v_CellInfo.Sysinfo.BCCH_BR_Info.SIB1.message_.c1.systemInformationBlockType1_BR_r13.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.eDRX_Allowed_r13 := v_EDRX_Allowed;

    }

    f_EUTRA_CellInfo_Set(p_CellId, v_CellInfo);

  }
<<SKIPPED CODE>>

	


After Change:

	<<SKIPPED CODE>>
  function f_Set_SIB1_eDRXAllowed(EUTRA_CellId_Type p_CellId,

                                  boolean p_EDRX_Allowed := true) runs on EUTRA_PTC

  {

    var template (value) EUTRA_CellInfo_Type v_CellInfo := f_EUTRA_CellInfo_Get(p_CellId);

    var template (omit) EDRX_Allowed_r13_Type v_EDRX_Allowed := omit;

    var SysinfoType_Type v_SysinfoType := f_EUTRA_CellInfo_GetSysinfoType(p_CellId); //@sic R5-171542 sic@

    if (p_EDRX_Allowed) { v_EDRX_Allowed := true_; }

    //@sic R5s170280 sic@

    if (ispresent (v_CellInfo.Sysinfo.BCCH_Info.SIB1.message_.c1.systemInformationBlockType1.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.cellAccessRelatedInfo_v1250)) {

      v_CellInfo.Sysinfo.BCCH_Info.SIB1.message_.c1.systemInformationBlockType1.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension := cs_SystemInformationBlockType1_v1310(v_EDRX_Allowed);

    } else {

      if(not ispresent(v_CellInfo.Sysinfo.BCCH_Info.SIB1.message_.c1.systemInformationBlockType1.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension))

      {
        v_CellInfo.Sysinfo.BCCH_Info.SIB1.message_.c1.systemInformationBlockType1.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension := cs_SystemInformationBlockType1_v1130_Cat0Allowed(omit);

      }
      v_CellInfo.Sysinfo.BCCH_Info.SIB1.message_.c1.systemInformationBlockType1.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension := cs_SystemInformationBlockType1_v1250(omit, omit);

      v_CellInfo.Sysinfo.BCCH_Info.SIB1.message_.c1.systemInformationBlockType1.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension := cs_SystemInformationBlockType1_v1310(v_EDRX_Allowed);

    }

    if(v_SysinfoType == sysinfoAndBR) { // UE supports category M1 or enhanced coverage TC @sic R5-171542 sic@

      v_CellInfo.Sysinfo.BCCH_BR_Info.SIB1.message_.c1.systemInformationBlockType1_BR_r13.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.eDRX_Allowed_r13 := v_EDRX_Allowed;

    }

    f_EUTRA_CellInfo_Set(p_CellId, v_CellInfo);

  }
<<SKIPPED CODE>>


