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	Reason for change:
	The function f_NR_Security_Get is trying to read from the variable vc_NR_Global which is not yet inicialized.This cause a run-time error.

	
	

	Summary of change:
	Move calling the function f_NR_Security_Get after f_ENDC_NR_Init where vc_NR_Global is already initialized

	
	

	Consequences if not approved:
	Testcase will fail a conformant UE.
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1. [bookmark: _Toc122434485][bookmark: _Toc58338509]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D20wk50 related to the title of this CR.
Contact:	Kalahasti, Narendra
	Narendra.Kalahasti@anritsu.com

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc58338510]Corrections required
1.1 [bookmark: _Toc54186269][bookmark: _Toc58338511][bookmark: OLE_LINK12][bookmark: OLE_LINK13][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK10][bookmark: OLE_LINK11]Change 1
	Function name
	fl_ENDC_PDCP_Integrity

	Reason for change
	The function f_NR_Security_Get is reading from variable vc_NR_Global which is not yet inicialized.This cause a run-time error. 

	Summary of change
	Move calling the function f_NR_Security_Get after f_ENDC_NR_Init where vc_NR_Global is already initialized 

	TTCN module
	PDCP_ENDC_NR.ttcn

	MCC160 Comment
	



Before Change:
	  
  function fl_ENDC_PDCP_Integrity(IntegrityProtAlgorithm p_IntegrityProAlgorithm) runs on ENDC_NR_PTC
  {
    var ENDC_SRB_DRB_Configuration_Type v_SecondaryConfig:= NR_PDCP_SRB1_2;
    //var template (value) FreqBandList v_MRDC_FreqList; // Anritsu TTCN WA for FreqBandList
    var template (value) FreqBandListWrapper v_MRDC_FreqList; // Anritsu TTCN WA for FreqBandList
    var octetstring v_OctetData;
    var integer v_EUTRABandInd;
    var integer v_NRBandInd;
    var template (value) NR_RadioBearerList_Type v_RadioBearerList;
    var template (value) CellGroupConfig v_SCGConfig;
    var NR_SecurityParams_Type v_Security_Params := f_NR_Security_Get();
    var IntegrityProtAlgorithm v_IntegrityAlg:= v_Security_Params.AS_Integrity.Algorithm;
    var boolean v_DontWaitForComplete:=false;
    

    
    if (pc_srb3){
      v_SecondaryConfig := NR_PDCP_SRB1_2_SRB3;
    }
    f_ENDC_NR_Init();

    //Create and configure NR cell1
    f_NR_CellConfig_Def(nr_Cell1);

    f_NR_AS_IntegrityAlgorithm_Set(p_IntegrityProAlgorithm);
    // Get NR capabilities sent during EUTRA preamble
    // @sic R5-195339 sic@
    f_NR_ENDC_PreambleOnEUTRA(nr_Cell1, MCG_SCG); //Configure DRB2 as normal
    f_NR_RRC_PSCellChange_SRB_NR_PDCP(nr_Cell1, v_SecondaryConfig);
   
    f_NR_TestBody_Set(true);
    f_EUTRA_NR_WaitForCoOrd_Trigger(EUTRA);
    
…
}


[bookmark: OLE_LINK5][bookmark: OLE_LINK4]
After Change:
	  
  function fl_ENDC_PDCP_Integrity(IntegrityProtAlgorithm p_IntegrityProAlgorithm) runs on ENDC_NR_PTC
  {
    var ENDC_SRB_DRB_Configuration_Type v_SecondaryConfig:= NR_PDCP_SRB1_2;
    //var template (value) FreqBandList v_MRDC_FreqList; // Anritsu TTCN WA for FreqBandList
    var template (value) FreqBandListWrapper v_MRDC_FreqList; // Anritsu TTCN WA for FreqBandList
    var octetstring v_OctetData;
    var integer v_EUTRABandInd;
    var integer v_NRBandInd;
    var template (value) NR_RadioBearerList_Type v_RadioBearerList;
    var template (value) CellGroupConfig v_SCGConfig;
    var NR_SecurityParams_Type v_Security_Params;  
    var IntegrityProtAlgorithm v_IntegrityAlg;
    var boolean v_DontWaitForComplete:=false;
    

    
    if (pc_srb3){
      v_SecondaryConfig := NR_PDCP_SRB1_2_SRB3;
    }
    f_ENDC_NR_Init();

    //Create and configure NR cell1
    f_NR_CellConfig_Def(nr_Cell1);
    v_Security_Params := f_NR_Security_Get();
    var IntegrityProtAlgorithm v_IntegrityAlg:= v_Security_Params.AS_Integrity.Algorithm;
    
    f_NR_AS_IntegrityAlgorithm_Set(p_IntegrityProAlgorithm);
    // Get NR capabilities sent during EUTRA preamble
    // @sic R5-195339 sic@
    f_NR_ENDC_PreambleOnEUTRA(nr_Cell1, MCG_SCG); //Configure DRB2 as normal
    f_NR_RRC_PSCellChange_SRB_NR_PDCP(nr_Cell1, v_SecondaryConfig);
   
    f_NR_TestBody_Set(true);
    f_EUTRA_NR_WaitForCoOrd_Trigger(EUTRA);
…
}



