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1. [bookmark: _Toc122434485][bookmark: _Toc61465330]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D20wk50 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc61465331]Corrections required

2.1 Change 1
	Function name
	fl_TC_9_2_3_2_11_Body()

	Reason for change
	IMS registration during steps 13-24 not handled correctly

	Summary of change
	Reset IP and IMS before for cell I before new attach procedure at step 13-24

	TTCN module
	NAS_TrackingArea_UG_UTRAN.ttcn





Before change
    function fl_TC_9_2_3_2_11_Body() runs on EUTRA_PTC
  {
    ......................
    // @siclog "Step 9" siclog@
    // Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?  [1,F]
    f_EUTRA_CheckNoAttachOn1Cell(eutra_CellG, 90.0); // @sic R5-115560 sic@
    
    // EXCEPTION: Steps 10a1 to 10a2 describe behaviour that depends on the UE capability;
    //            the "lower case letter" identifies a step sequence that takes place if a capability is supported
    
    // IF pc_UTRAN or pc_GERAN THEN sets the cell type of Cell G to the "non-Suitable cell" and sets the cell type
    // of Cell 5 or Cell 24 to the "Serving cell".
    //@siclog "Steps 10a1 - 10a2" siclog@
    v_CellPowerList := {
      cs_CellPower(eutra_CellG, tsc_NonSuitableCellRS_EPRE),
      cs_CellPower(eutra_CellI, tsc_NonSuitableCellRS_EPRE),
      cs_CellPower(eutra_CellH, tsc_NonSuitableOffCellRS_EPRE)
    };
    f_EUTRA_SetCellPowerList(v_CellPowerList);
    f_EUTRA_SendTriggerToOtherRAT(true); // @sic R5-112638 sic@
    
    //@siclog "Step 11" siclog@
    //Set the cell type of Cell I to the "Serving cell"
    //Set the cell type of Cell 5 or Cell 24 to the "non-Suitable cell"
    f_EUTRA_SetCellPower(eutra_CellI, tsc_ServingCellRS_EPRE);
    
    // The following messages are to be observed on Cell I unless explicitly stated otherwise.
    
    //@siclog "Step 12" siclog@
    // Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message?
    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellI,
                                               v_RRC_TI,
                                               cr_EstablishmentCause_Any,
                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_NoSecurityProtection,
                                                                                  v_AttachReq,
                                                                                   cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,
                                                                                                                 f_GetPdnType())));
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 12");
    
    //@siclog "Steps 13 - 24" siclog@
    // Steps 5 to 13 of the generic test procedure in TS 36.508 subclause 4.5.2.3 are performed.
    f_EUTRA_InitialRegistration_Step5_18b1(eutra_CellI, STATE2_IDLEUPDATE, Combined, v_NasInd);
    ……………………..
  }














After change
function fl_TC_9_2_3_2_11_Body() runs on EUTRA_PTC
  {
    .............
    
    // @siclog "Step 9" siclog@
    // Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds?  [1,F]
    f_EUTRA_CheckNoAttachOn1Cell(eutra_CellG, 90.0); // @sic R5-115560 sic@
    
    // EXCEPTION: Steps 10a1 to 10a2 describe behaviour that depends on the UE capability;
    //            the "lower case letter" identifies a step sequence that takes place if a capability is supported
    
    // IF pc_UTRAN or pc_GERAN THEN sets the cell type of Cell G to the "non-Suitable cell" and sets the cell type
    // of Cell 5 or Cell 24 to the "Serving cell".
    //@siclog "Steps 10a1 - 10a2" siclog@
    v_CellPowerList := {
      cs_CellPower(eutra_CellG, tsc_NonSuitableCellRS_EPRE),
      cs_CellPower(eutra_CellI, tsc_NonSuitableCellRS_EPRE),
      cs_CellPower(eutra_CellH, tsc_NonSuitableOffCellRS_EPRE)
    };
    f_EUTRA_SetCellPowerList(v_CellPowerList);
    f_EUTRA_SendTriggerToOtherRAT(true); // @sic R5-112638 sic@
    
    f_EUTRA_ResetIPandIMS (eutra_CellI);
    //@siclog "Step 11" siclog@
    //Set the cell type of Cell I to the "Serving cell"
    //Set the cell type of Cell 5 or Cell 24 to the "non-Suitable cell"
    f_EUTRA_SetCellPower(eutra_CellI, tsc_ServingCellRS_EPRE);
    
    // The following messages are to be observed on Cell I unless explicitly stated otherwise.
    
    //@siclog "Step 12" siclog@
    // Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message?
    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellI,
                                               v_RRC_TI,
                                               cr_EstablishmentCause_Any,
                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_NoSecurityProtection,
                                                                                  v_AttachReq,
                                                                                   cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,
                                                                                                                 f_GetPdnType())));
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 12");
    
    //@siclog "Steps 13 - 24" siclog@
    // Steps 5 to 13 of the generic test procedure in TS 36.508 subclause 4.5.2.3 are performed.
    f_EUTRA_InitialRegistration_Step5_18b1(eutra_CellI, STATE2_IDLEUPDATE, Combined, v_NasInd);
    
    ……………..
    
  }
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