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	Reason for change:
	SS does not currently allocate any UL grant based on SR for msg5 (RRCSetupComplete) at step20A-20B, because no UL grant is configured
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	Configure default UL Grant allocation after receiving msg3 at step20A-20B
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1. [bookmark: _Toc122434485][bookmark: _Toc58942747]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D20wk50 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc58942748]Corrections required
1. [bookmark: _Toc30685521][bookmark: _Toc58942749]Change 1
	Function name
	fl_TC_6_2_1_5_TestBody

	Reason for change
	SS does not currently allocate any UL grant based on SR for msg5 (RRCSetupComplete) at step20A-20B, because no UL grant is configured

	Summary of change
	Configure default UL Grant allocation after receiving msg3 at step20A-20B

	TTCN module
	Idle_PLMNSelection_NR5GC_NR

	MCC160 Comment
	



Before Change
	  function fl_TC_6_2_1_5_TestBody() runs on NR5GC_PTC
  {// @sic R5-204406, R5s200889 sic@
    ……………….

    // @siclog "Step 20A-20B" siclog@
    // Steps 3-4 of Table 4.5.2.2-2 of the generic procedure in TS 38.508-1 [4] are performed
    f_NR_RRCSetup_Def (nr_Cell1);
    v_ReceivedMsg := f_NR_RRCSetupComplete_Def(nr_Cell1,
                                               cr_38508_RRCSetupComplete(tsc_NR_RRC_TI_Def, ?),
                                               (tsc_SHT_NoSecurityProtection, tsc_SHT_IntegrityProtected));

    v_CoOrd_Guti := f_EUTRA_NR_WaitForCoOrd_GutiParams(EUTRA);
    
    if (f_Check_NG_RegistrationReqMsg(v_GMM_MobilityInfo, v_ReceivedMsg.Pdu, Mobility, f_NR_Convert_CoOrdTo5G_GUTI(v_CoOrd_Guti, omit))) {
        // @siclog "Step 21b1-21b8" siclog@
       ……..
  }



After Change
	function fl_TC_6_2_1_5_TestBody() runs on NR5GC_PTC
  {// @sic R5-204406, R5s200889 sic@
…………………….

    // @siclog "Step 20A-20B" siclog@
    // Steps 3-4 of Table 4.5.2.2-2 of the generic procedure in TS 38.508-1 [4] are performed
    f_NR_ULGrantConfiguration_Start(nr_Cell1, -, -, -, cs_NR_UplinkTimeAlignment_Stop, -, -, tsc_NoCnfReq ) ;
    f_NR_RRCSetup_Def (nr_Cell1);
    v_ReceivedMsg := f_NR_RRCSetupComplete_Def(nr_Cell1,
                                               cr_38508_RRCSetupComplete(tsc_NR_RRC_TI_Def, ?),
                                               (tsc_SHT_NoSecurityProtection, tsc_SHT_IntegrityProtected));

    v_CoOrd_Guti := f_EUTRA_NR_WaitForCoOrd_GutiParams(EUTRA);
    
    if (f_Check_NG_RegistrationReqMsg(v_GMM_MobilityInfo, v_ReceivedMsg.Pdu, Mobility, f_NR_Convert_CoOrdTo5G_GUTI(v_CoOrd_Guti, omit))) {
        // @siclog "Step 21b1-21b8" siclog@
        ……..
  }
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