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	Reason for change:
	At step 23 of NBIOT 22.5.17 TC SS transmits a Tracking Area Update Accept message, for that purpose different templates are used. 

In cs_TAU_Accept_Common p_AdditionalUpdateResult input parameter, variable v_NasInd is used where was latest updated in step 2-4b1, this means that we are not using the updated input parameter required, as this input parameter should be based in
Tracking Area Update Request message received at step 22 of the test case.

This can be solved using latest response received in step 22 for cs_TAU_Accept_Common as p_AdditionalUpdateResult input parameter,. 

	
	

	Summary of change:
	Used as p_AdditionalUpdateResult for TAU Accept, value based in TAU Request received in step 22.

	
	

	Consequences if not approved:
	A conformant UE may fail the test case.
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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc65592791]Corrections required
0. [bookmark: _Toc65592792]Correction to function fl_TC_22_5_17_Body
	Function name
	fl_TC_22_5_17_Body

	Reason for change
	In cs_TAU_Accept_Common p_AdditionalUpdateResult input parameter, variable v_NasInd is used where was latest updated in step 2-4b1, this means that we are not using the updated input parameter required, as this input parameter should be based in
Tracking Area Update Request message received at step 22 of the test case.

	Summary of change
	Used as p_AdditionalUpdateResult for TAU Accept, value based in TAU Request received in step 22.

	TTCN module
	NBIOT/22_5/NBIOT_NAS_Attach.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
    f_NBIOT_PreliminaryPass(__FILE__, __LINE__, "Step 22");
    v_EPS_ContextStatus := v_ReceivedAsp.Signalling.Nas[0].Pdu.Msg.tRACKING_AREA_UPDATE_REQUEST.epsBearerContextStatus; // Send this back in the Accept
    
    //@siclog "Step 23" siclog@
    // The SS transmits a TRACKING AREA UPDATE ACCEPT message including GUTI-1.
    SRB.send(cas_NB_SRB_NasPdu_REQ(nbiot_Cell1,
                                   tsc_SRB1bis,
                                   cs_TimingInfo_Now,
                                   cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,
                                                  cs_TAU_Accept_Common(tsc_EpsUpdate_TaUpdate,
                                                                       f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_Guti_Params1),
                                                                       cds_TAIListNonConsecutive_tlv(v_PLMN, { bit2oct(v_Tac) }),
                                                                       v_EPS_ContextStatus,
                                                                       omit,
                                                                       omit,
                                                                       f_GetNBIOTAdditionalUpdateResult(v_NasInd.Pdu.Msg.tRACKING_AREA_UPDATE_REQUEST.addUpdateType),
                                                                       -, -, -,
                                                                       f_GetNBIOTNetworkFeatureSupport(CONTROL_PLANE),
                                                                       -, -,
                                                                       cr_GPRS_Timer2_3('5E'O, tsc_Gprs3TimerUnit_1min, '00100'B), // @sic R5-199012 sic@
                                                                       v_T3324Value1Min))));
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
    f_NBIOT_PreliminaryPass(__FILE__, __LINE__, "Step 22");
    v_EPS_ContextStatus := v_ReceivedAsp.Signalling.Nas[0].Pdu.Msg.tRACKING_AREA_UPDATE_REQUEST.epsBearerContextStatus; // Send this back in the Accept
    
    //@siclog "Step 23" siclog@
    // The SS transmits a TRACKING AREA UPDATE ACCEPT message including GUTI-1.
    SRB.send(cas_NB_SRB_NasPdu_REQ(nbiot_Cell1,
                                   tsc_SRB1bis,
                                   cs_TimingInfo_Now,
                                   cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,
                                                  cs_TAU_Accept_Common(tsc_EpsUpdate_TaUpdate,
                                                                       f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_Guti_Params1),
                                                                       cds_TAIListNonConsecutive_tlv(v_PLMN, { bit2oct(v_Tac) }),
                                                                       v_EPS_ContextStatus,
                                                                       omit,
                                                                       omit,
                                                                       f_GetNBIOTAdditionalUpdateResult(v_ReceivedAsp.Signalling.Nas[0].Pdu.Msg.tRACKING_AREA_UPDATE_REQUEST.addUpdateType),
                                                                       -, -, -,
                                                                       f_GetNBIOTNetworkFeatureSupport(CONTROL_PLANE),
                                                                       -, -,
                                                                       cr_GPRS_Timer2_3('5E'O, tsc_Gprs3TimerUnit_1min, '00100'B), // @sic R5-199012 sic@
                                                                       v_T3324Value1Min))));
    <<SKIPPED CODE>>




