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1. [bookmark: _Toc122434485][bookmark: _Toc52895930]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3- B2020-09_D21wk12 related to the title of this CR.
Contact:	Kalahasti, Narendra
	Narendra.Kalahasti@anritsu.com

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc54186268]Corrections required
2.1 Change 1
	Function name
	f_TC_8_3_1_16_EUTRA

	Reason for change
	In the case of CATM1 UEs, during the execution of TC 8.3.1.16 ,while sending RRC connection reconfiguration message in Step 1-2 and Step 14-15, where MeasGapConfig IE is included, need to derive the value of MeasGapConfig using the function f_EUTRA_SS_MeasGapConfigIntraFreqOverrideCE().Otherwise the TC for CATM1 UEs will fail.


	Summary of change
	f_EUTRA_SS_MeasGapConfigIntraFreqOverrideCE() is used to derive MeasGapConfig IE in case of CATM1 UEs for 8.3.1.16.

	TTCN module
	\LTE\8_3\RRC_Measurement.ttcn

	MCC160 Comment
	



Before change:
<<SKIPPED CODE>>

//@siclog "Step 1-2" siclog@
    //The SS transmits an RRCConnectionReconfiguration message to setup intra-frequency and inter-band measurements on Cell 1.
    //The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of intra-frequency and inter-band measurements on Cell 1.
    f_EUTRA_RRCConnectionReconfiguration_MeasConfig(eutra_Cell1,
                                                    cs_RRCConnectionReconfiguration_8_3_1_16_Step1(v_RRC_TI,
                                                                                                   v_Frequency_IE_f1.UL_DL_Earfcn.dl_CarrierFreq_r9, //@sic R5s170224 sic@
                                                                                                   v_ChBandDependency_f1.AllowedMeasBandwidth,
                                                                                                   v_Frequency_IE_f5.UL_DL_Earfcn.dl_CarrierFreq_r9, //@sic R5s170224 sic@
                                                                                                   v_ChBandDependency_f5.AllowedMeasBandwidth ));

<<SKIPPED CODE>>

   //@siclog "Step 14 and Step 15" siclog@
    //The SS transmits an RRCConnectionReconfiguration message to activate the measurement gaps on Cell 2.
    //The UE transmits an RRCConnectionReconfigurationComplete message to confirm the activation of the measurement gaps on Cell 2.
    f_EUTRA_RRCConnectionReconfiguration_MeasConfig(eutra_Cell2, cs_RRCConnectionReconfiguration_ResumeInterFreqMeas(v_RRC_TI)); //@sic R5s140492 sic@

<<SKIPPED CODE>>



After change:
<<SKIPPED CODE>>

//@siclog "Step 1-2" siclog@
    //The SS transmits an RRCConnectionReconfiguration message to setup intra-frequency and inter-band measurements on Cell 1.
    //The UE transmits an RRCConnectionReconfigurationComplete message to confirm the setup of intra-frequency and inter-band measurements on Cell 1.
    f_EUTRA_RRCConnectionReconfiguration_MeasConfig(eutra_Cell1,
                                                    cs_RRCConnectionReconfiguration_8_3_1_16_Step1(v_RRC_TI,
                                                                                                   v_Frequency_IE_f1.UL_DL_Earfcn.dl_CarrierFreq_r9, //@sic R5s170224 sic@
                                                                                                   v_ChBandDependency_f1.AllowedMeasBandwidth,
                                                                                                   v_Frequency_IE_f5.UL_DL_Earfcn.dl_CarrierFreq_r9, //@sic R5s170224 sic@
                                                                                                   v_ChBandDependency_f5.AllowedMeasBandwidth,
																								   f_EUTRA_SS_MeasGapConfigIntraFreqOverrideCE()));
    
<<SKIPPED CODE>>

   //@siclog "Step 14 and Step 15" siclog@
    //The SS transmits an RRCConnectionReconfiguration message to activate the measurement gaps on Cell 2.
    //The UE transmits an RRCConnectionReconfigurationComplete message to confirm the activation of the measurement gaps on Cell 2.
    f_EUTRA_RRCConnectionReconfiguration_MeasConfig(eutra_Cell2, cs_RRCConnectionReconfiguration_ResumeInterFreqMeas(v_RRC_TI,f_EUTRA_SS_MeasGapConfigIntraFreqOverrideCE())); //@sic R5s140492 sic@

<<SKIPPED CODE>>



2.2 Change 2
	Function name
	template cs_RRCConnectionReconfiguration_8_3_1_16_Step1

	Reason for change
	In the case of CATM1 UEs, during the execution of TC 8.3.1.16 ,while sending RRC connection reconfiguration message in step 1-2, where MeasGapConfig IE is included, need to include template (omit) MeasGapConfig p_MeasGapConfig inside the template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_16_Step1 to get the MeasGapConfig IE.Otherwise the TC for CATM1 UEs will fail.


	Summary of change
	template (omit) MeasGapConfig p_MeasGapConfig is included to derive MeasGapConfig IE in case of CATM1 UEs for 8.3.1.16.

	TTCN module
	\LTE\8_3\EUTRA_Measurement_Specific_Templates.ttcn

	MCC160 Comment
	



Before change:
template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_16_Step1(RRC_TransactionIdentifier p_RRC_TI,
                                                                                  ARFCN_ValueEUTRA_r9  p_EUTRA_DL_CarrierFreq_1, //@sic R5s170224 sic@
                                                                                  AllowedMeasBandwidth p_EUTRA_MeasurementBandwidth_1,
                                                                                  ARFCN_ValueEUTRA_r9  p_EUTRA_DL_CarrierFreq_5, //@sic R5s170224 sic@
                                                                                  AllowedMeasBandwidth p_EUTRA_MeasurementBandwidth_5) :=
  /* @status    APPROVED (LTE) */
    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,
                                                      cs_MeasConfig(omit,
                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,
                                                                                                       cs_508_MeasObjectEUTRA_GENERIC(f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq_1), p_EUTRA_MeasurementBandwidth_1), //@sic R5s170224 sic@
                                                                                                       tsc_IdMeasObject_f5,
                                                                                                       cs_508_MeasObjectEUTRA_GENERIC(f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq_5), p_EUTRA_MeasurementBandwidth_5)), //@sic R5s170224 sic@
                                                                    omit,
                                                                    cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3,
                                                                                                       cs_ReportConfig_reportConfigEUTRA_eventA3(0, false, 0, ms0, rsrp, both, 1, ms1024, r1)), //@sic R5s120860 sic@
                                                                    omit,
                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,
                                                                                                   2, tsc_IdMeasObject_f5, tsc_IdReportConfig_A3),
                                                                    -, //@sic R5s140184, R5-134645 sic@
                                                                    cs_508_MeasGapConfig_GP1,
                                                                    -,-,-,
                                                                    f_ReturnMeasObjectToAddModList_2Entries_v9e0(p_EUTRA_DL_CarrierFreq_1, p_EUTRA_DL_CarrierFreq_5))); //@sic R5s170224 sic@));

After change:
template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_16_Step1(RRC_TransactionIdentifier p_RRC_TI,
                                                                                  ARFCN_ValueEUTRA_r9  p_EUTRA_DL_CarrierFreq_1, //@sic R5s170224 sic@
                                                                                  AllowedMeasBandwidth p_EUTRA_MeasurementBandwidth_1,
                                                                                  ARFCN_ValueEUTRA_r9  p_EUTRA_DL_CarrierFreq_5, //@sic R5s170224 sic@
                                                                                  AllowedMeasBandwidth p_EUTRA_MeasurementBandwidth_5,
																				  template (omit) MeasGapConfig p_MeasGapConfig) :=
  /* @status    APPROVED (LTE) */
    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,
                                                      cs_MeasConfig(omit,
                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,
                                                                                                       cs_508_MeasObjectEUTRA_GENERIC(f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq_1), p_EUTRA_MeasurementBandwidth_1), //@sic R5s170224 sic@
                                                                                                       tsc_IdMeasObject_f5,
                                                                                                       cs_508_MeasObjectEUTRA_GENERIC(f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq_5), p_EUTRA_MeasurementBandwidth_5)), //@sic R5s170224 sic@
                                                                    omit,
                                                                    cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3,
                                                                                                       cs_ReportConfig_reportConfigEUTRA_eventA3(0, false, 0, ms0, rsrp, both, 1, ms1024, r1)), //@sic R5s120860 sic@
                                                                    omit,
                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,
                                                                                                   2, tsc_IdMeasObject_f5, tsc_IdReportConfig_A3),
                                                                    -, //@sic R5s140184, R5-134645 sic@
                                                                    p_MeasGapConfig,
                                                                    -,-,-,
                                                                    f_ReturnMeasObjectToAddModList_2Entries_v9e0(p_EUTRA_DL_CarrierFreq_1, p_EUTRA_DL_CarrierFreq_5))); //@sic R5s170224 sic@));


