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1 [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc70086108]Corrections required
1. [bookmark: _Toc70086109]Correction to function fl_UTRAN_RRC_ConnRel_DCH 
	Function name
	fl_UTRAN_RRC_ConnRel_DCH

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_IRAT_CommonFunctions.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  function fl_UTRAN_RRC_ConnRel_DCH(IntegrityCheckInfo p_IntegrityCheckInfo,
                                    integer            p_N308) runs on UTRAN_PTC
  {
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  function fl_UTRAN_RRC_ConnRel_DCH(template (omit) IntegrityCheckInfo p_IntegrityCheckInfo,
                                    integer                            p_N308) runs on UTRAN_PTC
  {
<<SKIPPED CODE>>



1.1 [bookmark: _Toc70086110]Correction to function f_Get_cs_108_RB_SetUpSpeech
	Function name
	f_Get_cs_108_RB_SetUpSpeech

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RAB_Functions.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  function f_Get_cs_108_RB_SetUpSpeech (UTRAN_CellId_Type  p_CellId,
                                        IntegrityCheckInfo p_Integrityinfo,
                                        ActivationTime     p_Activationtime)
    runs on UTRAN_PTC return template (value) DL_DCCH_Message
  {
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  function f_Get_cs_108_RB_SetUpSpeech (UTRAN_CellId_Type  p_CellId,
                                        template (omit) IntegrityCheckInfo p_Integrityinfo,
                                        ActivationTime     p_Activationtime)
    runs on UTRAN_PTC return template (value) DL_DCCH_Message
  { /* @sic R5-123750 sic@ */
<<SKIPPED CODE>>



1.2 [bookmark: _Toc70086111]Correction to template cs_RadioBearerSetup_r8
	Template name
	cs_RadioBearerSetup_r8

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_RAB_Templates.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_RadioBearerSetup_r8(IntegrityCheckInfo p_Integrityinfo,
                                                          template (value) RadioBearerSetup_r8_IEs p_RadioBearerSetup) :=
  { /* @status    APPROVED (IMS, IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ, UTRAN) */
    integrityCheckInfo := p_Integrityinfo,
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_RadioBearerSetup_r8(template (omit) IntegrityCheckInfo p_Integrityinfo,//WI768506 11.2.10
                                                          template (value) RadioBearerSetup_r8_IEs p_RadioBearerSetup) :=
  { /* @status    APPROVED (IMS, IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ, UTRAN) */
    integrityCheckInfo := p_Integrityinfo,
<<SKIPPED CODE>>


1.3 [bookmark: _Toc70086112]Correction to template cs_108_RB_SetUpSpeech_FDD
	Template name
	cs_108_RB_SetUpSpeech_FDD

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_RAB_Templates.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_108_RB_SetUpSpeech_FDD ( IntegrityCheckInfo p_Integrityinfo,
                                                               ActivationTime p_Activetime,
                                                               bitstring p_RAB_Id,
                                                               PrimaryScramblingCode p_PrimScramblingCode,
                                                               UL_ScramblingCode p_UL_ScramblingCode ) :=
    /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ) */
    cs_RadioBearerSetup_r8(p_Integrityinfo, cds_RadioBearerSetup_r8_IEs_Speech_FDD(p_Activetime, p_RAB_Id, p_UL_ScramblingCode, p_PrimScramblingCode));
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_108_RB_SetUpSpeech_FDD ( template (omit) IntegrityCheckInfo p_Integrityinfo,
                                                               ActivationTime p_Activetime,
                                                               bitstring p_RAB_Id,
                                                               PrimaryScramblingCode p_PrimScramblingCode,
                                                               UL_ScramblingCode p_UL_ScramblingCode ) :=
    /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ) */
    cs_RadioBearerSetup_r8(p_Integrityinfo, cds_RadioBearerSetup_r8_IEs_Speech_FDD(p_Activetime, p_RAB_Id, p_UL_ScramblingCode, p_PrimScramblingCode));
  
<<SKIPPED CODE>>


1.4 [bookmark: _Toc70086113]Correction to template cs_PhysicalChannelReconfiguration
	Template name
	cs_PhysicalChannelReconfiguration

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_RAB_Templates.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_PhysicalChannelReconfiguration(IntegrityCheckInfo                                  p_Integrityinfo,
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_PhysicalChannelReconfiguration(template (omit) IntegrityCheckInfo                   p_Integrityinfo,
<<SKIPPED CODE>>


1.5 [bookmark: _Toc70086114]Correction to template cs_RadioBearerSetup_r9
	Template name
	cs_RadioBearerSetup_r9

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/ UTRAN_RRC_RAB_Templates_r9.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_RadioBearerSetup_r9(IntegrityCheckInfo p_Integrityinfo,
                                                          template (value) RadioBearerSetup_r9_IEs p_RadioBearerSetup) :=
  { /* @status    APPROVED (IMS, IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ, UTRAN) */
    integrityCheckInfo := p_Integrityinfo,
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_RadioBearerSetup_r9(template (omit) IntegrityCheckInfo p_Integrityinfo, 
                                                          template (value) RadioBearerSetup_r9_IEs p_RadioBearerSetup) :=
  { /* @status    APPROVED (IMS, IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ, UTRAN) */
    integrityCheckInfo := p_Integrityinfo,
<<SKIPPED CODE>>


1.6 [bookmark: _Toc70086115]Correction to template cs_108_RB_SetUpSpeech_r9_FDD
	Template name
	cs_108_RB_SetUpSpeech_r9_FDD

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/ UTRAN_RRC_RAB_Templates_r9.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_108_RB_SetUpSpeech_r9_FDD(IntegrityCheckInfo p_Integrityinfo,
                                                                ActivationTime p_Activetime,
                                                                bitstring p_RAB_Id,
                                                                PrimaryScramblingCode p_PrimScramblingCode,
                                                                UL_ScramblingCode p_UL_ScramblingCode) :=
  /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ) */
    cs_RadioBearerSetup_r9(p_Integrityinfo, cds_RadioBearerSetup_r9_IEs_Speech_FDD(p_Activetime, p_RAB_Id, p_UL_ScramblingCode, p_PrimScramblingCode));
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_108_RB_SetUpSpeech_r9_FDD(template (omit) IntegrityCheckInfo p_Integrityinfo,
                                                                ActivationTime p_Activetime,
                                                                bitstring p_RAB_Id,
                                                                PrimaryScramblingCode p_PrimScramblingCode,
                                                                UL_ScramblingCode p_UL_ScramblingCode) :=
  /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ) */
    cs_RadioBearerSetup_r9(p_Integrityinfo, cds_RadioBearerSetup_r9_IEs_Speech_FDD(p_Activetime, p_RAB_Id, p_UL_ScramblingCode, p_PrimScramblingCode));
  
<<SKIPPED CODE>>


1.7 [bookmark: _Toc70086116]Correction to template cs_108_RB_SetUpSpeech_TDD
	Template name
	cs_108_RB_SetUpSpeech_TDD

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/ UTRAN_RRC_RAB_Templates_r9.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_108_RB_SetUpSpeech_TDD(IntegrityCheckInfo p_Integrityinfo,
                                                             ActivationTime p_Activetime,
                                                             bitstring p_RAB_Id,
                                                             CellParametersID p_CellParametersID) :=
    /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ) */
    cs_RadioBearerSetup_r9(p_Integrityinfo, cds_RadioBearerSetup_r9_IEs_Speech_TDD(p_Activetime, p_RAB_Id, p_CellParametersID));
  
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_108_RB_SetUpSpeech_TDD(template (omit) IntegrityCheckInfo p_Integrityinfo,
                                                             ActivationTime p_Activetime,
                                                             bitstring p_RAB_Id,
                                                             CellParametersID p_CellParametersID) :=
    /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ) */
    cs_RadioBearerSetup_r9(p_Integrityinfo, cds_RadioBearerSetup_r9_IEs_Speech_TDD(p_Activetime, p_RAB_Id, p_CellParametersID));
  
<<SKIPPED CODE>>


1.8 [bookmark: _Toc70086117]Correction to template cs_RadioBearerSetup_r10
	Template name
	cs_RadioBearerSetup_r10

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_RAB_Templates_r10.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_RadioBearerSetup_r10(IntegrityCheckInfo p_Integrityinfo,
                                                           template (value) RadioBearerSetup_r10_IEs p_RadioBearerSetup) :=
  { /* @status    APPROVED (IMS, IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ, UTRAN) */
    integrityCheckInfo := p_Integrityinfo,
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_RadioBearerSetup_r10(template (omit) IntegrityCheckInfo p_Integrityinfo,
                                                           template (value) RadioBearerSetup_r10_IEs p_RadioBearerSetup) :=
  { /* @status    APPROVED (IMS, IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ, UTRAN) */
    integrityCheckInfo := p_Integrityinfo,
<<SKIPPED CODE>>


1.9 [bookmark: _Toc70086118]Correction to template cs_108_RB_SetUpSpeech_r10_FDD
	Template name
	cs_108_RB_SetUpSpeech_r10_FDD

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_RAB_Templates_r10.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_108_RB_SetUpSpeech_r10_FDD(IntegrityCheckInfo p_Integrityinfo,
                                                                 ActivationTime p_Activetime,
                                                                 bitstring p_RAB_Id,
                                                                 PrimaryScramblingCode p_PrimScramblingCode,
                                                                 UL_ScramblingCode p_UL_ScramblingCode) :=
  /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ) */
    cs_RadioBearerSetup_r10(p_Integrityinfo, cds_RadioBearerSetup_r10_IEs_Speech_FDD(p_Activetime, p_RAB_Id, p_UL_ScramblingCode, p_PrimScramblingCode));
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
 template (value) DL_DCCH_Message cs_108_RB_SetUpSpeech_r10_FDD(template (omit) IntegrityCheckInfo p_Integrityinfo,
                                                                 ActivationTime p_Activetime,
                                                                 bitstring p_RAB_Id,
                                                                 PrimaryScramblingCode p_PrimScramblingCode,
                                                                 UL_ScramblingCode p_UL_ScramblingCode) :=
  /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ) */
    cs_RadioBearerSetup_r10(p_Integrityinfo, cds_RadioBearerSetup_r10_IEs_Speech_FDD(p_Activetime, p_RAB_Id, p_UL_ScramblingCode, p_PrimScramblingCode));
<<SKIPPED CODE>>



1.10 [bookmark: _Toc70086119]Correction to template cs_108_RB_SetUpSpeech_r10_TDD
	Template name
	cs_108_RB_SetUpSpeech_r10_TDD

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_RAB_Templates_r10.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_108_RB_SetUpSpeech_r10_TDD(IntegrityCheckInfo p_Integrityinfo,
                                                                 ActivationTime p_Activetime,
                                                                 bitstring p_RAB_Id,
                                                                 CellParametersID p_CellParametersID) :=
    /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ) */
    cs_RadioBearerSetup_r10(p_Integrityinfo, cds_RadioBearerSetup_r10_IEs_Speech_TDD(p_Activetime, p_RAB_Id, p_CellParametersID));
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
template (value) DL_DCCH_Message cs_108_RB_SetUpSpeech_r10_TDD(template (omit) IntegrityCheckInfo p_Integrityinfo,
                                                                 ActivationTime p_Activetime,
                                                                 bitstring p_RAB_Id,
                                                                 CellParametersID p_CellParametersID) :=
    /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ) */
    cs_RadioBearerSetup_r10(p_Integrityinfo, cds_RadioBearerSetup_r10_IEs_Speech_TDD(p_Activetime, p_RAB_Id, p_CellParametersID));
<<SKIPPED CODE>>



1.11 [bookmark: _Toc70086120]Correction to template cs_RadioBearerSetup_r11
	Template name
	cs_RadioBearerSetup_r11

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_RAB_Templates_r11.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_RadioBearerSetup_r11(IntegrityCheckInfo p_Integrityinfo,
                                                           template (value) RadioBearerSetup_r11_IEs p_RadioBearerSetup) :=
  { /* @status    APPROVED (IMS, IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ, UTRAN) */
    integrityCheckInfo := p_Integrityinfo,
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_RadioBearerSetup_r11(template (omit) IntegrityCheckInfo p_Integrityinfo,
                                                           template (value) RadioBearerSetup_r11_IEs p_RadioBearerSetup) :=
  { /* @status    APPROVED (IMS, IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ, UTRAN) */
    integrityCheckInfo := p_Integrityinfo,
<<SKIPPED CODE>>


1.12 [bookmark: _Toc70086121]Correction to template cs_108_RB_SetUpSpeech_r11_FDD
	Template name
	cs_RadioBearerSetup_r11

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_RAB_Templates_r11.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_108_RB_SetUpSpeech_r11_FDD(IntegrityCheckInfo p_Integrityinfo,
                                                                 ActivationTime p_Activetime,
                                                                 bitstring p_RAB_Id,
                                                                 PrimaryScramblingCode p_PrimScramblingCode,
                                                                 UL_ScramblingCode p_UL_ScramblingCode) :=
  /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ) */
    cs_RadioBearerSetup_r11(p_Integrityinfo, cds_RadioBearerSetup_r11_IEs_Speech_FDD(p_Activetime, p_RAB_Id, p_UL_ScramblingCode, p_PrimScramblingCode));
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_108_RB_SetUpSpeech_r11_FDD(template (omit) IntegrityCheckInfo p_Integrityinfo,
                                                                 ActivationTime p_Activetime,
                                                                 bitstring p_RAB_Id,
                                                                 PrimaryScramblingCode p_PrimScramblingCode,
                                                                 UL_ScramblingCode p_UL_ScramblingCode) :=
  /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ) */
    cs_RadioBearerSetup_r11(p_Integrityinfo, cds_RadioBearerSetup_r11_IEs_Speech_FDD(p_Activetime, p_RAB_Id, p_UL_ScramblingCode, p_PrimScramblingCode));
<<SKIPPED CODE>>


1.13 [bookmark: _Toc70086122]Correction to template cs_108_RB_SetUpSpeech_r11_TDD
	Template name
	cs_108_RB_SetUpSpeech_r11_TDD

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_RAB_Templates_r11.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
    template (value) DL_DCCH_Message cs_108_RB_SetUpSpeech_r11_TDD(IntegrityCheckInfo p_Integrityinfo,
                                                                 ActivationTime p_Activetime,
                                                                 bitstring p_RAB_Id,
                                                                 CellParametersID p_CellParametersID) :=
    /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ) */
    cs_RadioBearerSetup_r11(p_Integrityinfo, cds_RadioBearerSetup_r11_IEs_Speech_TDD(p_Activetime, p_RAB_Id, p_CellParametersID));
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
    template (value) DL_DCCH_Message cs_108_RB_SetUpSpeech_r11_TDD(template (omit) IntegrityCheckInfo p_Integrityinfo,
                                                                 ActivationTime p_Activetime,
                                                                 bitstring p_RAB_Id,
                                                                 CellParametersID p_CellParametersID) :=
    /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ) */
    cs_RadioBearerSetup_r11(p_Integrityinfo, cds_RadioBearerSetup_r11_IEs_Speech_TDD(p_Activetime, p_RAB_Id, p_CellParametersID));
<<SKIPPED CODE>>


1.14 [bookmark: _Toc70086123]Correction to template cs_RadioBearerSetup_r12
	Template name
	cs_RadioBearerSetup_r12

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_RAB_Templates_r12.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_RadioBearerSetup_r12(IntegrityCheckInfo p_Integrityinfo,
                                                           template (value) RadioBearerSetup_r12_IEs p_RadioBearerSetup) :=
  { /* @status    APPROVED (IMS, IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ, UTRAN) */
    integrityCheckInfo := p_Integrityinfo,
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_RadioBearerSetup_r12(template (omit) IntegrityCheckInfo p_Integrityinfo,
                                                           template (value) RadioBearerSetup_r12_IEs p_RadioBearerSetup) :=
  { /* @status    APPROVED (IMS, IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ, UTRAN) */
    integrityCheckInfo := p_Integrityinfo,
<<SKIPPED CODE>>


1.15 [bookmark: _Toc70086124]Correction to template cs_108_RB_SetUpSpeech_r12_FDD
	Template name
	cs_108_RB_SetUpSpeech_r12_FDD

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_RAB_Templates_r12.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_108_RB_SetUpSpeech_r12_FDD(IntegrityCheckInfo p_Integrityinfo,
                                                                 ActivationTime p_Activetime,
                                                                 bitstring p_RAB_Id,
                                                                 PrimaryScramblingCode p_PrimScramblingCode,
                                                                 UL_ScramblingCode p_UL_ScramblingCode) :=
  /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ) */
    cs_RadioBearerSetup_r12(p_Integrityinfo, cds_RadioBearerSetup_r12_IEs_Speech_FDD(p_Activetime,
                                                                                     p_RAB_Id,
                                                                                     p_UL_ScramblingCode,
                                                                                     cs_DL_InformationPerRL_FDD_r12(p_PrimScramblingCode, tsc_DL_DPCH1_ChC_Speech, tsc_DL_DPCH1_2ndScrC)));
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_108_RB_SetUpSpeech_r12_FDD(template (omit) IntegrityCheckInfo p_Integrityinfo,
                                                                 ActivationTime p_Activetime,
                                                                 bitstring p_RAB_Id,
                                                                 PrimaryScramblingCode p_PrimScramblingCode,
                                                                 UL_ScramblingCode p_UL_ScramblingCode) :=
  /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ) */
    cs_RadioBearerSetup_r12(p_Integrityinfo, cds_RadioBearerSetup_r12_IEs_Speech_FDD(p_Activetime,
                                                                                     p_RAB_Id,
                                                                                     p_UL_ScramblingCode,
                                                                                     cs_DL_InformationPerRL_FDD_r12(p_PrimScramblingCode, tsc_DL_DPCH1_ChC_Speech, tsc_DL_DPCH1_2ndScrC)));
<<SKIPPED CODE>>


1.16 [bookmark: _Toc70086125]Correction to template cs_108_RB_SetUpSpeech_r12_TDD
	Template name
	cs_RadioBearerSetup_r12

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_RAB_Templates_r12.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_108_RB_SetUpSpeech_r12_TDD(IntegrityCheckInfo p_Integrityinfo,
                                                                 ActivationTime p_Activetime,
                                                                 bitstring p_RAB_Id,
                                                                 CellParametersID p_CellParametersID) :=
  /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ) */
    cs_RadioBearerSetup_r12(p_Integrityinfo, cds_RadioBearerSetup_r12_IEs_Speech_TDD(p_Activetime, p_RAB_Id, p_CellParametersID));
  
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_108_RB_SetUpSpeech_r12_TDD(template (omit) IntegrityCheckInfo p_Integrityinfo,
                                                                 ActivationTime p_Activetime,
                                                                 bitstring p_RAB_Id,
                                                                 CellParametersID p_CellParametersID) :=
  /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ) */
    cs_RadioBearerSetup_r12(p_Integrityinfo, cds_RadioBearerSetup_r12_IEs_Speech_TDD(p_Activetime, p_RAB_Id, p_CellParametersID));
  
<<SKIPPED CODE>>


1.17 [bookmark: _Toc70086126]Correction to template cs_RadioBearerSetup_r13
	Template name
	cs_RadioBearerSetup_r13

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_RAB_Templates_r12.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_RadioBearerSetup_r13(IntegrityCheckInfo p_Integrityinfo,
                                                           template (value) RadioBearerSetup_r13_IEs p_RadioBearerSetup) :=
  { /* @status    APPROVED (IMS, IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ, UTRAN) */
    integrityCheckInfo := p_Integrityinfo,
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_RadioBearerSetup_r13(template (omit) IntegrityCheckInfo p_Integrityinfo,
                                                           template (value) RadioBearerSetup_r13_IEs p_RadioBearerSetup) :=
  { /* @status    APPROVED (IMS, IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ, UTRAN) */
    integrityCheckInfo := p_Integrityinfo,
<<SKIPPED CODE>>


1.18 [bookmark: _Toc70086127]Correction to template cs_108_RB_SetUpSpeech_r13_FDD
	Template name
	cs_108_RB_SetUpSpeech_r13_FDD

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_RAB_Templates_r12.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_108_RB_SetUpSpeech_r13_FDD(IntegrityCheckInfo p_Integrityinfo,
                                                                 ActivationTime p_Activetime,
                                                                 bitstring p_RAB_Id,
                                                                 PrimaryScramblingCode p_PrimScramblingCode,
                                                                 UL_ScramblingCode p_UL_ScramblingCode) :=
  /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ) */
    cs_RadioBearerSetup_r13(p_Integrityinfo, cds_RadioBearerSetup_r13_IEs_Speech_FDD(p_Activetime,
                                                                                     p_RAB_Id,
                                                                                     p_UL_ScramblingCode,
                                                                                     cs_DL_InformationPerRL_FDD_r13(p_PrimScramblingCode, tsc_DL_DPCH1_ChC_Speech, tsc_DL_DPCH1_2ndScrC)));
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_108_RB_SetUpSpeech_r13_FDD(template (omit) IntegrityCheckInfo p_Integrityinfo,
                                                                 ActivationTime p_Activetime,
                                                                 bitstring p_RAB_Id,
                                                                 PrimaryScramblingCode p_PrimScramblingCode,
                                                                 UL_ScramblingCode p_UL_ScramblingCode) :=
  /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ) */
    cs_RadioBearerSetup_r13(p_Integrityinfo, cds_RadioBearerSetup_r13_IEs_Speech_FDD(p_Activetime,
                                                                                     p_RAB_Id,
                                                                                     p_UL_ScramblingCode,
                                                                                     cs_DL_InformationPerRL_FDD_r13(p_PrimScramblingCode, tsc_DL_DPCH1_ChC_Speech, tsc_DL_DPCH1_2ndScrC)));
<<SKIPPED CODE>>


1.19 [bookmark: _Toc70086128]Correction to template cs_108_RB_SetUpSpeech_r13_TDD
	Template name
	cs_108_RB_SetUpSpeech_r13_TDD

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_RAB_Templates_r12.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_108_RB_SetUpSpeech_r13_TDD(IntegrityCheckInfo p_Integrityinfo,
                                                                 ActivationTime p_Activetime,
                                                                 bitstring p_RAB_Id,
                                                                 CellParametersID p_CellParametersID) :=
  /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ) */
    cs_RadioBearerSetup_r13(p_Integrityinfo, cds_RadioBearerSetup_r13_IEs_Speech_TDD(p_Activetime, p_RAB_Id, p_CellParametersID));
    
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_108_RB_SetUpSpeech_r13_TDD(template (omit) IntegrityCheckInfo p_Integrityinfo,
                                                                 ActivationTime p_Activetime,
                                                                 bitstring p_RAB_Id,
                                                                 CellParametersID p_CellParametersID) :=
  /* @status    APPROVED (IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ) */
    cs_RadioBearerSetup_r13(p_Integrityinfo, cds_RadioBearerSetup_r13_IEs_Speech_TDD(p_Activetime, p_RAB_Id, p_CellParametersID));
    
<<SKIPPED CODE>>


1.20 [bookmark: _Toc70086129]Correction to template cs_UE_CapabilityInfoCnfAM
	Template name
	cs_UE_CapabilityInfoCnfAM

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_Templates.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
template (value) DL_DCCH_Message cs_UE_CapabilityInfoCnfAM(IntegrityCheckInfo        p_IntegrityCheckInfo,
                                                             RRC_TransactionIdentifier p_RRC_TI) :=
  { /* @status    APPROVED (LTE_IRAT, UTRAN) */
    integrityCheckInfo := p_IntegrityCheckInfo,
    message_ := {
      ueCapabilityInformationConfirm := {
        r3 := {
          ueCapabilityInformationConfirm_r3 := {
            rrc_TransactionIdentifier := p_RRC_TI
          },
          laterNonCriticalExtensions := omit
        }
      }
    }
  };
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  
  template (value) DL_DCCH_Message cs_UE_CapabilityInfoCnfAM(template (omit) IntegrityCheckInfo        p_IntegrityCheckInfo,
                                                             RRC_TransactionIdentifier p_RRC_TI) :=
  { /* @status    APPROVED (LTE_IRAT, UTRAN) */
    integrityCheckInfo := p_IntegrityCheckInfo,
<<SKIPPED CODE>>


1.21 [bookmark: _Toc70086130]Correction to template cs_RRCConnReject
	Template name
	cs_RRCConnReject

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_Templates.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_CCCH_Message cs_RRCConnReject(IntegrityCheckInfo p_IntegrityCheckInfo,
                                                    InitialUE_Identity  p_InitialUEId,
                                                    integer            p_WaitTime := 0,
                                                    RRC_TransactionIdentifier p_RRC_Ti := tsc_RRC_TI,
                                                    template (omit) RRCConnectionReject_r3_laterNonCriticalExtensions_Type p_LaterNonCriticalExtensions := omit) :=
  { /* @status    APPROVED (LTE_IRAT) */
    integrityCheckInfo := p_IntegrityCheckInfo,
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_CCCH_Message cs_RRCConnReject(template (omit) IntegrityCheckInfo p_IntegrityCheckInfo,
                                                    InitialUE_Identity  p_InitialUEId,
                                                    integer            p_WaitTime := 0,
                                                    RRC_TransactionIdentifier p_RRC_Ti := tsc_RRC_TI,
                                                    template (omit) RRCConnectionReject_r3_laterNonCriticalExtensions_Type p_LaterNonCriticalExtensions := omit) :=
  { /* @status    APPROVED (LTE_IRAT) */
    integrityCheckInfo := p_IntegrityCheckInfo,
<<SKIPPED CODE>>



1.22 [bookmark: _Toc70086131]Correction to template cs_108_RRC_ConnRelDCCH_r4
	Template name
	cs_108_RRC_ConnRelDCCH_r4

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_Templates.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_108_RRC_ConnRelDCCH_r4(IntegrityCheckInfo p_IntegrityCheckInfo,
                                                             RRC_TransactionIdentifier p_RRC_Ti,
                                                             template (omit) integer p_N308 := omit,
                                                             template (omit) ReleaseCause p_ReleaseCause := normalEvent,
                                                             template (omit) RRCConnectionRelease_v4d0NonCriticalExtensions_Type p_NonCriticalExtensions := omit) :=
  { /* @status    APPROVED (IMS, IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ, UTRAN) */
    integrityCheckInfo := p_IntegrityCheckInfo,
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_108_RRC_ConnRelDCCH_r4(template (omit) IntegrityCheckInfo p_IntegrityCheckInfo, 
                                                             RRC_TransactionIdentifier p_RRC_Ti,
                                                             template (omit) integer p_N308 := omit,
                                                             template (omit) ReleaseCause p_ReleaseCause := normalEvent,
                                                             template (omit) RRCConnectionRelease_v4d0NonCriticalExtensions_Type p_NonCriticalExtensions := omit) :=
  { /* @status    APPROVED (IMS, IMS_IRAT, LTE_A_IRAT, LTE_IRAT, POS, SSNITZ, UTRAN) */
    integrityCheckInfo := p_IntegrityCheckInfo,
<<SKIPPED CODE>>


1.23 [bookmark: _Toc70086132]Correction to template cs_MeasurementControl_InterRATMeasurement
	Template name
	cs_MeasurementControl_InterRATMeasurement

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_Templates.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_InterRATMeasurement(IntegrityCheckInfo         p_Integrityinfo,
                                                                             RRC_TransactionIdentifier  p_RRC_TI,
                                                                             integer                    p_EutraCell_ARFCN,
                                                                             EUTRA_MeasurementBandwidth p_EutraCell_MeasBandwidth,
                                                                             TGPS_Reconfiguration_CFN   p_Tgps_Reconfiguration_CFN,
                                                                             TGCFN                      p_TGCFN) :=
  // Default values according to 36.508 Table 4.7B.1-3: MEASUREMENT CONTROL for Inter-RAT and special settings @sic R5s120686 sic@
  /* @status    APPROVED (LTE_A_IRAT, LTE_IRAT) */
    cs_MeasurementControl_r8(p_Integrityinfo,
                             3,
                             cs_MeasurementCommand_SetupInterRatEutra_r8(cs_EUTRA_FrequencyInfoList_1Entry(p_EutraCell_ARFCN, p_EutraCell_MeasBandwidth),
                                                                         cs_InterRATMeasQuantity_r8(cpich_RSCP, rsrp),    // @sic R5-122105 sic@ @sic R5s130195 BASELINE MOVING 2013 sic@
                                                                         cs_InterRATReportingQuantity_r8,
                                                                         {cs_InterRATEvent3a_Def}),
                             -,
                             cs_DPCH_CompressedModeStatusInfo(p_Tgps_Reconfiguration_CFN, p_TGCFN),
                             p_RRC_TI); // @sic R5-122105 sic@
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_InterRATMeasurement(template (omit) IntegrityCheckInfo p_Integrityinfo,
                                                                             RRC_TransactionIdentifier  p_RRC_TI,
                                                                             integer                    p_EutraCell_ARFCN,
                                                                             EUTRA_MeasurementBandwidth p_EutraCell_MeasBandwidth,
                                                                             TGPS_Reconfiguration_CFN   p_Tgps_Reconfiguration_CFN,
                                                                             TGCFN                      p_TGCFN) :=
  // Default values according to 36.508 Table 4.7B.1-3: MEASUREMENT CONTROL for Inter-RAT and special settings @sic R5s120686 sic@
  /* @status    APPROVED (LTE_A_IRAT, LTE_IRAT) */
    cs_MeasurementControl_r8(p_Integrityinfo,
                             3,
                             cs_MeasurementCommand_SetupInterRatEutra_r8(cs_EUTRA_FrequencyInfoList_1Entry(p_EutraCell_ARFCN, p_EutraCell_MeasBandwidth),
                                                                         cs_InterRATMeasQuantity_r8(cpich_RSCP, rsrp),    // @sic R5-122105 sic@ @sic R5s130195 BASELINE MOVING 2013 sic@
                                                                         cs_InterRATReportingQuantity_r8,
                                                                         {cs_InterRATEvent3a_Def}),
                             -,
                             cs_DPCH_CompressedModeStatusInfo(p_Tgps_Reconfiguration_CFN, p_TGCFN),
                             p_RRC_TI); // @sic R5-122105 sic@
<<SKIPPED CODE>>


1.24 [bookmark: _Toc70086133]Correction to template cs_MeasurementControl_InterRATMeasurement_BandExt
	Template name
	cs_MeasurementControl_InterRATMeasurement_BandExt

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_Templates.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_InterRATMeasurement_BandExt(IntegrityCheckInfo                           p_Integrityinfo,
                                                                                     RRC_TransactionIdentifier                    p_RRC_TI,
                                                                                     template (value) EUTRA_FrequencyInfoList_r11 p_EUTRA_FrequencyInfoList_r11,
                                                                                     EUTRA_MeasurementBandwidth                   p_EutraCell_MeasBandwidth,
                                                                                     TGPS_Reconfiguration_CFN                     p_Tgps_Reconfiguration_CFN,
                                                                                     TGCFN                                        p_TGCFN) :=
  // Default values according to 36.508 Table 4.7B.1-3: MEASUREMENT CONTROL for Inter-RAT and special settings @sic R5s120686 sic@
  /* @status    APPROVED (LTE_A_IRAT, LTE_IRAT) */
    cs_MeasurementControl_r8_ext(p_Integrityinfo,
                                 3,
                                 cs_MeasurementCommand_SetupInterRatEutra_r8(cs_EUTRA_FrequencyInfoList_1Entry(tsc_EUTRA_MaxEARFCN, p_EutraCell_MeasBandwidth),
                                                                            cs_InterRATMeasQuantity_r8(cpich_RSCP, rsrp),    // @sic R5-122105 sic@ @sic R5s130195 BASELINE MOVING 2013 sic@
                                                                            cs_InterRATReportingQuantity_r8,
                                                                            {cs_InterRATEvent3a_Def}),
                                 -,
                                 p_EUTRA_FrequencyInfoList_r11,
                                 cs_DPCH_CompressedModeStatusInfo(p_Tgps_Reconfiguration_CFN, p_TGCFN),
                                 p_RRC_TI); // @sic R5s180225, R5-122105 sic@
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_InterRATMeasurement_BandExt(template (omit) IntegrityCheckInfo           p_Integrityinfo,
                                                                                     RRC_TransactionIdentifier                    p_RRC_TI,
                                                                                     template (value) EUTRA_FrequencyInfoList_r11 p_EUTRA_FrequencyInfoList_r11,
                                                                                     EUTRA_MeasurementBandwidth                   p_EutraCell_MeasBandwidth,
                                                                                     TGPS_Reconfiguration_CFN                     p_Tgps_Reconfiguration_CFN,
                                                                                     TGCFN                                        p_TGCFN) :=
  // Default values according to 36.508 Table 4.7B.1-3: MEASUREMENT CONTROL for Inter-RAT and special settings @sic R5s120686 sic@
  /* @status    APPROVED (LTE_A_IRAT, LTE_IRAT) */
    cs_MeasurementControl_r8_ext(p_Integrityinfo,
                                 3,
                                 cs_MeasurementCommand_SetupInterRatEutra_r8(cs_EUTRA_FrequencyInfoList_1Entry(tsc_EUTRA_MaxEARFCN, p_EutraCell_MeasBandwidth),
                                                                            cs_InterRATMeasQuantity_r8(cpich_RSCP, rsrp),    // @sic R5-122105 sic@ @sic R5s130195 BASELINE MOVING 2013 sic@
                                                                            cs_InterRATReportingQuantity_r8,
                                                                            {cs_InterRATEvent3a_Def}),
                                 -,
                                 p_EUTRA_FrequencyInfoList_r11,
                                 cs_DPCH_CompressedModeStatusInfo(p_Tgps_Reconfiguration_CFN, p_TGCFN),
                                 p_RRC_TI); // @sic R5s180225, R5-122105 sic@
<<SKIPPED CODE>>


1.25 [bookmark: _Toc70086134]Correction to template cs_MeasurementControl_InterRATMeasurement_NoCompMode
	Template name
	cs_MeasurementControl_InterRATMeasurement_NoCompMode

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_Templates.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_InterRATMeasurement_NoCompMode(IntegrityCheckInfo         p_Integrityinfo,
                                                                                        RRC_TransactionIdentifier  p_RRC_TI,
                                                                                        integer                    p_EutraCell_ARFCN,
                                                                                        EUTRA_MeasurementBandwidth p_EutraCell_MeasBandwidth) :=
  // Default values according to 36.508 Table 4.7B.1-3: MEASUREMENT CONTROL for Inter-RAT and special settings @sic R5s120686 sic@
  /* @status    APPROVED (LTE_A_IRAT, LTE_IRAT) */
    cs_MeasurementControl_r8(p_Integrityinfo,
                             3,
                             cs_MeasurementCommand_SetupInterRatEutra_r8(cs_EUTRA_FrequencyInfoList_1Entry(p_EutraCell_ARFCN, p_EutraCell_MeasBandwidth),
                                                                         cs_InterRATMeasQuantity_r8(cpich_RSCP, rsrp),    // @sic R5-122105 sic@ @sic R5s130195 BASELINE MOVING 2013 sic@
                                                                         cs_InterRATReportingQuantity_r8,
                                                                         {cs_InterRATEvent3a_Def}),
                             -,
                             omit,  // @sic R5s140149 sic@
                             p_RRC_TI); // @sic R5-122105 sic@
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_InterRATMeasurement_NoCompMode(template (omit) IntegrityCheckInfo p_Integrityinfo,//WI768506 8.4.2.2
                                                                                        RRC_TransactionIdentifier  p_RRC_TI,
                                                                                        integer                    p_EutraCell_ARFCN,
                                                                                        EUTRA_MeasurementBandwidth p_EutraCell_MeasBandwidth) :=
  // Default values according to 36.508 Table 4.7B.1-3: MEASUREMENT CONTROL for Inter-RAT and special settings @sic R5s120686 sic@
  /* @status    APPROVED (LTE_A_IRAT, LTE_IRAT) */
    cs_MeasurementControl_r8(p_Integrityinfo,
                             3,
                             cs_MeasurementCommand_SetupInterRatEutra_r8(cs_EUTRA_FrequencyInfoList_1Entry(p_EutraCell_ARFCN, p_EutraCell_MeasBandwidth),
                                                                         cs_InterRATMeasQuantity_r8(cpich_RSCP, rsrp),    // @sic R5-122105 sic@ @sic R5s130195 BASELINE MOVING 2013 sic@
                                                                         cs_InterRATReportingQuantity_r8,
                                                                         {cs_InterRATEvent3a_Def}),
                             -,
                             omit,  // @sic R5s140149 sic@
                             p_RRC_TI); // @sic R5-122105 sic@
<<SKIPPED CODE>>


1.26 [bookmark: _Toc70086135]Correction to template cs_MeasurementControl_InterRATMeasurement_NoCompMode_BandExt  
	Template name
	cs_MeasurementControl_InterRATMeasurement_NoCompMode_BandExt

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info. In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_Templates.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_InterRATMeasurement_NoCompMode_BandExt(IntegrityCheckInfo                           p_Integrityinfo,
                                                                                                RRC_TransactionIdentifier                    p_RRC_TI,
                                                                                                template (value) EUTRA_FrequencyInfoList_r11 p_EUTRA_FrequencyInfoList_r11,
                                                                                                EUTRA_MeasurementBandwidth                   p_EutraCell_MeasBandwidth) :=
  // Default values according to 36.508 Table 4.7B.1-3: MEASUREMENT CONTROL for Inter-RAT and special settings @sic R5s120686 sic@
  /* @status    APPROVED (LTE_A_IRAT, LTE_IRAT) */
    cs_MeasurementControl_r8_ext(p_Integrityinfo,
                                 3,
                                 cs_MeasurementCommand_SetupInterRatEutra_r8(cs_EUTRA_FrequencyInfoList_1Entry(tsc_EUTRA_MaxEARFCN, p_EutraCell_MeasBandwidth),
                                                                             cs_InterRATMeasQuantity_r8(cpich_RSCP, rsrp),    // @sic R5-122105 sic@ @sic R5s130195 BASELINE MOVING 2013 sic@
                                                                             cs_InterRATReportingQuantity_r8,
                                                                             {cs_InterRATEvent3a_Def}),
                                 -,
                                 p_EUTRA_FrequencyInfoList_r11,
                                 omit,  // @sic R5s140149 sic@
                                 p_RRC_TI); // @sic R5s180225, R5-122105 sic@
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_InterRATMeasurement_NoCompMode_BandExt(template (omit) IntegrityCheckInfo p_Integrityinfo,
                                                                                                RRC_TransactionIdentifier                    p_RRC_TI,
                                                                                                template (value) EUTRA_FrequencyInfoList_r11 p_EUTRA_FrequencyInfoList_r11,
                                                                                                EUTRA_MeasurementBandwidth                   p_EutraCell_MeasBandwidth) :=
  // Default values according to 36.508 Table 4.7B.1-3: MEASUREMENT CONTROL for Inter-RAT and special settings @sic R5s120686 sic@
  /* @status    APPROVED (LTE_A_IRAT, LTE_IRAT) */
    cs_MeasurementControl_r8_ext(p_Integrityinfo,
                                 3,
                                 cs_MeasurementCommand_SetupInterRatEutra_r8(cs_EUTRA_FrequencyInfoList_1Entry(tsc_EUTRA_MaxEARFCN, p_EutraCell_MeasBandwidth),
                                                                             cs_InterRATMeasQuantity_r8(cpich_RSCP, rsrp),    // @sic R5-122105 sic@ @sic R5s130195 BASELINE MOVING 2013 sic@
                                                                             cs_InterRATReportingQuantity_r8,
                                                                             {cs_InterRATEvent3a_Def}),
                                 -,
                                 p_EUTRA_FrequencyInfoList_r11,
                                 omit,  // @sic R5s140149 sic@
                                 p_RRC_TI); // @sic R5s180225, R5-122105 sic@
<<SKIPPED CODE>>


1.27 [bookmark: _Toc70086136]Correction to template cs_MeasurementControl_r8
	Template name
	cs_MeasurementControl_r8

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_Templates.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_r8(IntegrityCheckInfo p_Integrityinfo,
                                                            MeasurementIdentity p_MeasurementIdentity,
                                                            template (value) MeasurementCommand_r8 p_MeasurementCommand,
                                                            template (value) MeasurementReportingMode p_MeasurementReportingMode := cs_MeasurementReportingMode,
                                                            template (omit) DPCH_CompressedModeStatusInfo p_DPCH_CompressedModeStatusInfo := omit,
                                                            RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI) :=
  { /* @status    APPROVED (LTE_A_IRAT, LTE_IRAT, POS) */
    integrityCheckInfo := p_Integrityinfo,
CODE>>

	




After Change:
	<<SKIPPED CODE>>
  
  template (value) DL_DCCH_Message cs_MeasurementControl_r8(template (omit) IntegrityCheckInfo p_Integrityinfo, 
                                                            MeasurementIdentity p_MeasurementIdentity,
                                                            template (value) MeasurementCommand_r8 p_MeasurementCommand,
                                                            template (value) MeasurementReportingMode p_MeasurementReportingMode := cs_MeasurementReportingMode,
                                                            template (omit) DPCH_CompressedModeStatusInfo p_DPCH_CompressedModeStatusInfo := omit,
                                                            RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI) :=
  { /* @status    APPROVED (LTE_A_IRAT, LTE_IRAT, POS) */
    integrityCheckInfo := p_Integrityinfo,
<<SKIPPED CODE>>


1.28 [bookmark: _Toc70086137]Correction to template cs_MeasurementControl_r8_ext
	Template name
	cs_MeasurementControl_r8_ext

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_Templates.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_r8_ext(IntegrityCheckInfo p_Integrityinfo,
                                                                MeasurementIdentity p_MeasurementIdentity,
                                                                template (value) MeasurementCommand_r8 p_MeasurementCommand,
                                                                template (value) MeasurementReportingMode p_MeasurementReportingMode := cs_MeasurementReportingMode,
                                                                template (value) EUTRA_FrequencyInfoList_r11 p_EUTRA_FrequencyInfoList_r11,
                                                                template (omit) DPCH_CompressedModeStatusInfo p_DPCH_CompressedModeStatusInfo := omit,
                                                                RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI) :=
  { /* @status    APPROVED (LTE_A_IRAT, LTE_IRAT) */
    integrityCheckInfo := p_Integrityinfo,
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_r8_ext(template (omit) IntegrityCheckInfo p_Integrityinfo,
                                                                MeasurementIdentity p_MeasurementIdentity,
                                                                template (value) MeasurementCommand_r8 p_MeasurementCommand,
                                                                template (value) MeasurementReportingMode p_MeasurementReportingMode := cs_MeasurementReportingMode,
                                                                template (value) EUTRA_FrequencyInfoList_r11 p_EUTRA_FrequencyInfoList_r11,
                                                                template (omit) DPCH_CompressedModeStatusInfo p_DPCH_CompressedModeStatusInfo := omit,
                                                                RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI) :=
  { /* @status    APPROVED (LTE_A_IRAT, LTE_IRAT) */
    integrityCheckInfo := p_Integrityinfo,
<<SKIPPED CODE>>


1.29 [bookmark: _Toc70086138]Correction to template cs_MeasurementControl_InterRATMeasurement_InterRATEventList
	Template name
	cs_MeasurementControl_InterRATMeasurement_InterRATEventList

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_Templates.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_InterRATMeasurement_InterRATEventList(IntegrityCheckInfo                 p_Integrityinfo,
                                                                                               integer                            p_EutraCell_ARFCN,
                                                                                               EUTRA_MeasurementBandwidth         p_EutraCell_MeasBandwidth,
                                                                                               template (value) InterRATEventList p_InterRATEventList,
                                                                                               TGPS_Reconfiguration_CFN           p_Tgps_Reconfiguration_CFN,
                                                                                               TGCFN                              p_TGCFN,
                                                                                               RRC_TransactionIdentifier          p_RRC_TI := tsc_RRC_TI) :=
    /* @status    APPROVED (LTE_IRAT) */
    cs_MeasurementControl_r8(p_Integrityinfo,
                             3,
                             cs_MeasurementCommand_SetupInterRatEutra_r8(cs_EUTRA_FrequencyInfoList_1Entry(p_EutraCell_ARFCN, p_EutraCell_MeasBandwidth),
                                                                         cs_InterRATMeasQuantity_r8(-, rsrp), // @sic R5s120565 sic@  @sic R5s130195 BASELINE MOVING 2013 sic@
                                                                         cs_InterRATReportingQuantity_r8,
                                                                         p_InterRATEventList),
                             -,
                             cs_DPCH_CompressedModeStatusInfo(p_Tgps_Reconfiguration_CFN, p_TGCFN),
                             p_RRC_TI);
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_InterRATMeasurement_InterRATEventList(template (omit) IntegrityCheckInfo p_Integrityinfo,
                                                                                               integer                            p_EutraCell_ARFCN,
                                                                                               EUTRA_MeasurementBandwidth         p_EutraCell_MeasBandwidth,
                                                                                               template (value) InterRATEventList p_InterRATEventList,
                                                                                               TGPS_Reconfiguration_CFN           p_Tgps_Reconfiguration_CFN,
                                                                                               TGCFN                              p_TGCFN,
                                                                                               RRC_TransactionIdentifier          p_RRC_TI := tsc_RRC_TI) :=
    /* @status    APPROVED (LTE_IRAT) */
    cs_MeasurementControl_r8(p_Integrityinfo,
                             3,
                             cs_MeasurementCommand_SetupInterRatEutra_r8(cs_EUTRA_FrequencyInfoList_1Entry(p_EutraCell_ARFCN, p_EutraCell_MeasBandwidth),
                                                                         cs_InterRATMeasQuantity_r8(-, rsrp), // @sic R5s120565 sic@  @sic R5s130195 BASELINE MOVING 2013 sic@
                                                                         cs_InterRATReportingQuantity_r8,
                                                                         p_InterRATEventList),
                             -,
                             cs_DPCH_CompressedModeStatusInfo(p_Tgps_Reconfiguration_CFN, p_TGCFN),
                             p_RRC_TI);
<<SKIPPED CODE>>


1.30 [bookmark: _Toc70086139]Correction to template cs_MeasurementControl_InterRATMeasurement_InterRATEventList_BandExt
	Template name
	cs_MeasurementControl_InterRATMeasurement_InterRATEventList_BandExt

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_Templates.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_InterRATMeasurement_InterRATEventList_BandExt(IntegrityCheckInfo                           p_Integrityinfo,
                                                                                                       template (value) EUTRA_FrequencyInfoList_r11 p_EUTRA_FrequencyInfoList_r11,
                                                                                                       EUTRA_MeasurementBandwidth                   p_EutraCell_MeasBandwidth,
                                                                                                       template (value) InterRATEventList           p_InterRATEventList,
                                                                                                       TGPS_Reconfiguration_CFN                     p_Tgps_Reconfiguration_CFN,
                                                                                                       TGCFN                                        p_TGCFN,
                                                                                                       RRC_TransactionIdentifier                    p_RRC_TI := tsc_RRC_TI) :=
    /* @status    APPROVED (LTE_IRAT) */
    cs_MeasurementControl_r8_ext(p_Integrityinfo,
                                 3,
                                 cs_MeasurementCommand_SetupInterRatEutra_r8(cs_EUTRA_FrequencyInfoList_1Entry(tsc_EUTRA_MaxEARFCN, p_EutraCell_MeasBandwidth),
                                                                             cs_InterRATMeasQuantity_r8(-, rsrp), // @sic R5s120565 sic@  @sic R5s130195 BASELINE MOVING 2013 sic@
                                                                             cs_InterRATReportingQuantity_r8,
                                                                             p_InterRATEventList),
                                 -,
                                 p_EUTRA_FrequencyInfoList_r11,
                                 cs_DPCH_CompressedModeStatusInfo(p_Tgps_Reconfiguration_CFN, p_TGCFN),
                                 p_RRC_TI); //@sic R5s180225 sic@
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_InterRATMeasurement_InterRATEventList_BandExt(template (omit) IntegrityCheckInfo           p_Integrityinfo,
                                                                                                       template (value) EUTRA_FrequencyInfoList_r11 p_EUTRA_FrequencyInfoList_r11,
                                                                                                       EUTRA_MeasurementBandwidth                   p_EutraCell_MeasBandwidth,
                                                                                                       template (value) InterRATEventList           p_InterRATEventList,
                                                                                                       TGPS_Reconfiguration_CFN                     p_Tgps_Reconfiguration_CFN,
                                                                                                       TGCFN                                        p_TGCFN,
                                                                                                       RRC_TransactionIdentifier                    p_RRC_TI := tsc_RRC_TI) :=
    /* @status    APPROVED (LTE_IRAT) */
    cs_MeasurementControl_r8_ext(p_Integrityinfo,
                                 3,
                                 cs_MeasurementCommand_SetupInterRatEutra_r8(cs_EUTRA_FrequencyInfoList_1Entry(tsc_EUTRA_MaxEARFCN, p_EutraCell_MeasBandwidth),
                                                                             cs_InterRATMeasQuantity_r8(-, rsrp), // @sic R5s120565 sic@  @sic R5s130195 BASELINE MOVING 2013 sic@
                                                                             cs_InterRATReportingQuantity_r8,
                                                                             p_InterRATEventList),
                                 -,
                                 p_EUTRA_FrequencyInfoList_r11,
                                 cs_DPCH_CompressedModeStatusInfo(p_Tgps_Reconfiguration_CFN, p_TGCFN),
                                 p_RRC_TI); //@sic R5s180225 sic@
<<SKIPPED CODE>>


1.31 [bookmark: _Toc70086140]Correction to template cs_MeasurementControl_InterRATMeasurement_InterRATEventList_NoCompMode
	Template name
	cs_MeasurementControl_InterRATMeasurement_InterRATEventList_NoCompMode

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info. In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_Templates.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_InterRATMeasurement_InterRATEventList_NoCompMode(IntegrityCheckInfo                 p_Integrityinfo,
                                                                                                          integer                            p_EutraCell_ARFCN,
                                                                                                          EUTRA_MeasurementBandwidth         p_EutraCell_MeasBandwidth,
                                                                                                          template (value) InterRATEventList p_InterRATEventList,
                                                                                                          RRC_TransactionIdentifier          p_RRC_TI := tsc_RRC_TI) :=
  /* @status    APPROVED (LTE_IRAT) */
    cs_MeasurementControl_r8(p_Integrityinfo,
                             3,
                             cs_MeasurementCommand_SetupInterRatEutra_r8(cs_EUTRA_FrequencyInfoList_1Entry(p_EutraCell_ARFCN, p_EutraCell_MeasBandwidth),
                                                                         cs_InterRATMeasQuantity_r8(-, rsrp), // @sic R5s120565 sic@  @sic R5s130195 BASELINE MOVING 2013 sic@
                                                                         cs_InterRATReportingQuantity_r8,
                                                                         p_InterRATEventList),
                             -,
                             omit,
                             p_RRC_TI);
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_InterRATMeasurement_InterRATEventList_NoCompMode(template (omit) IntegrityCheckInfo p_Integrityinfo,
                                                                                                          integer                            p_EutraCell_ARFCN,
                                                                                                          EUTRA_MeasurementBandwidth         p_EutraCell_MeasBandwidth,
                                                                                                          template (value) InterRATEventList p_InterRATEventList,
                                                                                                          RRC_TransactionIdentifier          p_RRC_TI := tsc_RRC_TI) :=
  /* @status    APPROVED (LTE_IRAT) */
    cs_MeasurementControl_r8(p_Integrityinfo,
                             3,
                             cs_MeasurementCommand_SetupInterRatEutra_r8(cs_EUTRA_FrequencyInfoList_1Entry(p_EutraCell_ARFCN, p_EutraCell_MeasBandwidth),
                                                                         cs_InterRATMeasQuantity_r8(-, rsrp), // @sic R5s120565 sic@  @sic R5s130195 BASELINE MOVING 2013 sic@
                                                                         cs_InterRATReportingQuantity_r8,
                                                                         p_InterRATEventList),
                             -,
                             omit,
                             p_RRC_TI);
<<SKIPPED CODE>>


1.32 [bookmark: _Toc70086141]Correction to template cs_MeasurementControl_InterRATMeasurement_InterRATEventList_NoCompMode_BandExt
	Template name
	cs_MeasurementControl_InterRATMeasurement_InterRATEventList_NoCompMode_BandExt

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_Templates.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_InterRATMeasurement_InterRATEventList_NoCompMode_BandExt(IntegrityCheckInfo                           p_Integrityinfo,
                                                                                                                  template (value) EUTRA_FrequencyInfoList_r11 p_EUTRA_FrequencyInfoList_r11,
                                                                                                                  EUTRA_MeasurementBandwidth                   p_EutraCell_MeasBandwidth,
                                                                                                                  template (value) InterRATEventList           p_InterRATEventList,
                                                                                                                  RRC_TransactionIdentifier                    p_RRC_TI := tsc_RRC_TI) :=
  /* @status    APPROVED (LTE_IRAT) */
    cs_MeasurementControl_r8_ext(p_Integrityinfo,
                                 3,
                                 cs_MeasurementCommand_SetupInterRatEutra_r8(cs_EUTRA_FrequencyInfoList_1Entry(tsc_EUTRA_MaxEARFCN, p_EutraCell_MeasBandwidth),
                                                                             cs_InterRATMeasQuantity_r8(-, rsrp), // @sic R5s120565 sic@  @sic R5s130195 BASELINE MOVING 2013 sic@
                                                                             cs_InterRATReportingQuantity_r8,
                                                                             p_InterRATEventList),
                                 -,
                                 p_EUTRA_FrequencyInfoList_r11,
                                 omit,
                                 p_RRC_TI); //@sic R5s180225 sic@
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_InterRATMeasurement_InterRATEventList_NoCompMode_BandExt(template (omit) IntegrityCheckInfo            p_Integrityinfo,
                                                                                                                  template (value) EUTRA_FrequencyInfoList_r11 p_EUTRA_FrequencyInfoList_r11,
                                                                                                                  EUTRA_MeasurementBandwidth                   p_EutraCell_MeasBandwidth,
                                                                                                                  template (value) InterRATEventList           p_InterRATEventList,
                                                                                                                  RRC_TransactionIdentifier                    p_RRC_TI := tsc_RRC_TI) :=
  /* @status    APPROVED (LTE_IRAT) */
    cs_MeasurementControl_r8_ext(p_Integrityinfo,
                                 3,
                                 cs_MeasurementCommand_SetupInterRatEutra_r8(cs_EUTRA_FrequencyInfoList_1Entry(tsc_EUTRA_MaxEARFCN, p_EutraCell_MeasBandwidth),
                                                                             cs_InterRATMeasQuantity_r8(-, rsrp), // @sic R5s120565 sic@  @sic R5s130195 BASELINE MOVING 2013 sic@
                                                                             cs_InterRATReportingQuantity_r8,
                                                                             p_InterRATEventList),
                                 -,
                                 p_EUTRA_FrequencyInfoList_r11,
                                 omit,
                                 p_RRC_TI); //@sic R5s180225 sic@
<<SKIPPED CODE>>


1.33 [bookmark: _Toc70086142]Correction to template cs_UE_CapabilityEnqAll
	Template name
	cs_UE_CapabilityEnqAll

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_Templates.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_UE_CapabilityEnqAll(IntegrityCheckInfo        p_IntegrityCheckInfo,
                                                          RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI) :=
  { /* @status    APPROVED (UTRAN) */
    integrityCheckInfo := p_IntegrityCheckInfo,
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_UE_CapabilityEnqAll(template (omit) IntegrityCheckInfo        p_IntegrityCheckInfo,
                                                          RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI) :=
  { /* @status    APPROVED (UTRAN) */
    integrityCheckInfo := p_IntegrityCheckInf
<<SKIPPED CODE>>


1.34 [bookmark: _Toc70086143]Correction to template cs_108_UE_CapabilityEnq
	Template name
	cs_108_UE_CapabilityEnq

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_Templates.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_108_UE_CapabilityEnq(IntegrityCheckInfo p_IntegrityCheckInfo,
                                                           RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI,
                                                           template (omit) UECapabilityEnquiry.r3.laterNonCriticalExtensions p_NonCriticalExtensions := omit) :=
  { /* @status    APPROVED (LTE_IRAT) */
    integrityCheckInfo := p_IntegrityCheckInfo,
    message_ := {
      ueCapabilityEnquiry := {
        r3 := {
          ueCapabilityEnquiry_r3 := {
            rrc_TransactionIdentifier := p_RRC_TI,
            capabilityUpdateRequirement := {
              ue_RadioCapabilityFDDUpdateRequirement := true,
              ue_RadioCapabilityTDDUpdateRequirement := false,
              systemSpecificCapUpdateReqList := omit
            }
          },
          laterNonCriticalExtensions := p_NonCriticalExtensions
        }
      }
    }
  };
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_108_UE_CapabilityEnq(template (omit) IntegrityCheckInfo p_IntegrityCheckInfo,
                                                           RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI,
                                                           template (omit) UECapabilityEnquiry.r3.laterNonCriticalExtensions p_NonCriticalExtensions := omit) :=
  { /* @status    APPROVED (LTE_IRAT) */
    integrityCheckInfo := p_IntegrityCheckInfo,
    message_ := {
      ueCapabilityEnquiry := {
        r3 := {
          ueCapabilityEnquiry_r3 := {
            rrc_TransactionIdentifier := p_RRC_TI,
            capabilityUpdateRequirement := {
              ue_RadioCapabilityFDDUpdateRequirement := true,
              ue_RadioCapabilityTDDUpdateRequirement := false,
              systemSpecificCapUpdateReqList := omit
            }
          },
          laterNonCriticalExtensions := p_NonCriticalExtensions
        }
      }
    }
  };
<<SKIPPED CODE>>


1.35 [bookmark: _Toc70086144]Correction to template cs_MeasurementControl_InterRATMeasurement_TDD_r9
	Template name
	cs_MeasurementControl_InterRATMeasurement_TDD_r9

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_Templates_r9.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_InterRATMeasurement_TDD_r9(IntegrityCheckInfo         p_Integrityinfo,
                                                                                    RRC_TransactionIdentifier  p_RRC_TI,
                                                                                    integer                    p_EutraCell_ARFCN,
                                                                                    EUTRA_MeasurementBandwidth p_EutraCell_MeasBandwidth,
                                                                                    template (omit) CellDCHMeasOccasionInfo_TDD128_r9 p_CellDCHMeasOccasionInfo_TDD128,
                                                                                    template (value) InterRATEventList p_InterRATEventList := {cs_InterRATEvent3a_Def}) := // @sic R5s140120 sic@
  // Default values according to 36.508 Table 4.7B.1-3: MEASUREMENT CONTROL for Inter-RAT and special settings @sic R5s120686 sic@
  /* @status    APPROVED (LTE_A_IRAT, LTE_IRAT) */
    cs_MeasurementControl_TDD_r9(p_Integrityinfo,
                                 3,
                                 cs_MeasurementCommand_SetupInterRatEutra_r9(cs_EUTRA_FrequencyInfoList_1Entry(p_EutraCell_ARFCN, p_EutraCell_MeasBandwidth),
                                                                             cs_InterRATMeasQuantity_TDD_r8(primaryCCPCH_RSCP, rsrp),    // @sic R5-122105 sic@ @sic R5s130195 BASELINE MOVING 2013 sic@
                                                                             cs_InterRATReportingQuantity_r8,
                                                                             p_InterRATEventList), // @sic R5s140120 sic@
                                 p_CellDCHMeasOccasionInfo_TDD128, // @sic R5s130342 sic@
                                 p_RRC_TI);
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_InterRATMeasurement_TDD_r9(template (omit) IntegrityCheckInfo  p_Integrityinfo,
                                                                                    RRC_TransactionIdentifier  p_RRC_TI,
                                                                                    integer                    p_EutraCell_ARFCN,
                                                                                    EUTRA_MeasurementBandwidth p_EutraCell_MeasBandwidth,
                                                                                    template (omit) CellDCHMeasOccasionInfo_TDD128_r9 p_CellDCHMeasOccasionInfo_TDD128,
                                                                                    template (value) InterRATEventList p_InterRATEventList := {cs_InterRATEvent3a_Def}) := // @sic R5s140120 sic@
  // Default values according to 36.508 Table 4.7B.1-3: MEASUREMENT CONTROL for Inter-RAT and special settings @sic R5s120686 sic@
  /* @status    APPROVED (LTE_A_IRAT, LTE_IRAT) */
    cs_MeasurementControl_TDD_r9(p_Integrityinfo,
                                 3,
                                 cs_MeasurementCommand_SetupInterRatEutra_r9(cs_EUTRA_FrequencyInfoList_1Entry(p_EutraCell_ARFCN, p_EutraCell_MeasBandwidth),
                                                                             cs_InterRATMeasQuantity_TDD_r8(primaryCCPCH_RSCP, rsrp),    // @sic R5-122105 sic@ @sic R5s130195 BASELINE MOVING 2013 sic@
                                                                             cs_InterRATReportingQuantity_r8,
                                                                             p_InterRATEventList), // @sic R5s140120 sic@
                                 p_CellDCHMeasOccasionInfo_TDD128, // @sic R5s130342 sic@
                                 p_RRC_TI);
<<SKIPPED CODE>>



1.36 [bookmark: _Toc70086145]Correction to template cs_MeasurementControl_InterRATMeasurement_TDD_r9_BandExt
	Template name
	cs_MeasurementControl_InterRATMeasurement_TDD_r9_BandExt

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_Templates_r9.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_InterRATMeasurement_TDD_r9_BandExt(IntegrityCheckInfo                                p_Integrityinfo,
                                                                                            RRC_TransactionIdentifier                         p_RRC_TI,
                                                                                            integer                                           p_EutraCell_ARFCN,
                                                                                            template (value) EUTRA_FrequencyInfoList_r11      p_EUTRA_FrequencyInfoList_r11,
                                                                                            EUTRA_MeasurementBandwidth                        p_EutraCell_MeasBandwidth,
                                                                                            template (omit) CellDCHMeasOccasionInfo_TDD128_r9 p_CellDCHMeasOccasionInfo_TDD128,
                                                                                            template (value) InterRATEventList                p_InterRATEventList := {cs_InterRATEvent3a_Def}) := // @sic R5s140120 sic@
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_InterRATMeasurement_TDD_r9_BandExt(template (omit) IntegrityCheckInfo                 p_Integrityinfo,//WI768506 8.1.3.7
                                                                                            RRC_TransactionIdentifier                         p_RRC_TI,
                                                                                            integer                                           p_EutraCell_ARFCN,
                                                                                            template (value) EUTRA_FrequencyInfoList_r11      p_EUTRA_FrequencyInfoList_r11,
                                                                                            EUTRA_MeasurementBandwidth                        p_EutraCell_MeasBandwidth,
                                                                                            template (omit) CellDCHMeasOccasionInfo_TDD128_r9 p_CellDCHMeasOccasionInfo_TDD128,
                                                                                            template (value) InterRATEventList                p_InterRATEventList := {cs_InterRATEvent3a_Def}) := // @sic R5s140120 sic@
<<SKIPPED CODE>>

	


1.37 [bookmark: _Toc70086146]Correction to template cs_MeasurementControl_TDD_r9
	Template name
	cs_MeasurementControl_TDD_r9

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_Templates_r9.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_TDD_r9(IntegrityCheckInfo p_Integrityinfo,
                                                                MeasurementIdentity p_MeasurementIdentity,
                                                                template (value) MeasurementCommand_r9 p_MeasurementCommand,
                                                                template (omit) CellDCHMeasOccasionInfo_TDD128_r9 p_CellDCHMeasOccasionInfo_TDD128,
                                                                RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI) :=
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_TDD_r9(template (omit) IntegrityCheckInfo p_Integrityinfo,
                                                                MeasurementIdentity p_MeasurementIdentity,
                                                                template (value) MeasurementCommand_r9 p_MeasurementCommand,
                                                                template (omit) CellDCHMeasOccasionInfo_TDD128_r9 p_CellDCHMeasOccasionInfo_TDD128,
                                                                RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI) :=
<<SKIPPED CODE>>


1.38 [bookmark: _Toc70086147]Correction to template cs_MeasurementControl_TDD_r9_ext
	Template name
	cs_MeasurementControl_TDD_r9_ext

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/UTRAN_RRC_Templates_r9.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_TDD_r9_ext(IntegrityCheckInfo p_Integrityinfo,
                                                                    MeasurementIdentity p_MeasurementIdentity,
                                                                    template (value) MeasurementCommand_r9 p_MeasurementCommand,
                                                                    template (value) EUTRA_FrequencyInfoList_r11 p_EUTRA_FrequencyInfoList_r11,
                                                                    template (omit) CellDCHMeasOccasionInfo_TDD128_r9 p_CellDCHMeasOccasionInfo_TDD128,
                                                                    RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI) :=
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template (value) DL_DCCH_Message cs_MeasurementControl_TDD_r9_ext(template (omit) IntegrityCheckInfo p_Integrityinfo,
                                                                    MeasurementIdentity p_MeasurementIdentity,
                                                                    template (value) MeasurementCommand_r9 p_MeasurementCommand,
                                                                    template (value) EUTRA_FrequencyInfoList_r11 p_EUTRA_FrequencyInfoList_r11,
                                                                    template (omit) CellDCHMeasOccasionInfo_TDD128_r9 p_CellDCHMeasOccasionInfo_TDD128,
                                                                    RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI) :=<<SKIPPED CODE>>



1.39 [bookmark: _Toc70086148]Correction to template cds_UE_CapabilityEnqNoTDD
	Template name
	cds_UE_CapabilityEnqNoTDD

	Reason for change
	In certain test cases RRC message are sent with IntegrityCheckInfo set to omit as RRC security is not activated, the current code results in a runtime exception as the template is expecting a value for integrity check info.

	Summary of change
	Changed the definition of different UTRAN teamplates making the paramter p_Integrityinfo as optional.

	TTCN module
	Common/UTRAN/8_1/UTRAN34_UE_CapabilityInfo.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPED CODE>>
  template(value) DL_DCCH_Message cds_UE_CapabilityEnqNoTDD(IntegrityCheckInfo        p_IntegrityCheckInfo,
                                                            RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI)
    modifies cs_UE_CapabilityEnqAll :=
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  template(value) DL_DCCH_Message cds_UE_CapabilityEnqNoTDD(template (omit) IntegrityCheckInfo p_IntegrityCheckInfo,
                                                            RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI)
    modifies cs_UE_CapabilityEnqAll :=
<<SKIPPED CODE>>



