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1. [bookmark: _Toc122434485][bookmark: _Toc71620501]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk24 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc71620502]Corrections required
1. Change 1
	Function name
	f_TC_8_1_4_1_8_x_NR_Common

	Reason for change
	Following the implementation of R5-213516, release SCell procedure is done so that MAC bearer routing is disabled. This should be done slightly earlier because the function f_NR5GC_OpenUE_TestLoopMode_Deactivate_TestMode() does not handle the MAC bearer routing information.

	Summary of change
	Swap the order of open test loop and release SCell procedures.

	TTCN module
	RRC_NR_CA_IntraNR_Handover_NR5GC

	MCC160 Comment
	



Before Change
	function f_TC_8_1_4_1_8_x_NR_Common (NR_CellId_Type p_SourcePCell,
NR_CellId_Type p_SCell,
NR_CA_Tested_Type p_NR_CA_Tested,
NR_CellId_Type p_TargetPCell) runs on NR5GC_PTC
{

f_NR5GC_Init_CA(NR_4, {p_SourcePCell, p_SCell}, p_NR_CA_Tested);

// Create and configure cells
f_NR_CellConfig_PCell_Def(p_SourcePCell);
f_NR_CellConfig_SCell(p_SCell);
f_NR_CellConfig_PCell_Def(p_TargetPCell);

// Preamble: If pc_IP_Ping is set to TRUE then, the UE is in 5GS state 3N-A according to TS 38.508-1 [4], clause 4.4A.2 Table 4.4A.2-3.
// Else, the UE is in 5GS state 3N-A and Test Loop Function (On) with UE test loop mode B on NR Cell 1 according to 38.508-1[4], clause 4.4A.2 Table 4.4A.2-3.
f_NR5GC_Preamble (p_SourcePCell, STATE_CONNECTED_3A, PING_Or_TEST_LOOPModeB_ON);

f_NR_TestBody_Set(true);
f_TC_8_1_4_1_8_x_NR5GC_TestBody(p_SourcePCell, p_SCell, p_TargetPCell);
f_NR_TestBody_Set(false);

if (not pc_IP_Ping) {
f_NR5GC_OpenUE_TestLoopMode_Deactivate_TestMode(p_TargetPCell);
}
f_NR5GC_Rel_1SCell(p_TargetPCell, p_SCell); //Release CA so that MAC bearer routing is disabled @sic R5-213516 sic@
// Switch/Power off UE
f_NR_Postamble(p_TargetPCell, STATE_CONNECTED_3A);
} //end of f_TC_8_1_4_1_8_x_NR_Common



After Change
	function f_TC_8_1_4_1_8_x_NR_Common (NR_CellId_Type p_SourcePCell,
NR_CellId_Type p_SCell,
NR_CA_Tested_Type p_NR_CA_Tested,
NR_CellId_Type p_TargetPCell) runs on NR5GC_PTC
{

f_NR5GC_Init_CA(NR_4, {p_SourcePCell, p_SCell}, p_NR_CA_Tested);

// Create and configure cells
f_NR_CellConfig_PCell_Def(p_SourcePCell);
f_NR_CellConfig_SCell(p_SCell);
f_NR_CellConfig_PCell_Def(p_TargetPCell);

// Preamble: If pc_IP_Ping is set to TRUE then, the UE is in 5GS state 3N-A according to TS 38.508-1 [4], clause 4.4A.2 Table 4.4A.2-3.
// Else, the UE is in 5GS state 3N-A and Test Loop Function (On) with UE test loop mode B on NR Cell 1 according to 38.508-1[4], clause 4.4A.2 Table 4.4A.2-3.
f_NR5GC_Preamble (p_SourcePCell, STATE_CONNECTED_3A, PING_Or_TEST_LOOPModeB_ON);

f_NR_TestBody_Set(true);
f_TC_8_1_4_1_8_x_NR5GC_TestBody(p_SourcePCell, p_SCell, p_TargetPCell);
f_NR_TestBody_Set(false);

f_NR5GC_Rel_1SCell(p_TargetPCell, p_SCell); //Release CA so that MAC bearer routing is disabled @sic R5-213516 sic@ 
if (not pc_IP_Ping) {
f_NR5GC_OpenUE_TestLoopMode_Deactivate_TestMode(p_TargetPCell);
}
/* MOVED f_NR5GC_Rel_1SCell(p_TargetPCell, p_SCell); */ //Release CA so that MAC bearer routing is disabled @sic R5-213516 sic@
// Switch/Power off UE
f_NR_Postamble(p_TargetPCell, STATE_CONNECTED_3A);
} //end of f_TC_8_1_4_1_8_x_NR_Common





