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1. [bookmark: _Toc122434485][bookmark: _Toc76397099]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk24 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc76397100]Corrections required

1. [bookmark: _Toc30685521][bookmark: _Toc76397101]Change 1
	Function name
	f_TC_11_1_4_NR5GC_EUTRA

	Reason for change
	Change 1.2 in R5s210478, accepted but not implemented

	Summary of change
	Implement change 1.2 of R5s210478

	TTCN module
	EPS_Fallback_NR5GC_EUTRA

	MCC160 Comment
	



Before Change
	function f_TC_11_1_4_NR5GC_EUTRA() runs on EUTRA_Multi5GS_PTC
  { //MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with redirection / Single registration mode with N26 interface / E-UTRAN cell reselection using cell status barred / Success
    
    f_EUTRA38_IRAT_Init(c31, HANDLE_UM_DATA); // @sic R5s210414 sic@
    
    //Create and configure cells
    f_EUTRA_CellConfig_Def(eutra_Cell1);
    f_EUTRA_CellConfig_Def(eutra_Cell3); // @sic R5-206360 sic@
    
    f_EUTRA38_NR5GC_PreambleAndSwitchOff (eutra_Cell1); // @sic R5-206360 sic@
    
    f_EUTRA_TestBody_Set(true);
    fl_TC_11_1_4_NR5GC_EUTRA_TestBody ();
    f_EUTRA_TestBody_Set(false);
    
    f_EUTRA38_MultiPDN_Postamble(eutra_Cell1, E2_CONNECTED); // @sic R5-204399 sic@
  }



After Change
	function f_TC_11_1_4_NR5GC_EUTRA() runs on EUTRA_Multi5GS_PTC
  { //MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with redirection / Single registration mode with N26 interface / E-UTRAN cell reselection using cell status barred / Success
    
    f_EUTRA38_IRAT_Init(c31, HANDLE_UM_DATA); // @sic R5s210414 sic@
    
    f_EUTRA_CellInfo_SetSysInfo_CellBarred(eutra_Cell3, barred); 
    
    //Create and configure cells
    f_EUTRA_CellConfig_Def(eutra_Cell1);
    f_EUTRA_CellConfig_Def(eutra_Cell3); // @sic R5-206360 sic@
    
    f_EUTRA38_NR5GC_PreambleAndSwitchOff (eutra_Cell1); // @sic R5-206360 sic@
    
    f_EUTRA_TestBody_Set(true);
    fl_TC_11_1_4_NR5GC_EUTRA_TestBody ();
    f_EUTRA_TestBody_Set(false);
    
    f_EUTRA38_MultiPDN_Postamble(eutra_Cell1, E2_CONNECTED); // @sic R5-204399 sic@
  }



1. [bookmark: _Toc76397102][bookmark: _Toc30685522]Change 2
	Function name
	fl_TC_11_1_4_NR5GC_EUTRA_TestBody

	Reason for change
	Change 2 in R5s210478, accepted but not implemented

	Summary of change
	Implement change 2 of R5s210478

	TTCN module
	EPS_Fallback_NR5GC_EUTRA

	MCC160 Comment
	



Before Change
	function fl_TC_11_1_4_NR5GC_EUTRA_TestBody() runs on EUTRA_Multi5GS_PTC
  {
    var NasCount_Type v_NasCount; // @sic R5s210304 sic@
    
    //Eutra Cell1 is set as barred and modified Sysinfo updated, setting the Cell power to suitable neighbour cell FFS : Prose CR ??
    f_EUTRA_CellInfo_SetSysInfo_CellBarred(eutra_Cell3, barred); // @sic R5-206360 sic@
    f_EUTRA_ModifySysinfo(eutra_Cell3); // @sic R5-206360 sic@

    // @siclog "Step 1" siclog@
    f_EUTRA38_SetCellPower(eutra_Cell1, tsc_SuitableCellRS_EPRE, tsc_SuitableCellRS_EPRE); // @sic R5-206360 sic@
f_EUTRA38_SetCellPower(eutra_Cell3, tsc_ServingCellRS_EPRE, tsc_ServingCellRS_EPRE); // @sic R5-206360 sic@
.....
}



After Change
	  function fl_TC_11_1_4_NR5GC_EUTRA_TestBody() runs on EUTRA_Multi5GS_PTC
  {
    var NasCount_Type v_NasCount; // @sic R5s210304 sic@
    
    //Eutra Cell1 is set as barred and modified Sysinfo updated, setting the Cell power to suitable neighbour cell FFS : Prose CR ??
   // REMOVE  f_EUTRA_CellInfo_SetSysInfo_CellBarred(eutra_Cell3, barred); // @sic R5-206360 sic@
   // REMOVE  f_EUTRA_ModifySysinfo(eutra_Cell3); // @sic R5-206360 sic@

    // @siclog "Step 1" siclog@
    f_EUTRA38_SetCellPower(eutra_Cell1, tsc_SuitableCellRS_EPRE, tsc_SuitableCellRS_EPRE); // @sic R5-206360 sic@
    f_EUTRA38_SetCellPower(eutra_Cell3, tsc_ServingCellRS_EPRE, tsc_ServingCellRS_EPRE); // @sic R5-206360 sic@



