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	Reason for change:
	The current TTCN implementation for steps 6A-6D uses the function f_NR5GC_RRC_ConnectedState3N_Steps5_8(), This function will include a SERVICE ACCEPT message with the RRCReconfiguration message at step 6C. This message should not include any piggybacked NAS message, according to specific message contents in 38.523-1 table 6.4.1.2.3.3-4A.

	
	

	Summary of change:
	Implement steps 6A-6D with no piggybacked NAS message
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1. [bookmark: _Toc122434485][bookmark: _Toc78271350]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk24 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc78271351]Corrections required

1. [bookmark: _Toc30685521][bookmark: _Toc77349932]Change 1
	Function name
	f_TC_6_4_1_2_NR5GC_TestBody

	Reason for change
	The current TTCN implememtation for steps 6A-6D uses the function f_NR5GC_RRC_ConnectedState3N_Steps5_8(), This function will include a SERVICE ACCEPT message with the RRCReconfiguration message at step 6C. This message should not include any piggybacked NAS message, according to specific message contents in 38.523-1 table 6.4.1.2.3.3-4A.


	Summary of change
	Implement steps 6A-6D with no piggybacked NAS message

	TTCN module
	Inactive_PLMNSelection_NR5GC.ttcn

	MCC160 Comment
	



Before Change
	     function f_TC_6_4_1_2_NR5GC_TestBody() runs on NR5GC_PTC
   {//@sic R5s200638 R5-204545 R5-213163 sic@
…
…
    
    SRB.send(cas_NR_SRB_NasPdu_REQ(nr_Cell12,
                                   tsc_NR_RbId_SRB1,
                                   cs_TimingInfo_Now,
                                   cs_NG_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered, v_MsgToSend)));
    // step 15 of the Registration procedure
    f_NR5GC_Registration_Complete(nr_Cell12);
    
    // @siclog "Step 6A-6D" siclog@
    // Steps 5 to 8 of the generic test procedure in TS 38.508-1 Table 4.5.4.2-3.
    f_NR5GC_RRC_ConnectedState3N_Steps5_8(nr_Cell12, v_ReceivedMsg);

    // @siclog "Step 7" siclog@
    // The SS transmits an RRCRelease message with suspend.
    f_NR_RRC_InactiveDef(nr_Cell12, f_NR_CellInfo_GetPLMN (nr_Cell12));
    
…
…
    
    } // end of f_TC_6_4_1_2_NR5GC_TestBod 



After Change
	     function f_TC_6_4_1_2_NR5GC_TestBody() runs on NR5GC_PTC
   {//@sic R5s200638 R5-204545 R5-213163 sic@
…
…
    
    SRB.send(cas_NR_SRB_NasPdu_REQ(nr_Cell12,
                                   tsc_NR_RbId_SRB1,
                                   cs_TimingInfo_Now,
                                   cs_NG_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered, v_MsgToSend)));
    // step 15 of the Registration procedure
    f_NR5GC_Registration_Complete(nr_Cell12);
    
    // @siclog "Step 6A-6D" siclog@
    // Steps 5 to 8 of the generic test procedure in TS 38.508-1 Table 4.5.4.2-3.
    //REMOVED f_NR5GC_RRC_ConnectedState3N_Steps5_8(nr_Cell12, v_ReceivedMsg); 
    
    f_NR_RRC_ActivateSecurity (nr_Cell12, v_ReceivedMsg.SecurityProtection.NasCount); 

    f_NR_RRCReconfigExistingDRBs(nr_Cell12,
                                 omit
                                ); 

    // @siclog "Step 7" siclog@
    // The SS transmits an RRCRelease message with suspend.
    f_NR_RRC_InactiveDef(nr_Cell12, f_NR_CellInfo_GetPLMN (nr_Cell12));
    
…
…
    
    } // end of f_TC_6_4_1_2_NR5GC_TestBod





