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	Reason for change:
	In the current TTCN implementation , the guard timer is set to 300s, which is insufficient when UE has multiple bands/RATs enabled.

It is proposed to increase the guard timer to 450s instead.

	
	

	Summary of change:
	Changed the guard timer from 300  450s. 

	
	

	Consequences if not approved:
	Conformant UE may fail the test case
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0.1 [bookmark: _Toc72927695]Correction to function TC_11_3_4_NR5GC
	Function name
	TC_11_3_4_NR5GC

	Reason for change
	In the current TTCN implementation , the guard timer is set to 300s, which is insufficient when UE has multiple bands/RATs enabled.

It is proposed to increase the guard timer to 450s instead.

	Summary of change
	Changed the guard timer from 300  450s.

	TTCN module
	NR5GC_Testsuite.ttcn

	MCC160 Comment
	



Before Change:
	testcase TC_11_3_4_NR5GC() runs on MTC_NR5GC system SYSTEM_NR5GC {
    // @purpose
    //   UAC / Access Identity 0 / Registration procedure for mobility and periodic registration update / BarringPerPLMN / Implicit AC Barring List
    var NR5GC_PTC        v_NR5GC      := null;
    var IMS_PTC          v_IMS1       := null;
    var IMS_PTC          v_IMS2       := null;
 
    timer t_GuardTimer := int2float(300);



After Change:
	testcase TC_11_3_4_NR5GC() runs on MTC_NR5GC system SYSTEM_NR5GC {
    // @purpose
    //   UAC / Access Identity 0 / Registration procedure for mobility and periodic registration update / BarringPerPLMN / Implicit AC Barring List
    var NR5GC_PTC        v_NR5GC      := null;
    var IMS_PTC          v_IMS1       := null;
    var IMS_PTC          v_IMS2       := null;
 
    timer t_GuardTimer := int2float(450);



