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1. [bookmark: _Toc122434485][bookmark: _Toc80949978]Overview
This document lists all the changes needed to correct issues in the ATS NR5GC_IWD_21wk24  related to the title of this CR.
Contact:	Ting Gao
gaoting@starpointcomm.com
1. [bookmark: _Toc295288959][bookmark: _Toc122434488][bookmark: _Toc80949979]Corrections requireds
1. [bookmark: _Toc31200][bookmark: _Toc295288971][bookmark: _Toc122434493][bookmark: _Toc2266][bookmark: _Toc325725665][bookmark: _Toc122434494][bookmark: _Toc295288970][bookmark: _Toc325725666][bookmark: _Toc80949980]Change 1
	Function name
	f_TC_7_1_1_3_8_NR_Common

	Reason for change
	According to TS38.523-1 7.1.1.3.8.1.3.1, test loop is not needed for this test case. A Conformant UE may fail the TC when require  UE to upen the test loop because the test loop is never closed.

	Summary of change
	Remove the open loop procedure at the end of the test case.

	TTCN module
	MAC_CA_NR5GC.ttcn

	MCC160 Comment
	



Before change
 function f_TC_7_1_1_3_8_NR_Common (NR_CellId_Type    p_PCell,
                                      NR_CellId_Type    p_SCell,
                                       NR_CA_Tested_Type p_NR_CA_Tested
                                       ) runs on NR5GC_PTC
  {//UE power headroom reporting / SCell activation / DL pathloss change reporting
    var template (value) CellGroupConfig v_SCGConfig;
    var template (value) MAC_CellGroupConfig v_MAC_CellGroupConfig;
    var boolean v_RRC_MsgRcvd;
    var boolean v_PHR_Rcvd;
    var template (omit) RRCReconfiguration_v1530_IEs v_V1530Ext;
    var NR_ResourceAllocation_Type v_NR_ResourceAllocation;
    var NR_UplinkBWP_Type v_NR_UplinkBWP ;

    // Multi PR initialisation is taken care in Test body.
    f_NR5GC_Init_CA(NR_4, {p_PCell, p_SCell}, p_NR_CA_Tested); //@sic R5s211385 sic@
    f_NR_CellInfo_SetMAC_CellGroupConfigL2(p_SCell);  //@sic R5s210315 sic@

    // Create and configure cells
    f_NR_CellConfig_PCell_Def(p_PCell);
    f_NR_CellConfig_SCell(p_SCell,Scell_Active);

…

    f_NR_TestBody_Set(false);

    //Postamble
    f_NR_ULGrantConfiguration_Start(p_PCell); // Def UL Grant Config
f_NR5GC_OpenUE_TestLoopMode_Deactivate_TestMode(p_PCell);

    f_NR_Postamble(p_PCell, STATE_CONNECTED_3A);
  } //end of f_TC_7_1_1_3_8_NR_Common
After change
function f_TC_7_1_1_3_8_NR_Common (NR_CellId_Type    p_PCell,
                                      NR_CellId_Type    p_SCell,
                                       NR_CA_Tested_Type p_NR_CA_Tested
                                       ) runs on NR5GC_PTC
  {//UE power headroom reporting / SCell activation / DL pathloss change reporting
    var template (value) CellGroupConfig v_SCGConfig;
    var template (value) MAC_CellGroupConfig v_MAC_CellGroupConfig;
    var boolean v_RRC_MsgRcvd;
    var boolean v_PHR_Rcvd;
    var template (omit) RRCReconfiguration_v1530_IEs v_V1530Ext;
    var NR_ResourceAllocation_Type v_NR_ResourceAllocation;
    var NR_UplinkBWP_Type v_NR_UplinkBWP ;

    // Multi PR initialisation is taken care in Test body.
    f_NR5GC_Init_CA(NR_4, {p_PCell, p_SCell}, p_NR_CA_Tested); //@sic R5s211385 sic@
    f_NR_CellInfo_SetMAC_CellGroupConfigL2(p_SCell);  //@sic R5s210315 sic@

    // Create and configure cells
    f_NR_CellConfig_PCell_Def(p_PCell);
    f_NR_CellConfig_SCell(p_SCell,Scell_Active);

…

    f_NR_TestBody_Set(false);

    //Postamble
    f_NR_ULGrantConfiguration_Start(p_PCell); // Def UL Grant Config

    f_NR_Postamble(p_PCell, STATE_CONNECTED_3A);
  } //end of f_TC_7_1_1_3_8_NR_Common

