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1. [bookmark: _Toc122434485][bookmark: _Toc88062718]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk37 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc88062719]Corrections required
1. [bookmark: _Toc88062720]Change 1
	Function name
	f_TC_7_1_1_3_8_NR_Common

	Reason for change
	1. Since CA is active, the NR_SRB_COMMON_IND at step 5 will include MacBearerRouting IE
2. Signalling indications in postamble will also include MACBearerRouting

	Summary of change
	1. Expect MACBearerRoutng at step 5
2. Release CA at the end of the test body so that MAC bearer routing is disabled for postamble signalling

	TTCN module
	MAC_CA_NR5GC

	MCC160 Comment
	



Before Change
	function f_TC_7_1_1_3_8_NR_Common (NR_CellId_Type p_PCell,
v_V1530Ext := cs_NR_RRCReconfiguration_v1530_IEs(bit2oct(encvalue(v_SCGConfig)));

//@siclog "Steps 3" siclog@
//The SS transmits UL grant to the UE at every 10ms in PDCCH occasion.
f_NR_ULGrantConfiguration_StartPeriodicGrant(p_PCell, cs_TimingInfo_Now, v_NR_ResourceAllocation, 10);
//@siclog "Steps 4" siclog@
f_NR_SS_SystemIndCtrlConfig(p_PCell, cds_NR_SystemIndCtrl_MAC_PHR(enable));
f_NR_SendRRCReconfiguration (p_PCell, -,-, v_V1530Ext,-,-,-,false);
//@siclog "Steps 5" siclog@
alt {
[not v_RRC_MsgRcvd] SRB.receive(car_NR_SRB_RrcPdu_IND(p_PCell, tsc_NR_RbId_SRB1, cr_38508_RRCReconfigurationComplete))
{
f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 5");
v_RRC_MsgRcvd := true;
if(not v_PHR_Rcvd){ repeat;}
}
[not v_PHR_Rcvd] SYSIND.receive(car_NR_SYSTEM_MultiEntryPHR_IND(p_PCell, cr_NR_MAC_CE_MultiEntryPHR_1Entry(?)))
{
f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 5 Parallel Behaviour");
v_PHR_Rcvd := true;
if(not v_RRC_MsgRcvd){ repeat;}

//@siclog "Steps 21-22" siclog@
v_MAC_CellGroupConfig.phr_Config := { release := NULL };
f_NR_CellInfo_SetMAC_CellGroupConfig(p_PCell, v_MAC_CellGroupConfig);
v_SCGConfig := cs_38508_CellGroupConfig (tsc_NR_CellGroupId_MCG, //@sic R5s200094 sic@
omit,
omit,
v_MAC_CellGroupConfig);
v_V1530Ext := cs_NR_RRCReconfiguration_v1530_IEs(bit2oct(encvalue(v_SCGConfig)));

f_NR_SendRRCReconfiguration (p_PCell, -,-, v_V1530Ext);


f_NR_TestBody_Set(false);

//Postamble
f_NR_ULGrantConfiguration_Start(p_PCell); // Def UL Grant Config
//@sic R5s210953 sic@

f_NR_Postamble(p_PCell, STATE_CONNECTED_3A);
} //end of f_TC_7_1_1_3_8_NR_Common



After Change
	function f_TC_7_1_1_3_8_NR_Common (NR_CellId_Type p_PCell,
v_V1530Ext := cs_NR_RRCReconfiguration_v1530_IEs(bit2oct(encvalue(v_SCGConfig)));

//@siclog "Steps 3" siclog@
//The SS transmits UL grant to the UE at every 10ms in PDCCH occasion.
f_NR_ULGrantConfiguration_StartPeriodicGrant(p_PCell, cs_TimingInfo_Now, v_NR_ResourceAllocation, 10);
//@siclog "Steps 4" siclog@
f_NR_SS_SystemIndCtrlConfig(p_PCell, cds_NR_SystemIndCtrl_MAC_PHR(enable));
f_NR_SendRRCReconfiguration (p_PCell, -,-, v_V1530Ext,-,-,-,false);
//@siclog "Steps 5" siclog@
alt {
[not v_RRC_MsgRcvd] SRB.receive(car_NR_SRB_RrcPdu_IND(p_PCell, tsc_NR_RbId_SRB1, cr_38508_RRCReconfigurationComplete,-,crs_MacBearerRouting(p_PCell)))
{
f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 5");
v_RRC_MsgRcvd := true;
if(not v_PHR_Rcvd){ repeat;}
}
[not v_PHR_Rcvd] SYSIND.receive(car_NR_SYSTEM_MultiEntryPHR_IND(p_PCell, cr_NR_MAC_CE_MultiEntryPHR_1Entry(?)))
{
f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 5 Parallel Behaviour");
v_PHR_Rcvd := true;
if(not v_RRC_MsgRcvd){ repeat;}

//@siclog "Steps 21-22" siclog@
v_MAC_CellGroupConfig.phr_Config := { release := NULL };
f_NR_CellInfo_SetMAC_CellGroupConfig(p_PCell, v_MAC_CellGroupConfig);
v_SCGConfig := cs_38508_CellGroupConfig (tsc_NR_CellGroupId_MCG, //@sic R5s200094 sic@
omit,
omit,
v_MAC_CellGroupConfig);
v_V1530Ext := cs_NR_RRCReconfiguration_v1530_IEs(bit2oct(encvalue(v_SCGConfig)));

f_NR_SendRRCReconfiguration (p_PCell, -,-, v_V1530Ext,-,-,-,-,-,crs_MacBearerRouting(p_PCell));

f_NR5GC_Rel_1SCell(p_PCell, p_SCell); //Release CA so that MAC bearer routing is disabled @sic R5-213516 sic@ //KS R5s21xxx
f_NR_TestBody_Set(false);

//Postamble
f_NR_ULGrantConfiguration_Start(p_PCell); // Def UL Grant Config
//@sic R5s210953 sic@

f_NR_Postamble(p_PCell, STATE_CONNECTED_3A);
} //end of f_TC_7_1_1_3_8_NR_Common




