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	Reason for change:
	In the test cases 10.3.1 and 10.9.1, the IP handling is not restored.   So, test case fails when the UE sends Routing Solicitation (RS) message as it is not routed via DRBMUX routing table

	
	

	Summary of change:
	Restored IP handling after Test loop Mode B is deactivated to receive RS message from UE
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1. [bookmark: _Toc122434485][bookmark: _Toc51060798]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk50 related to the title of this CR.
Contact:	Kalahasti, Narendra
	Narendra.Kalahasti@anritsu.com

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc51060799]Corrections required

	Function name
	fl_TC_10_3_1_and_10_9_1_Prepare2ndRun

	Reason for change
	In the test cases 10.3.1 and 10.9.1, the IP handling is not restored.   So, test case fails when the UE sends Routing Solicitation (RS) message as it is not routed via DRBMUX routing table

	Summary of change
	Restored IP handling after Test loop Mode B is deactivated to receive RS message from UE

	TTCN module
	LTE\10\ESM_Testcase.ttcn



	MCC160 Comment
	



Before change:
  …

  function fl_TC_10_3_1_and_10_9_1_Prepare2ndRun(EUTRA_CellId_Type p_CellId) runs on EUTRA_PTC  // @sic R5s130366 sic@
  {
    // Activate DHCP and ICMPv6 - had been stopped previously when test loop was activated
    f_IP_Handling_StartPDN(IP, PDN_1, cs_DrbInfo_EUTRA(p_CellId, tsc_DRB1)); // @sic R5s110673 sic@ @sic R5s110776 sic@

    // open test loop
    // deactivate test mode
    f_EUTRA_OpenUE_TestLoopMode_Deactivate_TestMode (p_CellId);

    // The UE is brought into state Switched OFF (state 1) according to 36.508.
    f_EUTRA_UE_Detach_SwitchOffUe(p_CellId, RRC_CONNECTED);  // @sic R5s130122 sic@ @sic R5s150701 sic@

    // no need to reset and reconfigure DRBs @sic R5s150701 sic@

    // Switched ON the UE
    f_UT_SwitchOnUE(UT, false);   // @sic R5s130122 sic@
  }
  ....

After change:

 …

    function fl_TC_10_3_1_and_10_9_1_Prepare2ndRun(EUTRA_CellId_Type p_CellId) runs on EUTRA_PTC  // @sic R5s130366 sic@
  {
    // Activate DHCP and ICMPv6 - had been stopped previously when test loop was activated
    f_IP_Handling_StartPDN(IP, PDN_1, cs_DrbInfo_EUTRA(p_CellId, tsc_DRB1)); // @sic R5s110673 sic@ @sic R5s110776 sic@

    // open test loop
    // deactivate test mode
    f_EUTRA_OpenUE_TestLoopMode_Deactivate_TestMode (p_CellId);

    // The UE is brought into state Switched OFF (state 1) according to 36.508.
    f_EUTRA_UE_Detach_SwitchOffUe(p_CellId, RRC_CONNECTED);  // @sic R5s130122 sic@ @sic R5s150701 sic@

    // no need to reset and reconfigure DRBs @sic R5s150701 sic@
     f_IP_Routing_RestoreRoutingTable(IP); //Anritsu fix for 10.3.1 and 10.9.1
    // Switched ON the UE
    f_UT_SwitchOnUE(UT, false);   // @sic R5s130122 sic@
  }
…
