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	Reason for change:
	Following the Prose CR R5-211500, the capabilities “pucch-F2-WithFH” and “pucch-F3-WithFH” are marked as 'supported' under phy-Parameters. but are marked as 'not checked' for phy-ParametersFRX-Diff under fr1-Add-UE-NR-Capabilities and fr2-Add-UE-NR-Capabilities.

Currently the TTCN implementation is using the same template cr_NR_Phy_ParametersFRX_Diff for phy-ParametersFRX-Diff IE at all 3 places: for phy-Parameters (from f_NR_PhyParametersFRX_Diff()), and also for Fr1-Add-UE-NR-Capabilities and Fr2-Add-UE-NR-Capabilities (from cr_UE_NR_CapabilityAddFRX_Mode). This template expcts these capabilties as “supported”, so a UE which reports these  as “supported” in phy-Paramters but omits them in the Frx-Add-UE_NR-Capabilities will currently fail the capability checking test case. 



	
	

	Summary of change:
	Change phy_ParametersFRX_Diff to “*” in cr_UE_NR_CapabilityAddFRX_Mode, so that “pucch-F2-WithFH” and “pucch-F3-WithFH” are also not checked.

	 
	

	Consequences if not approved:
	A conformant UE may fail the capability checking test case
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1. [bookmark: _Toc122434485][bookmark: _Toc70512788]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk12 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc70512789]Corrections required
2.1 [bookmark: _Toc70512790]Change 1
	Function name
	function f_NR_Phy_ParametersFRX_Diff()

	Reason for change
	Following the Prose CR R5-211500, the capabilities “pucch-F2-WithFH” and “pucch-F3-WithFH” are marked as 'supported' under phy-Parameters. but are marked as 'not checked' for phy-ParametersFRX-Diff under fr1-Add-UE-NR-Capabilities and fr2-Add-UE-NR-Capabilities.

Currently the TTCN implementation is using the same template cr_NR_Phy_ParametersFRX_Diff for phy-ParametersFRX-Diff IE at all 3 places: for phy-Parameters (from f_NR_PhyParametersFRX_Diff()), and also for Fr1-Add-UE-NR-Capabilities and Fr2-Add-UE-NR-Capabilities (from cr_UE_NR_CapabilityAddFRX_Mode). This template expcts these capabilties as “supported”, so a UE which reports these  as “supported” in phy-Paramters but omits them in the Frx-Add-UE_NR-Capabilities will currently fail the capability checking test case. 


	Summary of change
	Change phy_ParametersFRX_Diff to “*” in cr_UE_NR_CapabilityAddFRX_Mode, so that “pucch-F2-WithFH” and “pucch-F3-WithFH” are also not checked.

	TTCN module
	NR_AuxiliaryCapCheckFunctions.ttcn

	MCC160 Comment
	




Before Change:
	
  template (present) UE_NR_CapabilityAddFRX_Mode cr_UE_NR_CapabilityAddFRX_Mode :=
  { /* @status    APPROVED (ENDC, NR5GC) */
   phy_ParametersFRX_Diff := cr_NR_Phy_ParametersFRX_Diff ifpresent,   
    measAndMobParametersFRX_Diff := cr_NR_MeasAndMobParametersFRX_Diff ifpresent
  };

	




After Change:
	  
  template (present) UE_NR_CapabilityAddFRX_Mode cr_UE_NR_CapabilityAddFRX_Mode :=
  { /* @status    APPROVED (ENDC, NR5GC) */
    phy_ParametersFRX_Diff := *, 
    measAndMobParametersFRX_Diff := cr_NR_MeasAndMobParametersFRX_Diff ifpresent
  };



