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	Reason for change:
	Following the implementation of TTCN CR R5s2110125, for the RRCConnectionReconfgiuration at step 8, measObjectId in MeasIdToAddMod[1] is incorrectly set to “6”. This should  be “1” according to the prose, this will correspond to the MeasObject containing frequencies for cell 1 in measObjectToAddModList.
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1. [bookmark: _Toc122434485][bookmark: _Toc61465330]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk12 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc61465331]Corrections required
1. Change 1

	Function name
	Template cs_Measurement_Config_A3_InterFreq_8_2_4_1Xa_Step8

	Reason for change
	Following the implementation of TTCN CR R5s2110125, measObjectId in MeasIdToAddMod[1] is incorrectly set to “6”, this should  be “1” according to the prose, this will correspond to the MeasObject containing frequencies for cell 1 in measObjectToAddModList.

	Summary of change
	Correct measObjectId in MeasIdToAddMod[1] 

	TTCN module
	RRC_Handover.ttcn




Before change

template (value) MeasConfig cs_Measurement_Config_A3_InterFreq_8_2_4_1Xa_Step8(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,
                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth1,
                                                                                 ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq2,
                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth2,
                                                                                 template (omit) MeasGapConfig p_MeasGapConfig := omit,
                                                                                 template (omit) MeasObjectToAddModList_v9e0 p_MeasObjectToAddModList_v9e0 := omit) :=  //@sic R5-133693 sic@ @sic R5-171995 sic@
  /* @status    APPROVED (LTE) */
    cs_MeasConfig(omit,
                  cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,
                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),
                                                     tsc_IdMeasObject_f6,
                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq2, p_MeasurementBandwidth2)), //@sic R5s210125 sic@
                  omit,
                  cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3, cs_508_ReportConfigEUTRA_A3),
                  omit,
                  cs_MeasIdToAddModList_1Entry( 1, tsc_IdMeasObject_f6, tsc_IdReportConfig_A3 ), //@sic R5s210125 sic@
                  -,
                  p_MeasGapConfig,
                  -,
                  -,
                  -,
                  p_MeasObjectToAddModList_v9e0); // @sic R5-171995 sic@


After change

template (value) MeasConfig cs_Measurement_Config_A3_InterFreq_8_2_4_1Xa_Step8(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq1,
                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth1,
                                                                                 ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq2,
                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth2,
                                                                                 template (omit) MeasGapConfig p_MeasGapConfig := omit,
                                                                                 template (omit) MeasObjectToAddModList_v9e0 p_MeasObjectToAddModList_v9e0 := omit) :=  //@sic R5-133693 sic@ @sic R5-171995 sic@
  /* @status    APPROVED (LTE) */
    cs_MeasConfig(omit,
                  cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,
                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq1, p_MeasurementBandwidth1),
                                                     tsc_IdMeasObject_f6,
                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq2, p_MeasurementBandwidth2)), //@sic R5s210125 sic@
                  omit,
                  cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3, cs_508_ReportConfigEUTRA_A3),
                  omit,
                  cs_MeasIdToAddModList_1Entry( 1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3 ), //@sic R5s210125 sic@
                  -,
                  p_MeasGapConfig,
                  -,
                  -,
                  -,
                  p_MeasObjectToAddModList_v9e0); // @sic R5-171995 sic@
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