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	Reason for change:
	In the currecnt  TTCN implemenation the variable v_UE_CapabilityContainer_Add_Ext  is declared, but not assigned any value.
In case the UE does not include IE RRCConnectionSetupComplete_r3_add_ext_IEs  in the rrcConnection SetupComplete message, this variable remains un-initialized.

This causes runtime error when this variable is passed to function fl_UTRAN34_CheckCapabilityContainerAddExt.

This needs to be corrected.


	
	

	Summary of change:
	 Instead of leaving v_UE_CapabilityContainer_Add_Ext  un-initialized, assigned it OMIT.
Please see below.
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Object name 
	fl_UTRAN34_CheckAllCapabilitiesIn_RrcConnectionSetupComplete

	Reason for change
	In the currecnt  TTCN implemenation the variable v_UE_CapabilityContainer_Add_Ext  is declared, but not assigned any value.
In case the UE does not include IE RRCConnectionSetupComplete_r3_add_ext_IEs  in the rrcConnection SetupComplete message, this variable remains un-initialized.

This causes runtime error when this variable is passed to function fl_UTRAN34_CheckCapabilityContainerAddExt.

This needs to be corrected.


	Summary of change
	Instead of leaving v_UE_CapabilityContainer_Add_Ext  un-initialized, assigned it OMIT.
Please see below.

	Module
	UTRAN34_UE_CapabilityInfo.ttcn

	Label
	



Before:
	function fl_UTRAN34_CheckAllCapabilitiesIn_RrcConnectionSetupComplete(UTRAN_CellId_Type p_CellId,
                                                                        RRCConnectionSetupComplete p_RRCConnectionSetupComplete) runs on UTRAN_PTC
  {
    var UE_CapabilityContainer_IEs v_UE_CapabilityContainer;
    var bitstring v_UeCapabilityContainerBitstring;
    var bitstring v_UeCapabilityContainerAddExtBitstring;
    var RRCConnectionSetupComplete_r3_add_ext_IEs v_UE_CapabilityContainer_Add_Ext;
    
    // Decode the UE-CapabilityContainer
<<SKIPPED CODE>>



After:
	function fl_UTRAN34_CheckAllCapabilitiesIn_RrcConnectionSetupComplete(UTRAN_CellId_Type p_CellId,
                                                                        RRCConnectionSetupComplete p_RRCConnectionSetupComplete) runs on UTRAN_PTC
  {
    var UE_CapabilityContainer_IEs v_UE_CapabilityContainer;
    var bitstring v_UeCapabilityContainerBitstring;
    var bitstring v_UeCapabilityContainerAddExtBitstring;
    var RRCConnectionSetupComplete_r3_add_ext_IEs v_UE_CapabilityContainer_Add_Ext := omit;
    
    // Decode the UE-CapabilityContainer
<SKIPPED CODE>








