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	Reason for change:
	According to TS38.523-1 Table 7.1.1.5.2.3.2-1, step12 is the TP.

	
	

	Summary of change:
	 Change the step number to 12 after step12 finished.
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	Incorrect tips may mislead the users.
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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc122434485][bookmark: _Toc73456524][bookmark: _Toc73456840]Overview
This document lists all the changes needed to correct issues in the ATSiwd-TTCN3-B2020-09_D20wk50related to the title of this CR.
Contact:	Ting Gao
	gaoting@starpointcomm.com
1. [bookmark: _Toc73456841]Corrections required
1.1 [bookmark: _Toc73456842]Change1
	Functionname
	f_TC_7_1_1_5_2_NR_TestBody

	Reason for change
	According to TS38.523-1 Table 7.1.1.5.2.3.2-1, step12 is the TP.

	Summary of change
	Change the step number to 12 after step12 finished.

	TTCN module
	Idle_CellReSelection_NR5GC_EUTRA.ttcn

	MCC160 Comment
	



Before Change:
	function f_TC_7_1_1_5_2_NR_TestBody(DRB_Identity p_NR_DRB_Id) runs on NR_BASE_PTC
  { /* L2/MAC
     * 7.1.1.5.2 : DRX operation / Short cycle not configured / Long DRX command MAC control element reception
     */
    const UInt_Type tsc_DrxStartOffset := 7; // in ms @sic R5-202609 sic@
    const UInt_Type tsc_HarqProcessId :=0; //Arbitrarily selected
    const UInt_Type tsc_DRXRetransTimer_DL := 80;// in slots
const UInt_Type tsc_DRX_HARQ_RTT_TimerDL := 4;// in slots 56/14
…

    //@siclog "Step 12" siclog@
    // Check: Does the UE transmit a HARQ NACK for the DL MAC PDU in Step 11?
    SYSIND.receive(car_NR_SYSTEM_UL_HARQ_IND(nr_Cell1, ack));
    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 11");
    t_Watchdog.stop;
 }



After Change:
	function f_TC_7_1_1_5_2_NR_TestBody(DRB_Identity p_NR_DRB_Id) runs on NR_BASE_PTC
  { /* L2/MAC
     * 7.1.1.5.2 : DRX operation / Short cycle not configured / Long DRX command MAC control element reception
     */
    const UInt_Type tsc_DrxStartOffset := 7; // in ms @sic R5-202609 sic@
    const UInt_Type tsc_HarqProcessId :=0; //Arbitrarily selected
    const UInt_Type tsc_DRXRetransTimer_DL := 80;// in slots
const UInt_Type tsc_DRX_HARQ_RTT_TimerDL := 4;// in slots 56/14
…

    //@siclog "Step 12" siclog@
    // Check: Does the UE transmit a HARQ NACK for the DL MAC PDU in Step 11?
    SYSIND.receive(car_NR_SYSTEM_UL_HARQ_IND(nr_Cell1, ack));
    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 12");
    t_Watchdog.stop;
 }




