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	Reason for change:
	At step 4, UE cannot receive RegistrationAccept because it is sent with SRB2, which has not been established 

	
	

	Summary of change:
	Send RegistrationAccept using SRB1
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1. [bookmark: _Toc122434485][bookmark: _Toc75963323]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk24 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc75963324]Corrections required

[bookmark: _Toc278558114][bookmark: _Toc279399112][bookmark: _Toc370291978][bookmark: _Toc370840834][bookmark: OLE_LINK8][bookmark: OLE_LINK9][bookmark: OLE_LINK12][bookmark: OLE_LINK15][bookmark: OLE_LINK57][bookmark: OLE_LINK58]2.1 Change 1
	Function name
	f_NR5GC_MobilityRegistrationWithRegistrationAcceptMsg

	Reason for change
	At step 4, UE cannot receive RegistrationAccept because it is sent with SRB2, which has not been established 

	Summary of change
	Send RegistrationAccept using SRB1

	TTCN module
	Idle_CellReSelection_NR5GC

	MCC160 Comment
	



Before Change
	  function f_NR5GC_MobilityRegistrationWithRegistrationAcceptMsg (NR_CellId_Type p_NR_CellId,
                                                                  template (omit) PLMN_List p_EPLMNs := omit,
                                                                  RRCConnectionReleaseRequired_Type p_ReleaseConnection := rrcConnectionRelease) runs on NR5GC_PTC
  { // @sic R5-211330 R5s210440 sic@
…
…
    // Step 4: Registration Accept
    v_MsgToSend := f_Get_NG_RegistrationAcceptMsg (Mobility,
                                                   v_GMM_MobilityInfo,
                                                   v_GUTIToSend,
                                                   v_TAIList,
                                                   p_EPLMNs,
                                                   cs_NSSAI_SSTs('15'O));
    SRB.send(cas_NR_SRB_NasPdu_REQ(p_NR_CellId, -, -, cs_NG_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered, v_MsgToSend)));

    // Step 5
    f_NR5GC_Registration_Complete(p_NR_CellId); // only SRB1
…

  }



After Change
	function f_NR5GC_MobilityRegistrationWithRegistrationAcceptMsg (NR_CellId_Type p_NR_CellId,
                                                                  template (omit) PLMN_List p_EPLMNs := omit,
                                                                  RRCConnectionReleaseRequired_Type p_ReleaseConnection := rrcConnectionRelease) runs on NR5GC_PTC
  { // @sic R5-211330 R5s210440 sic@
…
…
    // Step 4: Registration Accept
    v_MsgToSend := f_Get_NG_RegistrationAcceptMsg (Mobility,
                                                   v_GMM_MobilityInfo,
                                                   v_GUTIToSend,
                                                   v_TAIList,
                                                   p_EPLMNs,
                                                   cs_NSSAI_SSTs('15'O));
    SRB.send(cas_NR_SRB_NasPdu_REQ(p_NR_CellId, tsc_NR_RbId_SRB1, -, cs_NG_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered, v_MsgToSend)));//KS r5sxx change_6128

    // Step 5
    f_NR5GC_Registration_Complete(p_NR_CellId); // only SRB1
…

  }



