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	Reason for change:
	During the initialization of the TC 9.2.3.1.5b, UE needs to be switched OFF after configuring the PSM, but in TTCN it is currently using SwitchON function instead. Without this change, test does not fail but switchOFF added for logical completeness.

	
	

	Summary of change:
	Replaced the function f_UT_SwitchOnUE with f_UT_SwitchOffUE
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1. [bookmark: _Toc122434485][bookmark: _Toc52895930]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3- B2020-09_D21wk12 related to the title of this CR.
Contact:	Kalahasti, Narendra
	Narendra.Kalahasti@anritsu.com

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc54186268]Corrections required
2.1 Change 1
	Function name
	f_TC_9_2_3_1_5b_EUTRA

	Reason for change
	During the initialization of the TC 9.2.3.1.5b, UE needs to be switched OFF after configuring the PSM, but in TTCN it is currently using SwitchON function instead. Without this change, test does not fail but switchOFF added for logical completeness.

	Summary of change
	Replaced the function f_UT_SwitchOnUE with f_UT_SwitchOffUE

	TTCN module
	LTE_A_R12\9_2\NAS_Attach_EOnly_R12.ttcn

	MCC160 Comment
	



Before change:
function f_TC_9_2_3_1_5b_EUTRA() runs on EUTRA_PTC
  { /* Periodic tracking area update / Accepted / PSM / T3412 Extended Value */
    //  create cell and send out system information
    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c1);
    f_UT_SwitchOnUE(UT, false, CNF_REQUIRED); // @sic R5s180153 sic@
    f_UT_ConfigurePSM(UT, omit, omit, omit, true, CNF_REQUIRED); // @sic R5s170325, R5-176154, R5s180154 sic@
    f_UT_SwitchOnUE(UT, false, CNF_REQUIRED); // @sic R5s180153 sic@
    
    // create cell and send out system information
    f_EUTRA_CellConfig_Def(eutra_CellA);
    f_UT_ConfigureEPSAttach(UT);
    
    //Preamble: UE is in state Registered, Idle Mode (state 2) on Cell A
    f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE, EPS_Only);
    
    f_EUTRA_TestBody_Set(true);
    fl_TC_9_2_3_1_5b_Body();
    
    // Postamble
    f_EUTRA_TestBody_Set(false);
    f_EUTRA_Postamble(eutra_CellA, E2_T3440, EPS_Only); //@sic R5s160882 Ch. 2  - R5s180256 sic@
  }


After change:
function f_TC_9_2_3_1_5b_EUTRA() runs on EUTRA_PTC
  { /* Periodic tracking area update / Accepted / PSM / T3412 Extended Value */
    //  create cell and send out system information
    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c1);
    f_UT_SwitchOnUE(UT, false, CNF_REQUIRED); // @sic R5s180153 sic@
    f_UT_ConfigurePSM(UT, omit, omit, omit, true, CNF_REQUIRED); // @sic R5s170325, R5-176154, R5s180154 sic@
    f_UT_SwitchOffUE(UT, false, CNF_REQUIRED); // @sic R5s180153 sic@
    
    // create cell and send out system information
    f_EUTRA_CellConfig_Def(eutra_CellA);
    f_UT_ConfigureEPSAttach(UT);
    
    //Preamble: UE is in state Registered, Idle Mode (state 2) on Cell A
    f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE, EPS_Only);
    
    f_EUTRA_TestBody_Set(true);
    fl_TC_9_2_3_1_5b_Body();
    
    // Postamble
    f_EUTRA_TestBody_Set(false);
    f_EUTRA_Postamble(eutra_CellA, E2_T3440, EPS_Only); //@sic R5s160882 Ch. 2  - R5s180256 sic@
  }

