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1. [bookmark: _Toc122434485][bookmark: _Toc52895930][bookmark: _Toc72918237][bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc73096717]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D21wk12 related to the title of this CR.
Contact:	Kalahasti, Narendra
	Narendra.Kalahasti@anritsu.com
1. Corrections required
1. [bookmark: _Toc68876477][bookmark: _Toc73096718][bookmark: _Toc30685522]Change 1
	Function name
	function fl_TC_6_3_1_2_TestBody()

	Reason for change
	As per TS 38.523-1, steps 18a1-18a5 shall be executed if pc_SOR_ACKNotReqLocalRel set to false. Currently, steps are executed for true.

	Summary of change
	Modifed to execute 18a1-a5 when pc_SOR_ACKNotReqLocalRel set to false.

	TTCN module
	SOR_NR5GC.ttcn

	MCC160 Comment
	



Before Change
function fl_TC_6_3_1_2_TestBody() runs on NR5GC_PTC{
…
//@siclog "Step 17" siclog@
    //The UE transmits an ULInformationTransfer message and REGISTRATION COMPLETE message without Steering of Roaming Transparent container.
    f_NR5GC_Registration_Complete(nr_Cell13);
    //EXCEPTION: Steps 18a1-18a5 are performed IF pc_SOR_ACKNotReqLocalRel is False, ELSE step 18b1 is performed.//@sic R5-211380 sic@
    if (pc_SOR_ACKNotReqLocalRel){//@sic R5-211380 sic@
      //EXCEPTION: Step 18a1a1 is performed in pc_noOf_PDUsSameConnection > 0.
      if (pc_noOf_PDUsSameConnection > 0 ){
        //@siclog "Step 18a1a1" siclog@//@sic R5-211380 sic@
        //The generic procedure for UE-requested PDU session establishment, specified in subclause 4.5A.2, takes place performing establishment of UE-requested PDU session(s)
        //with ExpectedNumberOfNewPDUSessions = pc_noOf_PDUsSameConnection.
        f_NR5GC_PDUSessionEstablishment (nr_Cell13);
      }
      //@siclog "Step 18a2" siclog@//@sic R5-211380 sic@
      //The SS transmits an RRCRelease message.
      f_NR_RRCRelease(nr_Cell13);
      //EXCEPTION: Step 18a3a1 is performed if pc_noOf_PDUsNewConnection > 0 and the UE starts PDU session establishment automatically
      if (pc_noOf_PDUsNewConnection > 0 ){
        //@siclog "Step 18a3a1" siclog@//@sic R5-211380 sic@
        //The generic procedure for UE-requested PDU session establishment, specified in subclause 4.5.2.2-4, takes place from step 2 to 9a1 performing establishment of UE-requested PDU session(s)
        //with ExpectedNumberOfNewPDUSessions = pc_noOf_PDUsNewConnection and then release the RRC Connection.
        t_Wait.start;
        alt {
          [] SRB.check(receive(car_NR_SRB0_RrcPdu_IND(nr_Cell13, cr_38508_RRCSetupRequest(cr_NR_EstablishmentCause_Any))))
            {
              t_Wait.stop;
              f_NR5GC_ExIdlePDUsession(nr_Cell13);
            }
          [] SRB.check(receive(car_NR_SRB0_RrcPdu_IND(nr_Cell11, cr_38508_RRCSetupRequest(cr_NR_EstablishmentCause_Any))))
            {
              t_Wait.stop;
            }
          [] t_Wait.timeout{}
        }
      }
      //@siclog "Steps 18a4-18a5a1"-Void siclog@//@sic R5-211380 sic@
    }
    else{
      //@siclog "Step 18b1" siclog@//@sic R5-202598 sic@
      //SS performs local release
      f_NR_RRCRelease_Local(nr_Cell13, f_NR_GetNextSendOccasion_DL(nr_Cell13));
    }
…
}

After Change
function fl_TC_6_3_1_2_TestBody() runs on NR5GC_PTC{
…
//@siclog "Step 17" siclog@
    //The UE transmits an ULInformationTransfer message and REGISTRATION COMPLETE message without Steering of Roaming Transparent container.
    f_NR5GC_Registration_Complete(nr_Cell13);
    //EXCEPTION: Steps 18a1-18a5 are performed IF pc_SOR_ACKNotReqLocalRel is False, ELSE step 18b1 is performed.//@sic R5-211380 sic@
    if (not pc_SOR_ACKNotReqLocalRel){//@sic R5-211380 sic@
      //EXCEPTION: Step 18a1a1 is performed in pc_noOf_PDUsSameConnection > 0.
      if (pc_noOf_PDUsSameConnection > 0 ){
        //@siclog "Step 18a1a1" siclog@//@sic R5-211380 sic@
        //The generic procedure for UE-requested PDU session establishment, specified in subclause 4.5A.2, takes place performing establishment of UE-requested PDU session(s)
        //with ExpectedNumberOfNewPDUSessions = pc_noOf_PDUsSameConnection.
        f_NR5GC_PDUSessionEstablishment (nr_Cell13);
      }
      //@siclog "Step 18a2" siclog@//@sic R5-211380 sic@
      //The SS transmits an RRCRelease message.
      f_NR_RRCRelease(nr_Cell13);
      //EXCEPTION: Step 18a3a1 is performed if pc_noOf_PDUsNewConnection > 0 and the UE starts PDU session establishment automatically
      if (pc_noOf_PDUsNewConnection > 0 ){
        //@siclog "Step 18a3a1" siclog@//@sic R5-211380 sic@
        //The generic procedure for UE-requested PDU session establishment, specified in subclause 4.5.2.2-4, takes place from step 2 to 9a1 performing establishment of UE-requested PDU session(s)
        //with ExpectedNumberOfNewPDUSessions = pc_noOf_PDUsNewConnection and then release the RRC Connection.
        t_Wait.start;
        alt {
          [] SRB.check(receive(car_NR_SRB0_RrcPdu_IND(nr_Cell13, cr_38508_RRCSetupRequest(cr_NR_EstablishmentCause_Any))))
            {
              t_Wait.stop;
              f_NR5GC_ExIdlePDUsession(nr_Cell13);
            }
          [] SRB.check(receive(car_NR_SRB0_RrcPdu_IND(nr_Cell11, cr_38508_RRCSetupRequest(cr_NR_EstablishmentCause_Any))))
            {
              t_Wait.stop;
            }
          [] t_Wait.timeout{}
        }
      }
      //@siclog "Steps 18a4-18a5a1"-Void siclog@//@sic R5-211380 sic@
    }
    else{
      //@siclog "Step 18b1" siclog@//@sic R5-202598 sic@
      //SS performs local release
      f_NR_RRCRelease_Local(nr_Cell13, f_NR_GetNextSendOccasion_DL(nr_Cell13));
    }
…
}
