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	Reason for change:
	Following R5-216199, the UE is in test state 0-A following preamble since the UE has no USIM.

	
	

	Summary of change:
	Change preamble state to STATE_OFF_0A

	 
	

	Consequences if not approved:
	A conformant UE can fail this test case
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1. [bookmark: _Toc122434485][bookmark: _Toc78271350]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk37 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc78271351]Corrections required
1. [bookmark: _Toc30685521]Change 1
	Function name
	f_TC_11_4_3_NR5GC

	Reason for change
	Following R5-216199, the UE is in test state 0-A following preamble since the UE has no USIM.

	Summary of change
	Change preamble state to STATE_OFF_0A

	TTCN module
	Emergency_NR5GC

	MCC160 Comment
	



Before Change
	   function f_TC_11_4_3_NR5GC() runs on NR5GC_PTC
  {
  
    f_NR5GC_Init(NR_1);// System information combination NR-1 as defined in TS 38.508-1 [4], subclause 4.4.3.1.2. SIB1 indicates ims-EmergencySupport.

    //Create and configure cells
    f_NR_CellConfig_Def(nr_Cell1);
    f_UT_USIM_Remove(UT);

    //The UE is in test state 0N-B (Switched Off) as defined in TS 38.508-1 [4], subclause 4.4A.2.
    f_NR5GC_Preamble (nr_Cell1, STATE_OFF_0B);
       
    f_NR_TestBody_Set(true);

    fl_TC_11_4_3_NR5GC_TestBody();

    f_NR_TestBody_Set(false);

    f_NR_Postamble(nr_Cell1, STATE_EMERGENCY_RELEASE_CONNECTED); // @sic R5-216199 sic@

  }



After Change
	function f_TC_11_4_3_NR5GC() runs on NR5GC_PTC
  {
  
    f_NR5GC_Init(NR_1);// System information combination NR-1 as defined in TS 38.508-1 [4], subclause 4.4.3.1.2. SIB1 indicates ims-EmergencySupport.

    //Create and configure cells
    f_NR_CellConfig_Def(nr_Cell1);
    f_UT_USIM_Remove(UT);

    //The UE is in test state 0N-B (Switched Off) as defined in TS 38.508-1 [4], subclause 4.4A.2.
    f_NR5GC_Preamble (nr_Cell1, STATE_OFF_0A); 
       
    f_NR_TestBody_Set(true);

    fl_TC_11_4_3_NR5GC_TestBody();

    f_NR_TestBody_Set(false);

    f_NR_Postamble(nr_Cell1, STATE_EMERGENCY_RELEASE_CONNECTED); // @sic R5-216199 sic@

  }




