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	Reason for change:
	IMS PTC should be reset when UE is switched off and on during the test case, to handle subsequent IMS registration.


	
	

	Summary of change:
	Replacing call to f_UT_SwitchOnUE() with f_NR5GC_SwitchOnAndResetIMS() at step 20

	 
	

	Consequences if not approved:
	A conformant IMS-enabled UE can fail this test case

	
	8.

	Clauses affected:
	9.1.5.1.3.NR5GC

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc88062717]Table of Contents
Table of Contents	2
1	Overview	3
2	Corrections required	3
2.1	Change 1	3


1. [bookmark: _Toc122434485][bookmark: _Toc88062718]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk37 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc88062719]Corrections required
1.1 [bookmark: _Toc14250]Change 1
	Function name
	function fl_TC_9_1_5_1_3_Body() runs on NR5GC_PTC

	Reason for change
	IMS PTC should be reset when UE is switched off and on during the test case, to handle subsequent IMS registration.

	Summary of change
	Replacing call to f_UT_SwitchOnUE() with f_NR5GC_SwitchOnAndResetIMS() at step 20

	TTCN module
	Initial_Registration_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	function fl_TC_9_1_5_1_3_Body() runs on NR5GC_PTC
  {
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);
    var NR_CellId_Type v_NGC_NASCellB := f_NR5GC_MapNASCell(ngc_CellB, NG_AllCellsOnSamePLMN);
    var NR_CellId_Type v_NGC_NASCellC := f_NR5GC_MapNASCell(ngc_CellC, NG_AllCellsOnSamePLMN);
    var NG_NAS_MSG_Indication_Type v_ReceivedMsg;

………

    //@siclog "Step 20" siclog@
    f_UT_SwitchOnUE(UT);

………
}




After Change:
	function fl_TC_9_1_5_1_3_Body() runs on NR5GC_PTC
  {
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);
    var NR_CellId_Type v_NGC_NASCellB := f_NR5GC_MapNASCell(ngc_CellB, NG_AllCellsOnSamePLMN);
    var NR_CellId_Type v_NGC_NASCellC := f_NR5GC_MapNASCell(ngc_CellC, NG_AllCellsOnSamePLMN);
    var NG_NAS_MSG_Indication_Type v_ReceivedMsg;

/* Skipping the code */

    //@siclog "Step 20" siclog@
    f_NR5GC_SwitchOnAndResetIMS();//Ks@21xxx

/*Skipping Code */
}}




