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1. [bookmark: _Toc122434485][bookmark: _Toc51060798]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk24 related to the title of this CR.
Contact:	Kalahasti, Narendra
	Narendra.Kalahasti@anritsu.com

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc51060799]Corrections required
[bookmark: _Toc2222][bookmark: _Toc75866761]2.1 Change 1
	[bookmark: OLE_LINK1]Function name
	f_TC_8_1_1_2_1_NR5GC

	Reason for change
	Currently TC fails at Step 18, upon reception of the short message UE acquires SIB1 but in SIB1 'schedulingInfoList' valuetag for SIB4 and SIB2 is not modified therefore UE considers the old SIB4 and SIB2 as valid. It is necessary to modify the valuetag so that UE can read new SIB4 and SIB2 from next modification period. (Ref 38.331 5.2.2.2.1 SIB validity)

	Summary of change
	Incremented value tag so that UE reads modified SIB4(Cell 1) and SIB2(Cell3)

	TTCN module
	NR5GC\8_1_1\RRC_ConnEst_NR5GC.ttcn

	MCC160 Comment
	



Before change:
function fl_TC_8_1_1_2_1_TestBody() runs on NR5GC_PTC
  { 
….
    //@sic R5-213466 sic@
    //@siclog "Step 18" siclog
    //The SS changes NR Cell 3 to high priority in SIB4.
    v_InterFreqCarrierFreqList := f_NR5GC_CellInfo_GetSIB4_InterFreqCarrierFreqList(nr_Cell1);
    v_InterFreqCarrierFreqList[0].cellReselectionPriority := 7;
    f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreqList(nr_Cell1, {v_InterFreqCarrierFreqList[0]});

    //@siclog "Step 18A" siclog
    f_NR_CellInfo_SetSIB2_CellReselectionPriority(nr_Cell3, 7);    

    //@siclog "Step 19" siclog
    //The SS transmits a Short message on PDCCH using P-RNTI indicating a systemInfoModification.
    f_NR_ModifySysinfo(nr_Cell1);
    f_NR_ModifySysinfo(nr_Cell3); 

    //@siclog "Step 20" siclog
    //Wait for 2.1* modification period to allow the new system information to take effect.
    f_NR_WaitModificationPeriods (nr_Cell1);

    //@siclog "Step 21" siclog
    //Check: Does the test result of generic test procedure step 1-9a1 in TS 38.508-1 [4] Table 4.9.4.2.2-1 indicate that the UE is in RRC_IDLE on NR Cell 3?
    f_NR5GC_CheckRRCIdle(nr_Cell3);
  }…

After change:
  function fl_TC_8_1_1_2_1_TestBody() runs on NR5GC_PTC
  { 
….
    //@sic R5-213466 sic@
    //@siclog "Step 18" siclog
    //The SS changes NR Cell 3 to high priority in SIB4.
    v_InterFreqCarrierFreqList := f_NR5GC_CellInfo_GetSIB4_InterFreqCarrierFreqList(nr_Cell1);
    v_InterFreqCarrierFreqList[0].cellReselectionPriority := 7;
    f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreqList(nr_Cell1, {v_InterFreqCarrierFreqList[0]});

    //@siclog "Step 18A" siclog
    f_NR_CellInfo_SetSIB2_CellReselectionPriority(nr_Cell3, 7);    

    //@siclog "Step 19" siclog
    //The SS transmits a Short message on PDCCH using P-RNTI indicating a systemInfoModification.
    f_NR_IncrementValueTag(nr_Cell1, sibType4); //Anritsu TTCN CR for 8.1.1.2.1
    f_NR_ModifySysinfo(nr_Cell1);
    f_NR_IncrementValueTag(nr_Cell3, sibType2); //Anritsu TTCN CR for 8.1.1.2.1
    f_NR_ModifySysinfo(nr_Cell3); 

    //@siclog "Step 20" siclog
    //Wait for 2.1* modification period to allow the new system information to take effect.
    f_NR_WaitModificationPeriods (nr_Cell1);

    //@siclog "Step 21" siclog
    //Check: Does the test result of generic test procedure step 1-9a1 in TS 38.508-1 [4] Table 4.9.4.2.2-1 indicate that the UE is in RRC_IDLE on NR Cell 3?
    f_NR5GC_CheckRRCIdle(nr_Cell3);
  }…

2.2 Change 2

	Function name
	fl_TC_8_1_1_2_1_TestBody

	[bookmark: _Hlk78202751]Reason for change
	Test Steps 15-21 are not logged in TTCN

	Summary of change
	Corrected TTCN steps logging syntax for Step 15 to Step 21

	TTCN module
	NR5GC\8_1_1\RRC_ConnEst_NR5GC.ttcn



	MCC160 Comment
	



Before change:
function fl_TC_8_1_1_2_1_TestBody() runs on NR5GC_PTC
  { 
…
    //@siclog "Step 13" siclog@
    //The SS transmits a Paging message including a matched ng-5G-S-TMSI on NR Cell 1.
    f_NR_Paging_Def(nr_Cell1, RRC_IDLE);

    //@siclog "Step 14" siclog@
    //Check: Does UE send RRCSetupRequest in 5 second?
    f_NR_CheckNoRRCSetupReq(nr_Cell1, v_Wait, - , "Step 14");  //  @sic R5s201387 sic@

    //@siclog "Step 15" siclog
    //@sic R5-202619 sic@
    //void
    
    //@siclog "Step 16" siclog
    //After expiry of connEstFailOffsetValidity, the SS waits 35s to allow UE to perform cell reselection.
    f_Delay(35.0);//@sic R5-201216 sic@

    //@siclog "Step 17" siclog
    //Check: Does the test result of generic test procedue step 1-9a1 in TS 38.508-1 [4] Table 4.9.4.2.2-1 indicate that the UE is in RRC_IDLE on NR Cell 1?
    f_NR5GC_CheckRRCIdle(nr_Cell1);// @sic R5-198911 sic@

    //@sic R5-213466 sic@
    //@siclog "Step 18" siclog
    //The SS changes NR Cell 3 to high priority in SIB4.
    v_InterFreqCarrierFreqList := f_NR5GC_CellInfo_GetSIB4_InterFreqCarrierFreqList(nr_Cell1);
    v_InterFreqCarrierFreqList[0].cellReselectionPriority := 7;
    f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreqList(nr_Cell1, {v_InterFreqCarrierFreqList[0]});

    //@siclog "Step 18A" siclog 
    f_NR_CellInfo_SetSIB2_CellReselectionPriority(nr_Cell3, 7);    

    //@siclog "Step 19" siclog
    //The SS transmits a Short message on PDCCH using P-RNTI indicating a systemInfoModification.
    f_NR_ModifySysinfo(nr_Cell1);
    f_NR_ModifySysinfo(nr_Cell3);
    //@siclog "Step 20" siclog
    //Wait for 2.1* modification period to allow the new system information to take effect.
    f_NR_WaitModificationPeriods (nr_Cell1);

    //@siclog "Step 21" siclog
    //Check: Does the test result of generic test procedure step 1-9a1 in TS 38.508-1 [4] Table 4.9.4.2.2-1 indicate that the UE is in RRC_IDLE on NR Cell 3?
    f_NR5GC_CheckRRCIdle(nr_Cell3);
  }

After change:

  function fl_TC_8_1_1_2_1_TestBody() runs on NR5GC_PTC
  { 
…
    //@siclog "Step 13" siclog@
    //The SS transmits a Paging message including a matched ng-5G-S-TMSI on NR Cell 1.
    f_NR_Paging_Def(nr_Cell1, RRC_IDLE);

    //@siclog "Step 14" siclog@
    //Check: Does UE send RRCSetupRequest in 5 second?
    f_NR_CheckNoRRCSetupReq(nr_Cell1, v_Wait, - , "Step 14");  //  @sic R5s201387 sic@

    //@siclog "Step 15" siclog@
    //@sic R5-202619 sic@
    //void
    
    //@siclog "Step 16" siclog@
    //After expiry of connEstFailOffsetValidity, the SS waits 35s to allow UE to perform cell reselection.
    f_Delay(35.0);//@sic R5-201216 sic@

    //@siclog "Step 17" siclog@
    //Check: Does the test result of generic test procedue step 1-9a1 in TS 38.508-1 [4] Table 4.9.4.2.2-1 indicate that the UE is in RRC_IDLE on NR Cell 1?
    f_NR5GC_CheckRRCIdle(nr_Cell1);// @sic R5-198911 sic@

    //@sic R5-213466 sic@
    //@siclog "Step 18" siclog@
    //The SS changes NR Cell 3 to high priority in SIB4.
    v_InterFreqCarrierFreqList := f_NR5GC_CellInfo_GetSIB4_InterFreqCarrierFreqList(nr_Cell1);
    v_InterFreqCarrierFreqList[0].cellReselectionPriority := 7;
    f_NR5GC_CellInfo_SetSIB4_InterFreqCarrierFreqList(nr_Cell1, {v_InterFreqCarrierFreqList[0]});

    //@siclog "Step 18A" siclog@
    f_NR_CellInfo_SetSIB2_CellReselectionPriority(nr_Cell3, 7);    

    //@siclog "Step 19" siclog@
    //The SS transmits a Short message on PDCCH using P-RNTI indicating a systemInfoModification.
    f_NR_ModifySysinfo(nr_Cell1);
    f_NR_ModifySysinfo(nr_Cell3);
    //@siclog "Step 20" siclog@
    //Wait for 2.1* modification period to allow the new system information to take effect.
    f_NR_WaitModificationPeriods (nr_Cell1);

    //@siclog "Step 21" siclog@
    //Check: Does the test result of generic test procedure step 1-9a1 in TS 38.508-1 [4] Table 4.9.4.2.2-1 indicate that the UE is in RRC_IDLE on NR Cell 3?
    f_NR5GC_CheckRRCIdle(nr_Cell3);
  }
