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	Reason for change:
	In step 20a the ACK SN needs to be 2 because the step 9A already used ACK SN=1, since then the SN incremented by 1. Otherwise, UE shall RLC re-transmit the last UL PDU which will cause test failure.
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	Incremented ACK SN for RLC PDU in step 20A by one.
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1. [bookmark: _Toc122434485][bookmark: _Toc90309414]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D21wk49 related to the title of this CR.
Contact:	Kalahasti, Narendra
	Narendra.Kalahasti@anritsu.com

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc90309415]Corrections required
1.1 [bookmark: _Toc40034360]Change 1
	Function name
	f_TC_7_1_1_9_1_Step16Ato21

	Reason for change
	In step 20a the ACK SN needs to be 2 because the step 9A already used ACK SN=1, since then the SN incremented by 1. Otherwise, UE shall RLC re-transmit the last UL PDU which will cause test failure.


	Summary of change
	Incremented ACK SN for RLC PDU in step 20A by one.

	TTCN module
	NR_TC_Common\7_1_1\MAC_TC_Common_NR.ttcn


 

Before change:
function f_TC_7_1_1_9_1_Step16Ato21(DRB_Identity p_NR_DRB_Id, B6_Type p_LCID, template (value) NR_RadioBearerList_Type p_NR_RadioBearerList) runs on NR_BASE_PTC
  {

...

    //@siclog "Step 20A" siclog@
    //@sic R5s201457 sic@
    f_NR_RLC_Status_MAC_PDU_Tx(p_LCID, 1, p_NR_DRB_Id);  
    f_NR_SS_SystemIndCtrlConfig(nr_Cell1, cds_NR_SystemIndCtrl_SchedReq(disable));

    deactivate(v_IgnoreNRSR);//@sic R5-204418 sic@
   }

After change:
function f_TC_7_1_1_9_1_Step16Ato21(DRB_Identity p_NR_DRB_Id, B6_Type p_LCID, template (value) NR_RadioBearerList_Type p_NR_RadioBearerList) runs on NR_BASE_PTC
  {

...

    //@siclog "Step 20A" siclog@
    //@sic R5s201457 sic@
    f_NR_RLC_Status_MAC_PDU_Tx(p_LCID, 2, p_NR_DRB_Id);
  
    f_NR_SS_SystemIndCtrlConfig(nr_Cell1, cds_NR_SystemIndCtrl_SchedReq(disable));

    deactivate(v_IgnoreNRSR);//@sic R5-204418 sic@
   }

