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	Reason for change:
	According to 38.331 cl 6.2.2, RadioLinkMonitoringConfigRadioLinkMonitoringRSpurpose can only be initialized to value BeamFailure for a Scell.
In the current TTCN implementation of function fl_TC_8_2_4_1_1_x_ENDC_NR_TestBody this needs to be initialized.

	
	

	Summary of change:
	Declared and initialized a new variable v_RadioLinkMonitoringConfig, and then assigned v_RadioLinkMonitoringConfig.setup.failureDetectionResourcesToAddModList[0] := cs_RadioLinkMonitoringRS(0,beamFailure,0);  during ServingCellConfig initialization.
Please see below.
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	Function name
	fl_TC_8_2_4_1_1_x_ENDC_NR_TestBody()

	Reason for change
	According to the definition of RadioLinkMonitoringConfig in 38331. For SCell, network only configures the value of purpose to beamFailure.

	Summary of change
	Declared and initialized a new variable v_RadioLinkMonitoringConfig, and then assigned v_RadioLinkMonitoringConfig.setup.failureDetectionResourcesToAddModList[0] := cs_RadioLinkMonitoringRS(0,beamFailure,0);  during ServingCellConfig initialization.
Please see below.

	TTCN module
	RRC_CarrierAggregation_ENDC_NR.ttcn

	MCC160 Comment
	



Before change:
function fl_TC_8_2_4_1_1_x_ENDC_NR_TestBody(NR_CellId_Type  p_PSCell,
                                              NR_CellId_Type  p_SCell) runs on NR_BASE_PTC
  {
    var template(value) CellGroupConfig v_SCGConfig;
    var template (value) BWP_DownlinkDedicated v_BWP_DownlinkDedicated;
    var SearchSpace v_SearchSpaceUSS := f_NR_CellInfo_GetSearchSpaceConfigAtUE(p_SCell, tsc_NR_SearchSpaceId_USS, tsc_NR_BWP_Id);
    var template (value) ServingCellConfig v_ServingCellConfig;
    var NR_DownlinkBWP_Type v_NR_DownlinkBWP := f_NR_CellInfo_GetDownlinkBWP(p_SCell, tsc_NR_BWP_Id);
    var CellGroupId v_CellGroupId := f_NR_CellInfo_Get_CellGroupId(p_PSCell); //@sic R5s201387 sic@
    
    //@siclog "Steps 1 - 2" siclog@
    f_NR_AddMod_1SCell_ENDC(p_PSCell, p_SCell);

    //@siclog "Step 2A" siclog@
    //Check: Does the test result of generic test procedure in TS 38.508-1 Table 4.9.1-1A indicate that the UE is capable of exchanging IP data on DRB #n associated with the first PDU session on NR Cell 3?
    //@sic R5-203666 sic@
    f_NR_CheckDataPath_CA(p_PSCell, p_SCell, "2A", true,tsc_SCellIndex_2);

    //@siclog "Steps 3 - 4" siclog@
    //The SS transmits a RRCConnectionReconfiguration message including NR RRCReconfiguration message to modify the startingBitOfFormat2-3 of the NR SCell
    v_BWP_DownlinkDedicated:= cs_38508_BWP_DownlinkDedicated(cs_38508_PDCCH_Config (v_SearchSpaceUSS, cs_PDCCH_TPC_SRS1),
                                                             v_NR_DownlinkBWP.Pdsch.ConfigDedicated.R15,
                                                             -,
                                                             f_NR_CellInfo_GetRadioLinkMonitoringConfig(p_SCell));
    v_ServingCellConfig :=  cs_NR_ServingCellConfigDef(v_BWP_DownlinkDedicated,
                                                       omit,  //@sic R5s2106184 sic@
                                                       tsc_NR_BWP_Id,
                                                       omit,                 //UplinkConfig
                                                       cs_NR_Pdcch_ServingCellConfigSetup(cs_38508_PDCCH_ServingCellConfig),
                                                       cs_NR_Pdsch_ServingCellConfigSetup(cs_38508_PDSCH_ServingCellConfig));
    v_SCGConfig := cs_38508_CellGroupConfig(v_CellGroupId,
                                            omit,  //p_RLC_Bearer_Config
                                            omit,  //RLC_BearerToRelease
                                            omit,  //MAC_CellGroupConfig
                                            omit,  //PhysicalCellGroupConfig
                                            omit,  //SpCellConfig
                                            {cs_SCellConfig_Def(omit, v_ServingCellConfig, tsc_SCellIndex_2)});
    f_NR_SendRRCReconfigurationContentsToEUTRA(omit, v_SCGConfig);
    //Nothing to do in SS as SRS is an uplink configuration

    //@siclog "Step 4A" siclog@
    //Check: Does the test result of generic test procedure in TS 38.508-1 Table 4.9.1-1A indicate that the UE is capable of exchanging IP data on DRB #n associated with the first PDU session on NR Cell 3?
    //@sic R5-203666 sic@
    f_NR_CheckDataPath_CA(p_PSCell, p_SCell, "4A", false,tsc_SCellIndex_2);

    //@siclog "Steps 5 - 6" siclog@
    f_NR_Release_1SCell_ENDC(p_PSCell, p_SCell, tsc_SCellIndex_2);
  } 


After change:
function fl_TC_8_2_4_1_1_x_ENDC_NR_TestBody(NR_CellId_Type  p_PSCell,
                                              NR_CellId_Type  p_SCell) runs on NR_BASE_PTC
  {
    var template(value) CellGroupConfig v_SCGConfig;
    var template (value) BWP_DownlinkDedicated v_BWP_DownlinkDedicated;
    var SearchSpace v_SearchSpaceUSS := f_NR_CellInfo_GetSearchSpaceConfigAtUE(p_SCell, tsc_NR_SearchSpaceId_USS, tsc_NR_BWP_Id);
    var template (value) ServingCellConfig v_ServingCellConfig;
    var NR_DownlinkBWP_Type v_NR_DownlinkBWP := f_NR_CellInfo_GetDownlinkBWP(p_SCell, tsc_NR_BWP_Id);
    var CellGroupId v_CellGroupId := f_NR_CellInfo_Get_CellGroupId(p_PSCell); //@sic R5s201387 sic@
    
    var template (omit) NR_BWP_DownlinkDedicated_RadioLinkMonitoringConfig_Type v_RadioLinkMonitoringConfig := f_NR_CellInfo_GetRadioLinkMonitoringConfig(p_SCell);
    
    //@siclog "Steps 1 - 2" siclog@
    f_NR_AddMod_1SCell_ENDC(p_PSCell, p_SCell);

    //@siclog "Step 2A" siclog@
    //Check: Does the test result of generic test procedure in TS 38.508-1 Table 4.9.1-1A indicate that the UE is capable of exchanging IP data on DRB #n associated with the first PDU session on NR Cell 3?
    //@sic R5-203666 sic@
    f_NR_CheckDataPath_CA(p_PSCell, p_SCell, "2A", true,tsc_SCellIndex_2);

     v_RadioLinkMonitoringConfig.setup.failureDetectionResourcesToAddModList[0] := cs_RadioLinkMonitoringRS(0,beamFailure,0);
     
    //@siclog "Steps 3 - 4" siclog@
    //The SS transmits a RRCConnectionReconfiguration message including NR RRCReconfiguration message to modify the startingBitOfFormat2-3 of the NR SCell
    v_BWP_DownlinkDedicated:= cs_38508_BWP_DownlinkDedicated(cs_38508_PDCCH_Config (v_SearchSpaceUSS, cs_PDCCH_TPC_SRS1),
                                                             v_NR_DownlinkBWP.Pdsch.ConfigDedicated.R15,
                                                             -,
                                                             v_RadioLinkMonitoringConfig);  
    v_ServingCellConfig :=  cs_NR_ServingCellConfigDef(v_BWP_DownlinkDedicated,
                                                       omit,  //@sic R5s2106184 sic@
                                                       tsc_NR_BWP_Id,
                                                       omit,                 //UplinkConfig
                                                       cs_NR_Pdcch_ServingCellConfigSetup(cs_38508_PDCCH_ServingCellConfig),
                                                       cs_NR_Pdsch_ServingCellConfigSetup(cs_38508_PDSCH_ServingCellConfig));
    v_SCGConfig := cs_38508_CellGroupConfig(v_CellGroupId,
                                            omit,  //p_RLC_Bearer_Config
                                            omit,  //RLC_BearerToRelease
                                            omit,  //MAC_CellGroupConfig
                                            omit,  //PhysicalCellGroupConfig
                                            omit,  //SpCellConfig
                                            {cs_SCellConfig_Def(omit, v_ServingCellConfig, tsc_SCellIndex_2)});
    f_NR_SendRRCReconfigurationContentsToEUTRA(omit, v_SCGConfig);
    //Nothing to do in SS as SRS is an uplink configuration

    //@siclog "Step 4A" siclog@
    //Check: Does the test result of generic test procedure in TS 38.508-1 Table 4.9.1-1A indicate that the UE is capable of exchanging IP data on DRB #n associated with the first PDU session on NR Cell 3?
    //@sic R5-203666 sic@
    f_NR_CheckDataPath_CA(p_PSCell, p_SCell, "4A", false,tsc_SCellIndex_2);

    //@siclog "Steps 5 - 6" siclog@
    f_NR_Release_1SCell_ENDC(p_PSCell, p_SCell, tsc_SCellIndex_2);
  }
