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0.1 [bookmark: _Toc90555878]Correction to f_TC_7_1_1_11_1_NR5GC()
	Function name
	f_TC_7_1_1_11_1_NR5GC()

	Reason for change
	The function f_NR_CellInfo_SetMAC_CellGroupConfigL2 is not required to be called before preamble as it is called later on during the test after preamble.
Having this function before preamable will cause problem with BSR timer related issues due to UE capability being too long it is proposed to update the BSR time after the preamble (see R5s210862)


	Summary of change
	Removed the function call for f_NR_CellInfo_SetMAC_CellGroupConfigL2 before the preamble


	TTCN module
	

	MCC160 Comment
	



Before Change:
	function f_TC_7_1_1_11_1_NR5GC() runs on NR5GC_PTC
  { //DC power headroom reporting / PSCell activation and DL pathloss change reporting
    var template (value) CellGroupConfig v_SCGConfig;
    var template (value) MAC_CellGroupConfig v_MAC_CellGroupConfig;
    var boolean v_RRC_MsgRcvd;
    var boolean v_PHR_Rcvd;
    var template (omit) RRCReconfiguration_v1530_IEs v_V1530Ext;
    var NR_ResourceAllocation_Type v_NR_ResourceAllocation;
    var NR_UplinkBWP_Type v_NR_UplinkBWP ;
    var NR_SYSTEM_IND v_NR_SYSTEM_IND;
    var SubFrameTiming_Type v_TimingInfo;
    //@sic R5s211698 R5-217806 sic@
    var template (value) CellGroupConfig v_MCGConfig;
    var template (value) MAC_CellGroupConfig v_MAC_CellGroupConfig_SCG;
    var boolean v_PHR_PSCell_Rcvd;
    var SubFrameTiming_Type v_TimingInfo_PSCell;
    var NR_ResourceAllocation_Type v_NR_ResourceAllocation_SCG;
    var NR_UplinkBWP_Type v_NR_UplinkBWP_SCG ;


    f_NR5GC_Init_NRDC(NR_1, {nr_Cell1, nr_Cell10});
    f_NR_CellInfo_InitMaxReferencePower(nr_Cell1, -82, -82); //@sic R5s211698 R5-217806 sic@
    f_NR_CellInfo_SetMAC_CellGroupConfigL2(nr_Cell1);
    f_NR_CellInfo_SetMAC_CellGroupConfigL2(nr_Cell10);
    
    
    //Create and configure NR cell1 and NR cell 10.
    f_NR_CellConfig_Def(nr_Cell1);
    f_NR_CellConfig_Def(nr_Cell10, -, tsc_NRDC_SCG_Cell);

    f_NR5GC_Preamble (nr_Cell1, STATE_CONNECTED_3A);//
    f_NR_SetCellPower (nr_Cell1, -82, -82); //@sic R5s211698 R5-217806 sic@
    f_NR_SetCellPower (nr_Cell10, tsc_NR_ServingCellSSS_EPRE_FR1, tsc_NR_ServingCellSSS_EPRE_FR2);
    //@sic R5s211698 R5-217806 sic@
    f_NR_CellInfo_SetMAC_CellGroupConfigL2(nr_Cell1);
    f_NR_CellInfo_SetMAC_CellGroupConfigL2(nr_Cell10);
    f_NR_RRCReconfig_AddSCG_DRBs_NRDC(nr_Cell1, nr_Cell10, MCG_SCG);//

    f_NR_TestBody_Set(true);



After Change:
	function f_TC_7_1_1_11_1_NR5GC() runs on NR5GC_PTC
  { //DC power headroom reporting / PSCell activation and DL pathloss change reporting
    var template (value) CellGroupConfig v_SCGConfig;
    var template (value) MAC_CellGroupConfig v_MAC_CellGroupConfig;
    var boolean v_RRC_MsgRcvd;
    var boolean v_PHR_Rcvd;
    var template (omit) RRCReconfiguration_v1530_IEs v_V1530Ext;
    var NR_ResourceAllocation_Type v_NR_ResourceAllocation;
    var NR_UplinkBWP_Type v_NR_UplinkBWP ;
    var NR_SYSTEM_IND v_NR_SYSTEM_IND;
    var SubFrameTiming_Type v_TimingInfo;
    //@sic R5s211698 R5-217806 sic@
    var template (value) CellGroupConfig v_MCGConfig;
    var template (value) MAC_CellGroupConfig v_MAC_CellGroupConfig_SCG;
    var boolean v_PHR_PSCell_Rcvd;
    var SubFrameTiming_Type v_TimingInfo_PSCell;
    var NR_ResourceAllocation_Type v_NR_ResourceAllocation_SCG;
    var NR_UplinkBWP_Type v_NR_UplinkBWP_SCG ;


    f_NR5GC_Init_NRDC(NR_1, {nr_Cell1, nr_Cell10});
    f_NR_CellInfo_InitMaxReferencePower(nr_Cell1, -82, -82); //@sic R5s211698 R5-217806 sic@
     // removed SetMAC_CellGroupConfigL2 as it is configured later after preamble
    //f_NR_CellInfo_SetMAC_CellGroupConfigL2(nr_Cell1);
    //f_NR_CellInfo_SetMAC_CellGroupConfigL2(nr_Cell10);
    
    
    //Create and configure NR cell1 and NR cell 10.
    f_NR_CellConfig_Def(nr_Cell1);
    f_NR_CellConfig_Def(nr_Cell10, -, tsc_NRDC_SCG_Cell);

    f_NR5GC_Preamble (nr_Cell1, STATE_CONNECTED_3A);//
    f_NR_SetCellPower (nr_Cell1, -82, -82); //@sic R5s211698 R5-217806 sic@
    f_NR_SetCellPower (nr_Cell10, tsc_NR_ServingCellSSS_EPRE_FR1, tsc_NR_ServingCellSSS_EPRE_FR2);
    //@sic R5s211698 R5-217806 sic@
    f_NR_CellInfo_SetMAC_CellGroupConfigL2(nr_Cell1);
    f_NR_CellInfo_SetMAC_CellGroupConfigL2(nr_Cell10);
    f_NR_RRCReconfig_AddSCG_DRBs_NRDC(nr_Cell1, nr_Cell10, MCG_SCG);//

    f_NR_TestBody_Set(true);



