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	Reason for change:
	To avoid possible segmentation and retransmissions of SIP messages sent over EUTRA, the EUTRA cell configuration should use the USE_BIG_GRANTS option, in alignment with other tets cases that require IMS signalling over EUTRA.

	
	

	Summary of change:
	USE_BIG_GRANTS option used when initialising the EUTRA PTC 

	
	

	Consequences if not approved:
	A conformant UE may fail this test case

	
	

	Clauses affected:
	11.1.x.NR5GC

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc106012793]Table of Contents
Table of Contents	2
1	Overview	3
2	Corrections required	3
2.1	Change 1	3


1. [bookmark: _Toc122434485][bookmark: _Toc106012794]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D12wk23 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc106012795]Corrections required
1. [bookmark: _Toc105419166][bookmark: _Toc106012796][bookmark: _Toc30685522]Change 1
	Function name
	E.g. : f_TC_11_1_1_NR5GC_EUTRA

	Reason for change
	To avoid possible segmentation and retransmissions of SIP messages sent over EUTRA, the EUTRA cell configuration should use the USE_BIG_GRANTS option, in alignment with other tets cases that require IMS signalling over EUTRA.

	Summary of change
	‘USE_BIG_GRANTS’ option used when initialsing the EUTRA PTC 

Note : Also applicable for 11.1.2, 11.1.3, 11.1.4, 11.1.5, 11.1.6, 11.1.7, 11.1.8, 11.1.9

	TTCN module
	EPS_Fallback_NR5GC_EUTRA.ttcn

	MCC160 Comment
	



Before Change
	    function f_TC_11_1_1_NR5GC_EUTRA() runs on EUTRA_Multi5GS_PTC // @sic R5-204399 sic@
  { //MO MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode with N26 interface / Success
    
    f_EUTRA38_IRAT_Init(c31, HANDLE_UM_DATA); // @sic R5s210414 sic@

    //Create and configure cell
    f_EUTRA_CellConfig_Def(eutra_Cell1);
…
…
}



After Change
	    function f_TC_11_1_1_NR5GC_EUTRA() runs on EUTRA_Multi5GS_PTC // @sic R5-204399 sic@
  { //MO MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode with N26 interface / Success
    
    f_EUTRA38_IRAT_Init(c31, HANDLE_UM_DATA, USE_BIG_GRANTS); // @sic R5s210414 sic@

    //Create and configure cell
    f_EUTRA_CellConfig_Def(eutra_Cell1);
…
…
}




