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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc106611317]Corrections required for NR testcase 7.1.1.9.1
1.1 [bookmark: _Toc106611318]Correction to fl_TC_7_1_1_9_1_NR_TestBody
	Function name
	fl_TC_7_1_1_9_1_NR_TestBody()

	Reason for change
	As part of the Steps listed in TS 38.523-3 cl 7.3.5.3.2 to effect the IntraNR IntraCell HO, the TA transmission is already disabled at Step 8 of this procedure. Hence, it is not needed to be stopped again after Step 8.

	Summary of change
	Removed the call to function f_NR_ULGrantConfiguration_Start.

	TTCN module
	MAC_NR5GC

	MCC160 Comment
	



Before Change:
	function fl_TC_7_1_1_9_1_NR_TestBody(DRB_Identity p_NR_DRB_Id,
                                     template (value) NR_RadioBearerList_Type p_NR_RadioBearerList) runs on NR5GC_PTC
  { //@sic R5-206320 R5-213132 sic@

   //@sic R5-206320 R5-213132 sic@
   var B6_Type v_LCID := int2bit( f_NR_LogicalChannelId_DRB(p_NR_DRB_Id),6);
   var template (value) NR_RLC_BearerToAddModList_Type v_RLC_BearerConfigList;
   var template (value) NR_RLC_BearerToAddModList_Type v_NR_RLC_BearerToAddModList;       //@sic R5s201457 sic@
   var RLC_Config.am.ul_AM_RLC.t_PollRetransmit  v_T_PollRetransmit := f_NR_UL_AM_T_PollRetransmit(f_NR_CellInfo_GetIsFR1(nr_Cell1));
   var RLC_Config.am.dl_AM_RLC.t_Reassembly v_T_Reassembly:= f_NR_DL_AM_T_Reassembly(f_NR_CellInfo_GetIsFR1(nr_Cell1));
   var template (value)  NR_RadioBearer_Type v_SS_DRB_Config := cs_NR_SS_RadioBearer_MAC_TestMode(p_NR_DRB_Id, cs_NR_MAC_TestModeInfo_NormalMode);
   var template (value) CellGroupConfig v_CellGroupConfig;  //@sic R5S210138 sic@
   var template (value) NR_HarqProcessConfig_Type v_NR_HarqProcessConfig_UL := { SpecificSubset := {0,2,3,4,6,7 }};//@sic R5s220669  sic@
   var template (value) NR_HarqProcessConfig_Type v_NR_HarqProcessConfig_DL := { SpecificSubset := {0,2,3,4,6,7 }};//@sic R5s220669 sic@
   var template (value) NR_DciUlInfo_Type v_DciUlInfo := cs_NR_DciUlInfo_AllOmit;
   var SubFrameTiming_Type v_Timing;
  
   v_RLC_BearerConfigList := f_NR_ReconfigureRLC_AM(p_NR_DRB_Id,
                                                     -,
                                                     v_T_PollRetransmit,
                                                     -,
                                                     -,
                                                     -,
                                                     -,
                                                     v_T_Reassembly,
                                                     -,
                                                     true_);
   v_NR_RLC_BearerToAddModList := f_NR5GC_GetExisting_BearerToAddModList(true_);         //@sic R5s201457 sic@
   v_NR_RLC_BearerToAddModList[2] := v_RLC_BearerConfigList[0];                          //@sic R5s201457 sic@

   //Initialise CellGroupConfig before sending data to UE to avoid additional delay
   v_CellGroupConfig := f_NR_GetCellGroupConfigHO(nr_Cell1, v_NR_RLC_BearerToAddModList);      //@sic R5s210138 sic@
   f_TC_7_1_1_9_1_Step0to2(p_NR_DRB_Id,v_LCID);

   <<SKIPPED CODE>>

   //@siclog "Steps 3-4a" siclog@
   //@sic R5s210950 sic@
   f_NR_RLC_ReconfigurationHO_Steps1_8(nr_Cell1, p_NR_DRB_Id, v_NR_RLC_BearerToAddModList, cs_38508_PDCP_Config(-, -, -, omit), v_SS_DRB_Config, true, v_CellGroupConfig);//@sic R5-213132 sic@
   f_NR_ULGrantConfiguration_Start(nr_Cell1, -, -, -, cs_NR_UplinkTimeAlignment_Stop);  //@sic R5s210896 R5-215171 sic@  

    <<SKIPPED CODE>>

    






After Change:
	function fl_TC_7_1_1_9_1_NR_TestBody(DRB_Identity p_NR_DRB_Id,
                                     template (value) NR_RadioBearerList_Type p_NR_RadioBearerList) runs on NR5GC_PTC
  { //@sic R5-206320 R5-213132 sic@

   //@sic R5-206320 R5-213132 sic@
   var B6_Type v_LCID := int2bit( f_NR_LogicalChannelId_DRB(p_NR_DRB_Id),6);
   var template (value) NR_RLC_BearerToAddModList_Type v_RLC_BearerConfigList;
   var template (value) NR_RLC_BearerToAddModList_Type v_NR_RLC_BearerToAddModList;       //@sic R5s201457 sic@
   var RLC_Config.am.ul_AM_RLC.t_PollRetransmit  v_T_PollRetransmit := f_NR_UL_AM_T_PollRetransmit(f_NR_CellInfo_GetIsFR1(nr_Cell1));
   var RLC_Config.am.dl_AM_RLC.t_Reassembly v_T_Reassembly:= f_NR_DL_AM_T_Reassembly(f_NR_CellInfo_GetIsFR1(nr_Cell1));
   var template (value)  NR_RadioBearer_Type v_SS_DRB_Config := cs_NR_SS_RadioBearer_MAC_TestMode(p_NR_DRB_Id, cs_NR_MAC_TestModeInfo_NormalMode);
   var template (value) CellGroupConfig v_CellGroupConfig;  //@sic R5S210138 sic@
   var template (value) NR_HarqProcessConfig_Type v_NR_HarqProcessConfig_UL := { SpecificSubset := {0,2,3,4,6,7 }};//@sic R5s220669  sic@
   var template (value) NR_HarqProcessConfig_Type v_NR_HarqProcessConfig_DL := { SpecificSubset := {0,2,3,4,6,7 }};//@sic R5s220669 sic@
   var template (value) NR_DciUlInfo_Type v_DciUlInfo := cs_NR_DciUlInfo_AllOmit;
   var SubFrameTiming_Type v_Timing;


   v_RLC_BearerConfigList := f_NR_ReconfigureRLC_AM(p_NR_DRB_Id,
                                                     -,
                                                     v_T_PollRetransmit,
                                                     -,
                                                     -,
                                                     -,
                                                     -,
                                                     v_T_Reassembly,
                                                     -,
                                                     true_);
   v_NR_RLC_BearerToAddModList := f_NR5GC_GetExisting_BearerToAddModList(true_);         //@sic R5s201457 sic@
   v_NR_RLC_BearerToAddModList[2] := v_RLC_BearerConfigList[0];                          //@sic R5s201457 sic@

   //Initialise CellGroupConfig before sending data to UE to avoid additional delay
   v_CellGroupConfig := f_NR_GetCellGroupConfigHO(nr_Cell1, v_NR_RLC_BearerToAddModList);      //@sic R5s210138 sic@
   f_TC_7_1_1_9_1_Step0to2(p_NR_DRB_Id,v_LCID);

   <<SKIPPED CODE>>

//@siclog "Steps 3-4a" siclog@
   //@sic R5s210950 sic@
   f_NR_RLC_ReconfigurationHO_Steps1_8(nr_Cell1, p_NR_DRB_Id, v_NR_RLC_BearerToAddModList, cs_38508_PDCP_Config(-, -, -, omit), v_SS_DRB_Config, true, v_CellGroupConfig);//@sic R5-213132 sic@

   //REMOVED f_NR_ULGrantConfiguration_Start(nr_Cell1, -, -, -, cs_NR_UplinkTimeAlignment_Stop);  //@sic R5s210896 R5-215171 sic@ WA#

    <<SKIPPED CODE>>




