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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc106778684]Corrections required for MDT test cases 8.1.6.1.2.x
1.1 [bookmark: _Toc106778685]Correction to f_TC_8_1_6_1_2_4_TestBody
	Function name
	f_TC_8_1_6_1_2_4_TestBody

	Reason for change
	The UE shall omit the nonCriticalExtension  (RRCSetupComplete_v1610_IEs) when none of the IEs are set, therefore it is incorrect to expect nonCriticalExtension to be present with all its IEs set as omit

	Summary of change
	When calling f_NR_RRC_ConnEst_DefWithNas allowed any or omit for nonCriticalExtension  

	TTCN module
	RRC_MDT_IntraNR_Logged_NR5GC

	MCC160 Comment
	



Before Change:
	function f_TC_8_1_6_1_2_4_TestBody() runs on NR5GC_PTC
  { // @sic R5-216300, R5-220331, R5-222118, R5-223496 sic@
//@siclog "Steps 5" siclog@
    //The UE transmits an RRCSetupRequest message on NR Cell 11 to initiate a tracking area update procedure
    //@siclog "Steps 6" siclog@
    //SS transmits an RRCSetup message
    //@siclog "Steps 7" siclog@
    //Check: Does the UE include the IE logMeasAvailable in the RRCSetupComplete message?
    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas(nr_Cell11,tsc_NR_RRC_TI_Def,?,-,-,-,-,cr_RRCSetupComplete_v1610_IEs(*,*,cr_UE_MeasurementsAvailable_r16(omit, omit, omit))); // @sic R5s220072 sic@

    if (not f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo, v_ReceivedMsg.Pdu, Mobility)) {
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Registration Request Message Failed");
…
…
…
//@siclog "Steps 5" siclog@
    //The UE transmits an RRCSetupRequest message on NR Cell 11 to initiate a tracking area update procedure
    //@siclog "Steps 6" siclog@
    //SS transmits an RRCSetup message
    //@siclog "Steps 7" siclog@
    //Check: Does the UE include the IE logMeasAvailable in the RRCSetupComplete message?
    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas(nr_Cell11,tsc_NR_RRC_TI_Def,?,-,-,-,-,cr_RRCSetupComplete_v1610_IEs(*,*,cr_UE_MeasurementsAvailable_r16(omit, omit, omit))); // @sic R5s220072 sic@

    if (not f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo, v_ReceivedMsg.Pdu, Mobility)) {
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Registration Request Message Failed");
    }



After Change:
	function f_TC_8_1_6_1_2_4_TestBody() runs on NR5GC_PTC
  { // @sic R5-216300, R5-220331, R5-222118, R5-223496 sic@

…
…
…
  //@siclog "Steps 5" siclog@
    //The UE transmits an RRCSetupRequest message on NR Cell 11 to initiate a tracking area update procedure
    //@siclog "Steps 6" siclog@
    //SS transmits an RRCSetup message
    //@siclog "Steps 7" siclog@
    //Check: Does the UE include the IE logMeasAvailable in the RRCSetupComplete message?
    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas(nr_Cell11,tsc_NR_RRC_TI_Def,?);  
    if (not f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo, v_ReceivedMsg.Pdu, Mobility)) {
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Registration Request Message Failed");
    }




1.2 [bookmark: _Toc106778686]Correction to f_TC_8_1_6_1_2_5_TestBody
	Function name
	f_TC_8_1_6_1_2_5_TestBody

	Reason for change
	The UE shall omit the nonCriticalExtension  (RRCSetupComplete_v1610_IEs) when none of the IEs are set, therefore it is incorrect to expect nonCriticalExtension to be present with all its IEs set as omit

	Summary of change
	When calling f_NR_RRC_ConnEst_DefWithNas allowed any or omit for nonCriticalExtension  

	TTCN module
	RRC_MDT_IntraNR_Logged_NR5GC

	MCC160 Comment
	



Before Change:
	function f_TC_8_1_6_1_2_5_TestBody() runs on NR5GC_PTC
  {
…
…
…
//@siclog "Steps 3" siclog@
    //Wait 30s to allow UE to activate logging
    f_Delay(30.0);

    //@siclog "Steps 4-6" siclog@
    //Steps 1 to 3 of the generic procedure in TS 38.508-1 Table 4.5.4.2-3 are executed to successfully complete the service request procedure
    //@siclog "Steps 7" siclog@
    //Check: Does the UE include the IE logMeasAvailable in the RRCSetupComplete message?
    f_NR_Paging_Def(nr_Cell1, RRC_IDLE);
    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas(nr_Cell1,tsc_NR_RRC_TI_Def,?,-,-,-,-,cr_RRCSetupComplete_v1610_IEs(*,*,cr_UE_MeasurementsAvailable_r16(omit, omit, omit))); // @sic R5s220073, R5-223496 sic@



After Change:
	function f_TC_8_1_6_1_2_5_TestBody() runs on NR5GC_PTC
  {
…
…
…

    //@siclog "Steps 3" siclog@
    //Wait 30s to allow UE to activate logging
    f_Delay(30.0);

    //@siclog "Steps 4-6" siclog@
    //Steps 1 to 3 of the generic procedure in TS 38.508-1 Table 4.5.4.2-3 are executed to successfully complete the service request procedure
    //@siclog "Steps 7" siclog@
    //Check: Does the UE include the IE logMeasAvailable in the RRCSetupComplete message?
    f_NR_Paging_Def(nr_Cell1, RRC_IDLE);
    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas(nr_Cell1,tsc_NR_RRC_TI_Def,?); // @sic R5s220073, R5-223496 sic@ 




1.3 [bookmark: _Toc106778687]Correction to f_TC_8_1_6_1_2_6_TestBody
	Function name
	f_TC_8_1_6_1_2_6_TestBody

	Reason for change
	The UE shall omit the nonCriticalExtension  (RRCSetupComplete_v1610_IEs) when none of the IEs are set, therefore it is incorrect to expect nonCriticalExtension to be present with all its IEs set as omit

	Summary of change
	When calling f_NR_RRC_ConnEst_DefWithNas allowed any or omit for nonCriticalExtension  

	TTCN module
	RRC_MDT_IntraNR_Logged_NR5GC

	MCC160 Comment
	



Before Change:
	function f_TC_8_1_6_1_2_6_TestBody() runs on NR5GC_PTC
  {
…
…
…

    //@siclog "Steps 3" siclog@
    //Wait 30s to allow UE to activate logging
    f_Delay(30.0);

    //@siclog "Steps 4-6" siclog@
    //Steps 1 to 3 of the generic procedure in TS 38.508-1 Table 4.5.4.2-3 are executed
    //@siclog "Steps 7" siclog@
    //Check: Does the UE include the IE logMeasAvailable in the RRCSetupComplete message?
    f_NR_Paging_Def(nr_Cell1, RRC_IDLE);
    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas(nr_Cell1,tsc_NR_RRC_TI_Def,?,-,-,-,-,cr_RRCSetupComplete_v1610_IEs(*,*,cr_UE_MeasurementsAvailable_r16(omit, omit, omit))); // @sic R5s220094, R5-223496 sic@



After Change:
	function f_TC_8_1_6_1_2_6_TestBody() runs on NR5GC_PTC
  {
…
…
…
    //@siclog "Steps 3" siclog@
    //Wait 30s to allow UE to activate logging
    f_Delay(30.0);

    //@siclog "Steps 4-6" siclog@
    //Steps 1 to 3 of the generic procedure in TS 38.508-1 Table 4.5.4.2-3 are executed
    //@siclog "Steps 7" siclog@
    //Check: Does the UE include the IE logMeasAvailable in the RRCSetupComplete message?
    f_NR_Paging_Def(nr_Cell1, RRC_IDLE);
    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas(nr_Cell1,tsc_NR_RRC_TI_Def,?); // @sic R5s220094, R5-223496 sic@ 





