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	Reason for change:
	At step 4 The SS transmits a REGISTRATION REQUEST for mobility registration with the cause value value #9 (UE identity cannot be derived by the network). An  IMS enabled UE may perform IMS registration again during the step 5, following the EPS Attach procedure.
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1. [bookmark: _Toc122434485][bookmark: _Toc107526170]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D12wk23 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc107526171]Corrections required

1.1 Change 1
	Function name
	function fl_TC_9_3_1_3_NR5GC_TestBody() runs on NR5GC_PTC

	Reason for change
	At step 4 The SS transmits a REGISTRATION REQUEST for mobility registration with the cause value value #9 (UE identity cannot be derived by the network). An  IMS enabled UE may perform IMS registration again during the step 5, following the EPS Attach procedure.

	Summary of change
	Reset IMS component to allow new IMS registration.

	TTCN module
	Mobility_Registration_NR5GC_NR.ttcn

	MCC160 Comment
	



Before Change:
	  function fl_TC_9_3_1_3_NR5GC_TestBody() runs on NR5GC_PTC
  {
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);
    var NG_NAS_MSG_Indication_Type v_ReceivedMsg;
    var NG_NAS_SecurityParams_Type v_NAS_SecurityParams := f_NR5GC_Security_Get();
    var GMM_MobilityInfo_Type v_GMM_MobilityInfo;
    
    //@siclog "Step 1" siclog@
    f_Delay(25.0);
	
    //@siclog "Step 2" siclog@
    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas (v_NGC_NASCellA, tsc_NR_RRC_TI_Def, ?, (tsc_SHT_IntegrityProtected));
    if (not f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo,
                                           v_ReceivedMsg.Pdu,
                                           Periodic,
                                           f_NR5GC_GetMobileIdGUTI(v_NGC_NASCellA, omit),
                                           v_NAS_SecurityParams.KSIamf,
                                           tsc_NasKsi_NativeSecurityContext,
                                           -, -, -, -,
                                           f_LastVisited_TAI(v_NGC_NASCellA))) {
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 2");
    }

    ………………
 } 







After Change:
	  function fl_TC_9_3_1_3_NR5GC_TestBody() runs on NR5GC_PTC
  {
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);
    var NG_NAS_MSG_Indication_Type v_ReceivedMsg;
    var NG_NAS_SecurityParams_Type v_NAS_SecurityParams := f_NR5GC_Security_Get();
    var GMM_MobilityInfo_Type v_GMM_MobilityInfo;
    
    //@siclog "Step 1" siclog@
    f_Delay(25.0);
	 f_IMS_IPCAN_SendCoOrdMsg(IMS[f_PDN_PdnIndex2Integer(PDN_1)], cms_IPCAN_IMS_Reset); 
    //@siclog "Step 2" siclog@
    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas (v_NGC_NASCellA, tsc_NR_RRC_TI_Def, ?, (tsc_SHT_IntegrityProtected));
    if (not f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo,
                                           v_ReceivedMsg.Pdu,
                                           Periodic,
                                           f_NR5GC_GetMobileIdGUTI(v_NGC_NASCellA, omit),
                                           v_NAS_SecurityParams.KSIamf,
                                           tsc_NasKsi_NativeSecurityContext,
                                           -, -, -, -,
                                           f_LastVisited_TAI(v_NGC_NASCellA))) {
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 2");
    }
    
…………………
 } 




