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· Considering this Ip data loop back requirement , Activate RB Test mode has to be done in the preamble with PING_Or_TESTModeB_ON
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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc114760376]Corrections required
1.1 [bookmark: _Toc114760377]Correction to the function f_TC_8_2_2_5_2_NR5GC
	Template name
	f_NR_SS_ConfigureSysinfo

	Reason for change
	In the current TTCN Implementation of the function f_TC_8_2_2_5_2_NR5GC()

· f_NR5GC_Preamble is done with TESTMode_OFF . 
· At steps 3 and 6 , test case is verifying the IP data loop back .
· Considering this Ip data loop back requirement , Activate RB Test mode has to be done in the preamble with PING_Or_TESTModeB_ON

	Summary of change
	Preamble is done using 
f_NR5GC_Preamble(nr_Cell1, STATE_CONNECTED_3A, PING_Or_TESTModeB_ON);


	TTCN module
	RRC_Reconfiguration_NRDC_NR5GC.ttcn

	MCC160 Comment
	



    
Before Change:
	    function f_TC_8_2_2_5_2_NR5GC() runs on NR5GC_PTC
  { //PSCell addition, modification and release / Split DRB / NR-DC
   // @sic R5-203650 sic@
    f_NR5GC_Init_NRDC(NR_1, {nr_Cell1, nr_Cell10});//@sic R5-214750 R5s210755 sic@
  
    // Create and configure cell
    f_NR_CellConfig_Def(nr_Cell1);
    f_NR_CellConfig_Def(nr_Cell10, -, tsc_NRDC_SCG_Cell);  //@sic R5s210891 sic@

    // Preamble: If pc_IP_Ping is set to TRUE then, the UE is in state NR RRC_CONNECTED using generic procedure parameter Connectivity (NR-DC), according to TS 38.508-1 [4], clause 4.5.4.
    // else, the UE is in state NR RRC_CONNECTED using generic procedure parameter Connectivity (NR-DC), Test Mode (On) associated with UE test loop mode B configured on NR Cell 1 according to TS 38.508-1 [4], clause 4.5.4.
    f_NR5GC_Preamble(nr_Cell1, STATE_CONNECTED_3A);//@sic R5s220785 sic@
    f_NR_TestBody_Set(true);

    f_TC_8_2_2_5_2_TestBody();

    f_NR_TestBody_Set(false);
    
    if (not pc_IP_Ping) { // @sic R5s200541 sic@
      f_NR5GC_OpenUE_TestLoopMode_Deactivate_TestMode(nr_Cell1);
    }

    // Switch/Power off UE
    f_NR_Postamble(nr_Cell1, STATE_CONNECTED_3A);
  }  



After Change:
	  function f_TC_8_2_2_5_2_NR5GC() runs on NR5GC_PTC
  { //PSCell addition, modification and release / Split DRB / NR-DC
   // @sic R5-203650 sic@
    f_NR5GC_Init_NRDC(NR_1, {nr_Cell1, nr_Cell10});//@sic R5-214750 R5s210755 sic@
  
    // Create and configure cell
    f_NR_CellConfig_Def(nr_Cell1);
    f_NR_CellConfig_Def(nr_Cell10, -, tsc_NRDC_SCG_Cell);  //@sic R5s210891 sic@

    // Preamble: If pc_IP_Ping is set to TRUE then, the UE is in state NR RRC_CONNECTED using generic procedure parameter Connectivity (NR-DC), according to TS 38.508-1 [4], clause 4.5.4.
    // else, the UE is in state NR RRC_CONNECTED using generic procedure parameter Connectivity (NR-DC), Test Mode (On) associated with UE test loop mode B configured on NR Cell 1 according to TS 38.508-1 [4], clause 4.5.4.
    f_NR5GC_Preamble(nr_Cell1, STATE_CONNECTED_3A, PING_Or_TESTModeB_ON); //PING_Or_TEST_LOOPModeB_ON closed UE test loop needs to be performed later //WA#WI=1007034
    f_NR_TestBody_Set(true);

    f_TC_8_2_2_5_2_TestBody();

    f_NR_TestBody_Set(false);
    
    if (not pc_IP_Ping) { // @sic R5s200541 sic@
      f_NR5GC_OpenUE_TestLoopMode_Deactivate_TestMode(nr_Cell1);
    }

    // Switch/Power off UE
    f_NR_Postamble(nr_Cell1, STATE_CONNECTED_3A);
  }



