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	Reason for change:
	At step 3 “reestablishPdcp” should be set “true” in RadioBearerConfig, as per 38.523-1 table 8.2.3.14.2.3.3-2A, this is currently omitted.


	
	

	Summary of change:
	Set reestablishPdcp to “true” at step 2
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1. [bookmark: _Toc122434485][bookmark: _Toc113910989]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D22wk23 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc113910990]Corrections required


1. [bookmark: _Toc113910991]Change 1
	Function name
	f_NRDC_RRC_PSCellChange_InterCell_SplitMCGReestablish()

	Reason for change
	At step 3 “reestablishPdcp” should be set “true” in RadioBearerConfig, as per 38.523-1 table 8.2.3.14.2.3.3-2A

	Summary of change
	Pass new paramter for pdcpReestablish=”true” to template cs_NR_PDCP_Config_Split
Note : This function currently only used for 8.2.3.14.2. step 2.

	TTCN module
	NR5GC_RRCSteps_NRDC.ttcn

	MCC160 Comment
	



Before Change
	 function f_NRDC_RRC_PSCellChange_InterCell_SplitMCGReestablish( NR_CellId_Type    p_MCG_PCellId,
                                                                   NR_CellId_Type      p_Source_PSCellId,
                                                                   NR_CellId_Type      p_Target_PSCellId,
                                                                   boolean             p_RBConfig_KeyChange := true,
                                                                   RNTI_Value          p_RNTI_Value :=  tsc_C_RNTI_Value3,
                                                                   template(omit)     SK_Counter  p_SK_Counter := omit
                                                                  ) runs on NR5GC_PTC
  {
…………………..

    v_CellGroupConfigSCG.rlc_BearerToAddModList[0].reestablishRLC := true_;
    v_RadioBearerConfig2 := cs_NRDRB_SplitBearer(omit, v_SCG_DRB_Id, cs_NR_PDCP_Config_Split(cs_38508_PDCP_Config_DRB, omit, tsc_NR_CellGroupId_SCG), secondary, f_NR_AS_CipheringAlgorithm_Get(), f_NR_AS_IntegrityAlgorithm_Get());
    v_V1530Ext := f_NRDC_BuildRRCReconfiguration_v1530( v_CellGroupConfigSCG, v_CellGroupConfigMCG, v_RadioBearerConfig2, -, p_SK_Counter );
    
    // Add SCG DRB configured in proxy (split SCG DRB)
    v_SS_MCG_RadioBearerList[lengthof(v_SS_MCG_RadioBearerList)] := cs_NR_SS_DRB_Config(v_SCG_DRB_Id, cs_NR_PDCP_Configuration_Proxy(cs_RlcBearerRouting_NR(p_Target_PSCellId)), cs_NR_RlcBearerConfig_AM(v_IsFR1_SCG, -, f_NR_LogicalChannelId_DRB(v_SCG_DRB_Id)));

………………………..
   }





After Change
	 function f_NRDC_RRC_PSCellChange_InterCell_SplitMCGReestablish( NR_CellId_Type    p_MCG_PCellId,
                                                                   NR_CellId_Type      p_Source_PSCellId,
                                                                   NR_CellId_Type      p_Target_PSCellId,
                                                                   boolean             p_RBConfig_KeyChange := true,
                                                                   RNTI_Value          p_RNTI_Value :=  tsc_C_RNTI_Value3,
                                                                   template(omit)     SK_Counter  p_SK_Counter := omit
                                                                  ) runs on NR5GC_PTC
  {
……………………………

    v_CellGroupConfigSCG.rlc_BearerToAddModList[0].reestablishRLC := true_;
    v_RadioBearerConfig2 := cs_NRDRB_SplitBearer(omit, v_SCG_DRB_Id, cs_NR_PDCP_Config_Split(cs_38508_PDCP_Config_DRB, omit, tsc_NR_CellGroupId_SCG), secondary, f_NR_AS_CipheringAlgorithm_Get(), f_NR_AS_IntegrityAlgorithm_Get(), true_);
    v_V1530Ext := f_NRDC_BuildRRCReconfiguration_v1530( v_CellGroupConfigSCG, v_CellGroupConfigMCG, v_RadioBearerConfig2, -, p_SK_Counter );
    
    // Add SCG DRB configured in proxy (split SCG DRB)
    v_SS_MCG_RadioBearerList[lengthof(v_SS_MCG_RadioBearerList)] := cs_NR_SS_DRB_Config(v_SCG_DRB_Id, cs_NR_PDCP_Configuration_Proxy(cs_RlcBearerRouting_NR(p_Target_PSCellId)), cs_NR_RlcBearerConfig_AM(v_IsFR1_SCG, -, f_NR_LogicalChannelId_DRB(v_SCG_DRB_Id)));

……………………..
   }




1. [bookmark: _Toc113910992]Change 2
	Template name
	Template cs_NRDRB_SplitBearer

	Reason for change
	At step 3 “reestablishPdcp” should be set “true” in RadioBearerConfig, as per 38.523-1 table 8.2.3.14.2.3.3-2A

	Summary of change
	Take new paramter for pdcpReestablish and pass to cs_NR_DRB_ToAddMod

	TTCN module
	NR_RRC_Templates.ttcn

	MCC160 Comment
	



Before Change
	 template (value) RadioBearerConfig cs_NRDRB_SplitBearer(template (omit) DRB_ToAddMod.cnAssociation p_CN_Association,
                                                          DRB_Identity p_DRBId,
                                                          template (omit) PDCP_Config p_PDCP_Config,
                                                          NR_KeyToUse_Type p_KeyToUse := secondary,
                                                          CipheringAlgorithm p_CipheringAlgorithm,
                                                          template (omit) IntegrityProtAlgorithm p_IntegrityProtAlgorithm
                                                          ) :=
    /* @status    APPROVED (NR5GC) */
    // @sic R5s210888: added p_PDCP_Config sic@
    cs_38508_RadioBearerConfigDef(-,
                                  { cs_NR_DRB_ToAddMod(p_CN_Association,p_DRBId, -, -, p_PDCP_Config)}, //NESPCT-11897
                                  -,
                                  cs_38508_SecurityConfig(cs_38508_SecurityAlgorithmConfig(p_CipheringAlgorithm, p_IntegrityProtAlgorithm), p_KeyToUse));
  



After Change
	template (value) RadioBearerConfig cs_NRDRB_SplitBearer(template (omit) DRB_ToAddMod.cnAssociation p_CN_Association,
                                                          DRB_Identity p_DRBId,
                                                          template (omit) PDCP_Config p_PDCP_Config,
                                                          NR_KeyToUse_Type p_KeyToUse := secondary,
                                                          CipheringAlgorithm p_CipheringAlgorithm,
                                                          template (omit) IntegrityProtAlgorithm p_IntegrityProtAlgorithm,
                                                          template (omit) DRB_ToAddMod.reestablishPDCP p_ReestablishPDCP := omit  ) :=
    /* @status    APPROVED (NR5GC) */
    // @sic R5s210888: added p_PDCP_Config sic@
    cs_38508_RadioBearerConfigDef(-,
                                  { cs_NR_DRB_ToAddMod(p_CN_Association,p_DRBId, p_ReestablishPDCP, -, p_PDCP_Config)}, 
                                  -,
                                  cs_38508_SecurityConfig(cs_38508_SecurityAlgorithmConfig(p_CipheringAlgorithm, p_IntegrityProtAlgorithm), p_KeyToUse));




