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	Reason for change:
	According to 38306

bwp-SwitchingDelay Defines whether the UE supports DCI and timer based active BWP switching delay type1 or type2 specified in clause 8.6.2 of TS 38.133 [5]. It is mandatory to report type 1 or type 2 when bwp-SameNumerology or bwp-DiffNumerology is supported on at least one band. This capability is not applicable to IAB-MT

bwp-SameNumerology / bwp-DiffNumerology are not mandatory ones as per 38306

so Following statement :: 
bwp_SwitchingDelay := f_NR_Derive_Phy_ParametersCommon_bwp_SwitchingDelay(),
might result in set verdict
if (not (pc_bwp_SwitchingDelay_Type1 xor pc_bwp_SwitchingDelay_Type2)){
        f_SetVerdict(fail, __FILE__, __LINE__, "Acc. to 38.306, 4.2.7.10, It is mandatory to report type 1 or type 2");
    } for  the UEs which are not reporting bwp-SwitchingDelay

Also 38306 says , reporting bwp-SwitchingDelay as “ conditional yes “ / not mandatory Yes

	
	

	Summary of change:
	It is proposed to have any or omit for bwp-SwitchingDelay 
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1.1 [bookmark: _Toc114490048]Correction to the template cr_Phy_ParametersCommon
	Template name
	cr_Phy_ParametersCommon

	Reason for change
	According to 38306

bwp-SwitchingDelay Defines whether the UE supports DCI and timer based active BWP switching delay type1 or type2 specified in clause 8.6.2 of TS 38.133 [5]. It is mandatory to report type 1 or type 2 when bwp-SameNumerology or bwp-DiffNumerology is supported on at least one band. This capability is not applicable to IAB-MT

bwp-SameNumerology / bwp-DiffNumerology are not mandatory ones as per 38306

so Following statement :: 
bwp_SwitchingDelay := f_NR_Derive_Phy_ParametersCommon_bwp_SwitchingDelay(),
might result in set verdict
if (not (pc_bwp_SwitchingDelay_Type1 xor pc_bwp_SwitchingDelay_Type2)){
        f_SetVerdict(fail, __FILE__, __LINE__, "Acc. to 38.306, 4.2.7.10, It is mandatory to report type 1 or type 2");
    } 
for  the UEs which are not reporting bwp-SwitchingDelay

Also 38306 says , reporting bwp-SwitchingDelay as “ conditional yes “ / not mandatory Yes

	Summary of change
	It is proposed to have any or omit for bwp-SwitchingDelay 

	TTCN module
	NR_AuxiliaryCapCheckFunctions.ttcn

	MCC160 Comment
	



    
Before Change:
	template (present) Phy_ParametersCommon cr_Phy_ParametersCommon :=
  { /* @status    APPROVED (ENDC, NR5GC) */
     << SKIPPED CODE >> 
    bwp_SwitchingDelay                := f_NR_Derive_Phy_ParametersCommon_bwp_SwitchingDelay(), //@sic R5-225384 sic@
    dummy                             := *,
         << SKIPPED CODE >> 
  };  



After Change:
	template (present) Phy_ParametersCommon cr_Phy_ParametersCommon :=
  { /* @status    APPROVED (ENDC, NR5GC) */
     << SKIPPED CODE >> 
    bwp_SwitchingDelay                := *, /*f_NR_Derive_Phy_ParametersCommon_bwp_SwitchingDelay(),*/ //@sic R5-225384 sic@  //WA#WI=1007394
dummy                             := *,
     << SKIPPED CODE >> 
  };  



