 

 

	 

3GPP TSG-RAN5 Meeting #2022-TTCN email	R5s221314
Online, , 10th Dec 2021 - 31st Dec 2022
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.523-3
	CR
	2746
	rev
	1
	Current version:
	17.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Corrections to NR CAG testcase 6.5.2.2

	
	

	Source to WG:
	ROHDE & SCHWARZ

	Source to TSG:
	R5

	
	

	Work item code:
	NG_RAN_PRN_Vertical_LAN-UEConTest
	
	Date:
	2022-09-19

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	In the current TTCN implementation of this testcase at Step 45, the function f_NR_UE_DeRegisterOnSwitchOff is called with nr_Cell1 as parameter.

This needs to be changed to nr_Cell2, as the Steps 27 – 44a1 were performed on nr_Cell2. 

	
	

	Summary of change:
	Instead of passing nr_Cell1, passed nr_Cell2 at Step 45

	
	

	Consequences if not approved:
	A conformant UE may fail the test case

	
	

	Clauses affected:
	6.5.2.2.NR5GC

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	




 

Page 1
 

 






[bookmark: _Toc114504881]Table of Contents
Table of Contents	2
1	Overview	2
2	Corrections required	2
2.1	Correction to fl_TC_6_5_2_2_TestBody	2
1. [bookmark: _Toc122434485][bookmark: _Toc101884688][bookmark: _Toc106347389][bookmark: _Toc106348108][bookmark: _Toc106353536][bookmark: _Toc107232973][bookmark: _Toc107233704][bookmark: _Toc107260461][bookmark: _Toc107319472][bookmark: _Toc107401310][bookmark: _Toc109296030][bookmark: _Toc112694522][bookmark: _Toc112754400][bookmark: _Toc114387725][bookmark: _Toc114471865][bookmark: _Toc114478749][bookmark: _Toc114504882][bookmark: _Hlk107318485] Overview
This document lists all the essential changes needed to correct problems in the iwd-TTCN3-B2020-09_D22wk37 related to the title of this CR. 
Contact: 	Parikshit Bhise
	Parikshit.bhise@rohde-schwarz.com		
	

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc114504883]Corrections required
1.1 [bookmark: _Toc114504884]Correction to fl_TC_6_5_2_2_TestBody
	Template name
	fl_TC_6_5_2_2_TestBody

	Reason for change
	In the current TTCN implementation of this testcase at Step 45, the function f_NR_UE_DeRegisterOnSwitchOff is called with nr_Cell1 as parameter.

This needs to be changed to nr_Cell2, as the Steps 27 – 44a1 were performed on nr_Cell2.

	Summary of change
	Instead of passing nr_Cell1, passed nr_Cell2 at Step 45

	TTCN module
	CAG_Selection_NR5GC.ttcn

	MCC160 Comment
	



    
Before Change:
	<<SKIPPED CODE>>
//@siclog "Step 27-44a1" siclog@
    //Steps 3 to 20a1 of the registration procedure described in TS 38.508-1 [4] subclause 4.5.2.2 are performed on NR Cell 2.
    f_NR5GC_RRC_IdleState1N_Def(nr_Cell2, -, -, Initial_Secure);
    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 26");
    //@siclog "Step 45" siclog@
    //The UE is switched off by executing generic procedure in Table 4.9.6.1-1 in TS 38.508-1
    f_NR_UE_DeRegisterOnSwitchOff (nr_Cell1, STATE_IDLE_1A);
    //@siclog "Step 46" siclog@
<<SKIPPED CODE>> 



After Change:
	<<SKIPPED CODE>>
//@siclog "Step 27-44a1" siclog@
    //Steps 3 to 20a1 of the registration procedure described in TS 38.508-1 [4] subclause 4.5.2.2 are performed on NR Cell 2.
    f_NR5GC_RRC_IdleState1N_Def(nr_Cell2, -, -, Initial_Secure);
    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 26");
    //@siclog "Step 45" siclog@
    //The UE is switched off by executing generic procedure in Table 4.9.6.1-1 in TS 38.508-1
    f_NR_UE_DeRegisterOnSwitchOff (nr_Cell2 /*WA#6_5_2_2 nr_Cell1*/, STATE_IDLE_1A);
    //@siclog "Step 46" siclog@
<<SKIPPED CODE>>



