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	Reason for change:
	The currently configured guard timer of 600s can often be insufficient fore this test case to execute due to the repeated emergency call setup and release procedures 


	
	

	Summary of change:
	Increase guard timer to 900s

	
	

	Consequences if not approved:
	A conformant UE can fail these test case due to guard timer expiry
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1. [bookmark: _Toc122434485][bookmark: _Toc95309042]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D12wk49 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc95309043]Corrections required
1. [bookmark: _Toc95309044]Change 1
	Function name
	Test case TC_11_4_7_NR5GC()

	Reason for change
	The currently configured guard timer of 600s can often be insufficient fore this test case to execute due to the repeated emergency call setup and release procedures 

	Summary of change
	Increase guard timer to 900s

	TTCN module
	NR5GC_Testsuite.ttcn

	MCC160 Comment
	Accepted



Before Change:
	testcase TC_11_4_7_NR5GC() runs on MTC_NR5GC system SYSTEM_NR5GC {
// @purpose
// Handling of Local and Extended emergency numbers / Mobility
var NR5GC_PTC v_NR5GC := null;
var IMS_PTC v_IMS1 := null;
var IMS_PTC v_IMS2 := null;

timer t_GuardTimer := int2float(600);

v_NR5GC := NR5GC_PTC.create("NR5GC") alive;
v_IMS1 := IMS_PTC.create("IMS1") alive;
v_IMS2 := IMS_PTC.create("IMS2") alive;

f_MTC_ConnectPTCs_NR5GC(system, v_NR5GC, v_IMS1, v_IMS2);

v_NR5GC.start(f_TC_11_4_7_NR5GC());
v_IMS1.start(f_TC_11_4_7_NR5GC_IMS1());
v_IMS2.start(f_TC_11_4_7_NR5GC_IMS2());

t_GuardTimer.start;

f_MTC_MainLoop_NR5GC(t_GuardTimer);
}







After Change:
	testcase TC_11_4_7_NR5GC() runs on MTC_NR5GC system SYSTEM_NR5GC {
// @purpose
// Handling of Local and Extended emergency numbers / Mobility
var NR5GC_PTC v_NR5GC := null;
var IMS_PTC v_IMS1 := null;
var IMS_PTC v_IMS2 := null;

timer t_GuardTimer := int2float(900);

v_NR5GC := NR5GC_PTC.create("NR5GC") alive;
v_IMS1 := IMS_PTC.create("IMS1") alive;
v_IMS2 := IMS_PTC.create("IMS2") alive;

f_MTC_ConnectPTCs_NR5GC(system, v_NR5GC, v_IMS1, v_IMS2);

v_NR5GC.start(f_TC_11_4_7_NR5GC());
v_IMS1.start(f_TC_11_4_7_NR5GC_IMS1());
v_IMS2.start(f_TC_11_4_7_NR5GC_IMS2());

t_GuardTimer.start;

f_MTC_MainLoop_NR5GC(t_GuardTimer);
}



