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	Reason for change:
	In the current TTCN Implementation for the template cs_RadioBearer_Reconfig_DRBwithNRPDCPonEUTRA , logical channel Id is not considered

	
	

	Summary of change:
	Logical channel Id has to be filled in cs_RadioBearer_Reconfig_DRBwithNRPDCPonEUTRA
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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc96554661]Corrections required
0.1 [bookmark: _Toc96554662]Correction to the template cs_RadioBearer_Reconfig_DRBwithNRPDCPonEUTRA
	Template name
	cs_RadioBearer_Reconfig_DRBwithNRPDCPonEUTRA

	Reason for change
	In the current TTCN Implementation for the template cs_RadioBearer_Reconfig_DRBwithNRPDCPonEUTRA , logical channel Id is not considered

	Summary of change
	Logical channel Id has to be filled in cs_RadioBearer_Reconfig_DRBwithNRPDCPonEUTRA

	TTCN module
	\ENDC\Common_EUTRA\EUTRA38_ENDC_CommonProcedures.ttcn

	MCC160 Comment
	Accepted 



    
Before Change:
	template (value) RadioBearer_Type cs_RadioBearer_Reconfig_DRBwithNRPDCPonEUTRA( DRB_Identity p_DRB_Id,
                                                                                  template (omit) RLC_Configuration_Type p_RlcConfig := omit,
                                                                                  template (omit) MAC_Configuration_Type p_MacConfig := omit
                                                                                  ) :=
   //@sic R5s190476 change 4.12: added p_RlcConfig and p_MacConfig sic@
   /* @status    APPROVED (ENDC) */
   cs_RadioBearer_Reconfig(cs_RadioBearerId_DRB(p_DRB_Id),
                            cs_PDCP_Configuration_NR_Terminating(cs_NR_PDCP_RbConfig_ParamsDRB),
                            p_RlcConfig , p_MacConfig);



After Change:
	  template (value) RadioBearer_Type cs_RadioBearer_Reconfig_DRBwithNRPDCPonEUTRA( DRB_Identity p_DRB_Id,
                                                                                  template (omit) RLC_Configuration_Type p_RlcConfig := omit,
                                                                                  template (omit) MAC_Configuration_Type p_MacConfig := omit
                                                                                  ) :=
   //@sic R5s190476 change 4.12: added p_RlcConfig and p_MacConfig sic@
   /* @status    APPROVED (ENDC) */
   cs_RadioBearer_Reconfig(cs_RadioBearerId_DRB(p_DRB_Id),
                            cs_PDCP_Configuration_NR_Terminating(cs_NR_PDCP_RbConfig_ParamsDRB),
                            p_RlcConfig , p_MacConfig, p_DRB_Id+2); //WA#WI=718254




