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1. [bookmark: _Toc122434485][bookmark: _Toc98409980]Overview
This document lists all the essential changes needed to correct problems in the TTCN implementation of test case 11.1.6 which is part of the NR5GC test suite. 
With these changes applied the test case can be demonstrated to run with one or more UEs (see section 4). Execution log files are provided as evidence. 
Contact:	Pengchong Shen
	shenpengchong@cictmobile.cn	    
0. [bookmark: _Toc98409981]Verification Test Summary 
Test Case: 	11.1.6
ATS Version:	iwd-TTCN3-B2020-09_D21wk49
System Simulator used:	Datang LinkTester 5G Protocol Conformance Test System ECT9610
[bookmark: _Toc98405995]UE used:	HiSilicon Balong 5000
Verification Status:	PASS

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc98409982]Corrections required
1. [bookmark: _Toc98409983][bookmark: _Toc122434493][bookmark: _Toc325725665][bookmark: _Toc295288970]Change 1
	Function name
	f_TC_11_1_6_NR5GC_EUTRA

	Reason for change
	1. According to R5-221454, During this test case, the network SS simulated is supporting without N26, however 5GC indicate that it support without N26 in Registration Accept, and EPC indicate that it support N26 in Attach Accept. As we know, N26 is the interface between AMF he MME, so it is not properated to set EPC not supports without N26.

	Summary of change
	1. Set the second of f_EUTRA38_NR5GC_PreambleAndSwitchOff  to cs_EPS_NwkFtSup_NoN26.

	TTCN module
	EPS_Fallback_NR5GC_EUTRA.ttcn

	MCC160 Comment
	[bookmark: _GoBack]Accepted but implemented differently in 22wk12 IWD



Before Change
	  function f_TC_11_1_6_NR5GC_EUTRA() runs on EUTRA_Multi5GS_PTC
  { //MT MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode without N26 interface / Success
    
    f_EUTRA38_IRAT_Init(c31, HANDLE_UM_DATA); // @sic R5s210414 sic@

    //Create and configure cell
    f_EUTRA_CellConfig_Def(eutra_Cell1);
    
    f_EUTRA38_NR5GC_PreambleAndSwitchOff (eutra_Cell1);
    
    f_EUTRA_TestBody_Set(true);
    fl_TC_11_1_6_NR5GC_EUTRA_TestBody ();
    f_EUTRA_TestBody_Set(false);
    
    f_EUTRA38_MultiPDN_Postamble (eutra_Cell1, E2_CONNECTED);
  }


After Change
	  function f_TC_11_1_6_NR5GC_EUTRA() runs on EUTRA_Multi5GS_PTC
  { //MT MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode without N26 interface / Success
    
    f_EUTRA38_IRAT_Init(c31, HANDLE_UM_DATA); // @sic R5s210414 sic@

    //Create and configure cell
    f_EUTRA_CellConfig_Def(eutra_Cell1);
    
    f_EUTRA38_NR5GC_PreambleAndSwitchOff (eutra_Cell1, cs_EPS_NwkFtSup_NoN26);
    
    f_EUTRA_TestBody_Set(true);
    fl_TC_11_1_6_NR5GC_EUTRA_TestBody ();
    f_EUTRA_TestBody_Set(false);
    
    f_EUTRA38_MultiPDN_Postamble (eutra_Cell1, E2_CONNECTED);
  }


1. [bookmark: _Toc98409984]Branches executed
[bookmark: _Toc122434494][bookmark: _Toc295288971][bookmark: _Toc325725666]NR Band 78, nea2, Nia2.
1. [bookmark: _Toc98409985]Execution Log Files 
3. [bookmark: _Toc98409986]HiSilicon Balong 5000
The HiSilicon Balong 5000 passed this test case on Datang LinkTester 5G Protocol Conformance Test System ECT9610. The documentation below is enclosed as evidence of the successful test case run [1]:
· Test Case Execution log file:
\ TC_11_1_6_NR5GC_N78-E8.log
· PIXCIT settings used:
\ Pics(Hisilicon-IRAT).xml
\ Pixit(TC_11_1_6_NR5GC).xml

1. [bookmark: _Toc122434496][bookmark: _Toc325725668][bookmark: _Toc295288973][bookmark: _Toc98409987]References 
	[1]
	R5s220446:   Supporting information for agreement of NR5GC test case 11.1.6 in FR1




