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	Reason for change:
	An additional “tel:” charstring is being added to uri used in MMI to start a call in function f_UT_RequestIMSCall.

This is causing to MMI commands having wrong numbers to be dialed.

f_UT_RequestIMSCall current implementation added a statement to convert number to uri in case that parameter passed is a only integer charstring, seems that condition to check that is incorrect. Condition to transform a number into an uri must be fulfilled in case regexp returns a non-empty charstring.

	
	

	Summary of change:
	Corrected condition to transform integer dial number to uri, condition must be fullfilled in case that value returned is a non-empty charstring. 

	
	

	Consequences if not approved:
	A conformant UE may fail the test case.
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1. [bookmark: _Toc295288959][bookmark: _Toc122434488][bookmark: _Toc99957874]Corrections required
0. [bookmark: _Toc99957875]f_UT_RequestIMSCall
	Function name
	f_UT_RequestIMSCall

	Reason for change
	f_UT_RequestIMSCall current implementation added a statement to convert number to uri in case that parameter passed is a pure integer charstring, seems that condition to check that is incorrect. Condition to transform a number into an uri must be fulfilled in case regexp returns a non-empty charstring.

	Summary of change
	Corrected condition to transform integer dial number to uri, condition must be fullfilled in case that value returned is a non-empty charstring.

	TTCN module
	Common\Common\UpperTesterFunctions.ttcn

	MCC160 Comment
	Accepted



Before Change:
	<<SKIPPED CODE>>
  function f_UT_RequestIMSCall(UT_PTC_MTC_PORT p_Port,
                               charstring p_NumToDial := px_IMS_CalleeUri, // @sic R5s220215 sic@
                               Ut_CnfReq_Type p_CnfRequired := NO_CNF_REQUIRED)
  {
    var boolean v_DontWaitForCnf := true;
    var charstring v_NumToDial := p_NumToDial;
    
    // @sic R5s220215 sic@
    if (regexp (p_NumToDial, "([0-9]+)", 0) == "") { // If string is a number, have to convert this into a URI
      v_NumToDial := "tel:" & v_NumToDial;
    }
    fl_UT_ApplyCommand(p_Port, cas_UT_Req(REQUEST_IMS_VOICE_CALL, p_CnfRequired, {cs_Ut_Parameter_Uri(v_NumToDial)}), v_DontWaitForCnf); // @sic R5-134290, R5-145723, R5s160855 sic@
  }
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  function f_UT_RequestIMSCall(UT_PTC_MTC_PORT p_Port,
                               charstring p_NumToDial := px_IMS_CalleeUri, // @sic R5s220215 sic@
                               Ut_CnfReq_Type p_CnfRequired := NO_CNF_REQUIRED)
  {
    var boolean v_DontWaitForCnf := true;
    var charstring v_NumToDial := p_NumToDial;
    
    // @sic R5s220215 sic@ 
    if (regexp (p_NumToDial, "([0-9]+)", 0) != "") { // If string is a number, have to convert this into a URI
      v_NumToDial := "tel:" & v_NumToDial;
    }
    fl_UT_ApplyCommand(p_Port, cas_UT_Req(REQUEST_IMS_VOICE_CALL, p_CnfRequired, {cs_Ut_Parameter_Uri(v_NumToDial)}), v_DontWaitForCnf); // @sic R5-134290, R5-145723, R5s160855 sic@
  }
 <<SKIPPED CODE>>





