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	Reason for change:
	In the current TTCN implementation :
function f_NR5GC_EmergencyCallRelease(NR_CellId_Type p_NR_CellId) runs on NR5GC_PTC
  {
    var template (omit) GSM_MobilityInfo_Type v_GSM_MobilityInfo := f_Get_PDUSessionForDNNType(f_NR5GC_MobileInfo_GetSessionInfoList(), Emergency_PDN); // @sic R5s210363 sic@
    var GSM_MobilityInfo_Type v_PDUSession := valueof(v_GSM_MobilityInfo); // Must be there as previously established it
    var O1_Type v_PDUSessionId := v_PDUSession.SessionId;
    var boolean v_WaitForReq := false;
    timer t_Wait := 5.0;
   
    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_IMS2]); // @sic R5s220039 sic@
    t_Wait.start;
    alt {         // @sic R5-216829 sic@
      [v_WaitForReq] a_NR5GC_PDUSessionReleaseReq (p_NR_CellId, v_PDUSessionId) // @sic R5s211524 sic@
         {
           t_Wait.stop;
           v_WaitForReq := false;
           repeat;
         }
      [] IMS[tsc_Index_IMS2].receive(cmr_IMS_IPCAN_Trigger)  // @sic R5s220039 sic@
         { t_Wait.stop }
      [] t_Wait.timeout   // @sic R5s220039 sic@
         { repeat }
    }

    f_NR5GC_PDUSessionRelease (p_NR_CellId,
                               v_PDUSessionId,
                               cs_GMM_GSM_Cause (omit, '00100100'B));
    f_IP_RtpRtcpLoopback(IP, v_PDUSession.PdnIndex, tsc_IMS_MediaPort_M1, omit);  // @sic R5s210363 sic@
    f_NR_PreliminaryPass(__FILE__, __LINE__, "Emergency Call Release");
  }

Variable v_WaitForReq is set to FALSE, which results in the PDU Session Release REQ never being handled.
This needs to be addressed. 

	
	

	Summary of change:
	Initialized v_WaitForReq to true.

	
	

	Consequences if not approved:
	A conformant UE may fail the test case.
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	Function name
	f_NR5GC_EmergencyCallRelease

	Reason for change
	In the current TTCN implementation :
function f_NR5GC_EmergencyCallRelease(NR_CellId_Type p_NR_CellId) runs on NR5GC_PTC
  {
    var template (omit) GSM_MobilityInfo_Type v_GSM_MobilityInfo := f_Get_PDUSessionForDNNType(f_NR5GC_MobileInfo_GetSessionInfoList(), Emergency_PDN); // @sic R5s210363 sic@
    var GSM_MobilityInfo_Type v_PDUSession := valueof(v_GSM_MobilityInfo); // Must be there as previously established it
    var O1_Type v_PDUSessionId := v_PDUSession.SessionId;
    var boolean v_WaitForReq := false;
    timer t_Wait := 5.0;
   
    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_IMS2]); // @sic R5s220039 sic@
    t_Wait.start;
    alt {         // @sic R5-216829 sic@
      [v_WaitForReq] a_NR5GC_PDUSessionReleaseReq (p_NR_CellId, v_PDUSessionId) // @sic R5s211524 sic@
         {
           t_Wait.stop;
           v_WaitForReq := false;
           repeat;
         }
      [] IMS[tsc_Index_IMS2].receive(cmr_IMS_IPCAN_Trigger)  // @sic R5s220039 sic@
         { t_Wait.stop }
      [] t_Wait.timeout   // @sic R5s220039 sic@
         { repeat }
    }

    f_NR5GC_PDUSessionRelease (p_NR_CellId,
                               v_PDUSessionId,
                               cs_GMM_GSM_Cause (omit, '00100100'B));
    f_IP_RtpRtcpLoopback(IP, v_PDUSession.PdnIndex, tsc_IMS_MediaPort_M1, omit);  // @sic R5s210363 sic@
    f_NR_PreliminaryPass(__FILE__, __LINE__, "Emergency Call Release");
  }

Variable v_WaitForReq is set to FALSE, which results in the PDU Session Release REQ never being handled.
This needs to be addressed. 

	Summary of change
	Initialized v_WaitForReq to true.

	TTCN module
	NR5GC_IMSProcedures.ttcn

	MCC160 Comment
	Accepted



Before Change:
	function f_NR5GC_EmergencyCallRelease(NR_CellId_Type p_NR_CellId) runs on NR5GC_PTC
  {
    var template (omit) GSM_MobilityInfo_Type v_GSM_MobilityInfo := f_Get_PDUSessionForDNNType(f_NR5GC_MobileInfo_GetSessionInfoList(), Emergency_PDN); // @sic R5s210363 sic@
    var GSM_MobilityInfo_Type v_PDUSession := valueof(v_GSM_MobilityInfo); // Must be there as previously established it
    var O1_Type v_PDUSessionId := v_PDUSession.SessionId;
    var boolean v_WaitForReq := false;
    timer t_Wait := 5.0;
    
    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_IMS2]); // @sic R5s220039 sic@
    t_Wait.start;
    alt {         // @sic R5-216829 sic@
      [v_WaitForReq] a_NR5GC_PDUSessionReleaseReq (p_NR_CellId, v_PDUSessionId) // @sic R5s211524 sic@
         {
           t_Wait.stop;
           v_WaitForReq := false;
           repeat;
         }
      [] IMS[tsc_Index_IMS2].receive(cmr_IMS_IPCAN_Trigger)  // @sic R5s220039 sic@
         { t_Wait.stop }
      [] t_Wait.timeout   // @sic R5s220039 sic@
         { repeat }
    }

    f_NR5GC_PDUSessionRelease (p_NR_CellId,
                               v_PDUSessionId,
                               cs_GMM_GSM_Cause (omit, '00100100'B));
    f_IP_RtpRtcpLoopback(IP, v_PDUSession.PdnIndex, tsc_IMS_MediaPort_M1, omit);  // @sic R5s210363 sic@
    f_NR_PreliminaryPass(__FILE__, __LINE__, "Emergency Call Release");
  }

	




After Change:
	function f_NR5GC_EmergencyCallRelease(NR_CellId_Type p_NR_CellId) runs on NR5GC_PTC
  {
    var template (omit) GSM_MobilityInfo_Type v_GSM_MobilityInfo := f_Get_PDUSessionForDNNType(f_NR5GC_MobileInfo_GetSessionInfoList(), Emergency_PDN); // @sic R5s210363 sic@
    var GSM_MobilityInfo_Type v_PDUSession := valueof(v_GSM_MobilityInfo); // Must be there as previously established it
    var O1_Type v_PDUSessionId := v_PDUSession.SessionId;
    var boolean v_WaitForReq := true; //WA#11_4_5 false;
    timer t_Wait := 5.0;
    
    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_IMS2]); // @sic R5s220039 sic@
    t_Wait.start;
    alt {         // @sic R5-216829 sic@
      [v_WaitForReq] a_NR5GC_PDUSessionReleaseReq (p_NR_CellId, v_PDUSessionId) // @sic R5s211524 sic@
         {
           t_Wait.stop;
           v_WaitForReq := false;
           repeat;
         }
      [] IMS[tsc_Index_IMS2].receive(cmr_IMS_IPCAN_Trigger)  // @sic R5s220039 sic@
         { t_Wait.stop }
      [] t_Wait.timeout   // @sic R5s220039 sic@
         { repeat }
    }

    f_NR5GC_PDUSessionRelease (p_NR_CellId,
                               v_PDUSessionId,
                               cs_GMM_GSM_Cause (omit, '00100100'B));
    f_IP_RtpRtcpLoopback(IP, v_PDUSession.PdnIndex, tsc_IMS_MediaPort_M1, omit);  // @sic R5s210363 sic@
    f_NR_PreliminaryPass(__FILE__, __LINE__, "Emergency Call Release");
  }





